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1. VISPARIGA DALA
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1¢. pielikums
Ligumam Nr. 02/19/58

Projektesanas Tehniska specifikacija

Esosa objekta RRC ,,Riga” modernizacija

1. Teritorija un &ka:

1.1. Veikt esosas €kas apsekosanu un tehniska stavokla noverteésanu (iekSpusé un arpusg);

1.2. Veikt objekta zoga, seguma apsekosanu un tehniska stavokla noveértesanu.

1.3. Pamatojoties uz apsekoSanas rezultatiem izstradat objekta rekonstrukcijas/modernizacijas tehnisko
projektu.

1.4. Esosa ¢ka projektet avarijas izeju (skat. Zzimgjums 1).

1.5. Projektet kabelu ievadu nomainu/modernizaciju no antenas ar gumijas vaciniem FIMO GRR un
GTR (vai analogiem) vismaz 8 kabeliem (skat. Zim&ums Nr.7).

1.6. Esosai €kai iekSpus€ projektet (jamodernize) kabelu trepes un zibens aizsardzibas punktus

1.7. Projektet iekartu piesléguma pie UPS modernizaciju

1.8. Objekta visam horizontalam kabelu trep€m projektet kabelu trepju vaku;

1.9. Projektet zem&uma kontiira projektu, (ar pretestibu ne vairak ka 4 ) starp torniem, €kai un
apaksstacijai. Siem darbiem nepieciesams pasiitit topografiskos uzmérijumus.

1.10.  Projektet esosa objekta Zoga un seguma atjaunoSanu/remontu.

1.11.  Projektet rekuperatoru uzstadiSanu

1.12.  Projektet ekas fasades atjaunoSanu (“‘saidinga” nomaina)

2. Antenas tornu (45m un 30m) konstrukcijas:

2.1. Veikt esoSo antenas tornu, antenu stiprindjumu, fideru apsekoSanu un tehniska stavokla
novertesanu.

2.2. Pamatojoties uz apsekosanas rezultatiem izstradat antenas tornu renovacijas tehnisko projektu.
2.3. Abos tornos paredzgt esosSo apkalposanas/atpiitas platformu modernizaciju (sk. Zzim&ums Nr.2.).
2.4. Abiem torniem zem apkalposanas/atpttas platformam projektet papildus apkalposanas/atpiitas
platformas (sk. pielikums 3.)

2.5. Abiem torniem zem apkalpoSanas/atpitas platformam projektet papildus stiprinajumu punktus pie
kabelu trepém.

2.6. Abiem torniem paredzet esoso drosibas sisttmu ,,TURVATIKAS SAFETY LADDER” ar “SIDE
END BOW B50SL LEFT SIDE EXIT” pagarinasanu, aizbaznis Nr. 86 ar Nr. 84, Nr 89 un diviem
stiprinajuma punktiem.

2.7. Abiem torpiem paredz€t esoSo droSibas sisttmu ,,TURVATIKAS SAFETY LADDER”

pagarinasanu Iidz masta pamatiem.
45
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2.8. Projektet esoso antenas tornu vertikalo fideru stiprinajumu un zemé&jumu punktu modernizaciju (ar
stiprinajumu un zem&juma kopni) uz FIMO SRF M (zZim&jums Nr.3.) un DXE-UE-2p (zZimg&jums Nr.5.)
ar FIMO KMT.

2.9. Uz katra antenas torna paredzet 2 aizsargugunu Obelux LI-10 DCW-F, ar barosanas bloku (eka)

Obelux series PS-230-24-xx vai analogs un talvadibas kontroli (skat. Zim&jums Nr.6).
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Zimgjums Nr. 3
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PRODUCT DATA SHEET

Zimgjums Nr. 4

A) SPECIFICATIONS
1 Stainless steel AlSI304 bow
Hooking on flat 3-25 and round @ 8-25.
2 lelfdocking pressure screw Mé or M8 AISI304
3 Stainless steel AlS1304 siding pressure plate.
4 SAS block PA fiberglass soddies

B) RESISTANCE TESTS
UV Test BE-15O 105-B06
Vibration test conforming fo [EC 60068-2-4
Comosion fest: UNI EN 150 9227
Operating femperature: -30°C +120°%C

C) PACKAGING INFORMATION
Packing in boxes.
Label indicating:
product code, arficle. quantity,
producfion batch,

FIMO logo and figure.
[ Custfomer code aon request |.
D) MOUNTING INSTRUCTIONS
15T026
CODE ARTICLE gD L H BOX WEIGHT
61 1556 0006 sRF M/ 1x6 5-6 12 20 30 45
61 1556 0007 sRF M/ 1x7 6-7 12 20 S0 45
61 1556 0008 sRF M/ 1x8 7-8 12 20 50 45
61 1556 0009 sRF M/ 1x9 g-9 12 20 50 45
61 1556 0091 sRF M/ 1x@ M 9-10 12 20 S0 45
61 1556 0010 sRF M/ 1x10 10-11 12 20 30 47
61 1556 0011 sRF MY 1x11 10-11 22 34 S0 47
61 1556 1012 sRF M/ 1x12 11-12 22 34 S0 47
61 1556 0013 sRF M/ 1x13 12-13 22 34 50 47
61 1556 0014 sRF M/ 1x1/275 (14) 13-14 22 34 S0 47
61 1556 0038 sRF M/ 1x3/8" (16) 15-16 22 34 50 47
61 1556 0012 sRF M/ 1x1/2" (17) 16-17 22 34 S0 68
61 1556 0058 sRF M/ 1x5/8" (23) 21-23 34 46 50 110
61 1556 0027 sRF M/ 1x7/8"5 (27) 26 - 27 34 45 30 108
61 1556 0078 sRF M/ 1x7/8" [28) 27 -28 34 45 S0 108
61 1556 1178 sRF M/ 1x7/8"M (30) 29-30 34 45 50 107
61 1556 0118 sRF M/ 1x1.1/8" (38) 36 - 38 46 58 50 128
61 15560114 sRF M/ 1x1.1/4" (40) 39 -40 46 58 S0 153
61 1556 0148 sRFE M/ 1x1.5/8"5 (49) 48 - 49 58 72 25 189
61 1556 0158 sRF M/ 1x1.5/8" (52) 50 -52 58 72 25 188
61 1556 1214 sRF M/ 1x2.1/4" (60) 59 - 60 70 a3 25 219
61 1556 0062 sRF M/ 1x62 60 - 62 70 a3 25 211
61 1556 0074 sRF M/ 1x3" (72) 72-74 20 94 25 274
61 1556 0076 sRF M/ 1x3"M (76) 74-76 20 o4 25 274
RI DATE DR DATE AP | Description:
02 Stainless cable clamps fype skRF M
For 1 coaxial cable. complete with 2
o1 | [ | calibrated saddles.
For articles see schedule,
00 01/02/18 .|_G'S.,' [ 01/02/1& [ AW,
1* EMISSICMN

(&) FIMO )

Fixing of Z cables on flat 3-25 and round

@ 8-25. .
Q) |
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1-3/4"

Approximate
Internal
Dimensions

Closed

Zimgjums Nr.
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Ll Rear View
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i SHEET Low-intensity

Page 1|6

DATASHEET

Low—mtensﬂy Obstruction Lights
IGAD Low- |rﬂerr5!tv Tvpe A 10cd, Type B 32cd and Type E 32cd

Optical characteristics

» 10cd fixed

» 32cd fixed

» Flashing operation available with
extemnal controller

Colour aviation RED
Horizontal beam 360°
Vertical beam =10

yYvy

Lerer-imtaraity Type & 32ed
vertiad chuributon

EEEENS
¥ \
S Mo
: \
- inmanny Topst & A0
P T,

Specifications met

ICAQ Intemational Standards and
Recommended Praclices: Aerodromes
Annex 14 Volume 1,

Tth Edition, July 2016, Chapter 6:
Low-intensity Type A/B/E

FAA Advisory Circular (3/28/2016)
AC 150/5345-43H:
L-810/L-810 (F)

Einordnung als Hindemisfeuer ES gemal
Allgemeine “Verwaltungsvorschrift zur
Kennzeichnung von Luftfghrthndemissen
vom 26.08.2015

Feux de balisage d'chetacle, DGAC,
STAC, France

FAA L-810 and L-810 (F)

Kutomotie & B, DI380 HelsimiE FIREAND | The Informatian In this document Is subject to change: without nolice. © Obelux Oy 2018

Photo s for Blustradon only.

Zimgjums Nr.

January 19, 2018

Low-intensity 10cd and 32cd Obstruction Lights
LED Aviation Obstruction Lights - F models

Obelux low-intensity light is designed for marking tall structures such as
wind turbines, chimneys, masts, cranes, airports, and towers. Obelux low-
intensity lights have extremely low power consumption and long
maintenance-free operating time. The light can be daisy-chained by using
two cable glands located on the bottom.

|
>

yYvYyy

Key Features

Based on LED-technology

Low-intensity RED fixed light (flashing with external

controller)

Two cable glands < easy to chain without external junction

boxes
Extremely low power consumption

Provides long maintenance-free operating time

S-year warranty
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DATASHEET Low-intensity

DATASHEET
Low—mtensﬂy Obstruction Lights
IGAD Low-lntensltv T\,'pe A 10cd, Type B 32cd and Type E 32cd

il

Electrical Characteristics
b 230- models, AC voltage range:
Nominal 210.. 270V ac

FAA L-810 and L-810 (F)

Mechanical Characteristics
» Anodized, marine grade aluminium body
and end parts

R\ L\ Y

A

LRARE AL

» DCW- models, wide DC voltage range: »  AISI316 acid-proof stainless-steel screws
MNominal 10.._60Voc » Glass cover, degree of protection IPGS
» Overvoliage protection » Operating temperature range -55.. +55 °C
» Height 210 mm, diameter 104 mm
» Weight 1,1 kg (without mounting set)
»  Teminal block for 1.5 _4mm? wires
Mounting Set Options r . 1
» MS-HVBD
» MS-EVED
» MS-EV100 AT N Ny e 1
» MS-EV150 M |
» MS-DEVEO 1 d|
» MS-DEV100
> MSRW | TTH o
» MS-LVU )
» MS-N1B L I
» MS-WTS I ==inEn ! L
|
L& +
ACH M L 3] -
L PE
- OWER. " ' OYER-
o - %__ T | AT
e PE
Block diagram for 230WAC operated -F models. Block diagram for DCW operated -F models.
Order code ICAOQ | FAA Output  Op. volt. Power Photocell and Packing dimensions
COns. Flasher
LI-10-DCW-F Type A 10cd 10-60VDC 1TW No 280x130x100, 1,5kg
LI-10-230-F Type A 10ed 230VAC 1WA Mo 280x130x100, 1,5kg
LI-32-DCW-F Type B/L-810*  32cd 10-60VDC 2w Mo 280x130x100, 1,5kg
LI-32-230-F Type B/ L-810*  32cd 230VAC 2VA Mo 280x130x100, 1,5ka

*to meet ICAD low-intensity Type E and FAA L-210 (F) external confroller is needed.
Other operating voltages are available upon request.
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DATASHEET
Low—mtensﬂy Obstruction Lights

IGAD Low-lntensltv T\,'pe A 10cd, Type B 32cd and Type E 32cd
FAA L-810 and L-810 (F})

Installation specifications Installation instructions
» Cable gland M25
~ g cter 11 to 17 Two cable glands provide easy chaining without external junction boxes.
[icmnd Iel “'"I e m"'“ Open the three bottom plate screws. Bottom plate and the main circuit
g board slides out. Route power cables using cable gland(s) on the

6-13mm) bottom. Connect the cable wires securely to ropriate terminal block
» Wire diameter max. 6 mm: connectors. Slide the bottom plate pm;:oewlily.r |r?3r§ plgce and securely
» Recommended cable tighten all screws using flat-head (straight) screwdriver. Make sure that
» 3x1.5 mmzor 3x2.5 mmz all unused glands or gland holes are plugged shut.
Options TN
» CGS-20 smaller cable glands set f ".
(includes 2pcs M20 cable glands B« | i
with M25-M20 adapters for 7-13
mm cables) = =

1 Power input

» Mark Description Information
L Live Colour typically brown.
-230 N Neutral Colour typically blue.
PE Protective earth  Colour typically yellow/green
+ Positive Power supply positive
-DCW - Negative Power supply positive

PE Protective earth  Protective earth
Tighten the connector screws using flat-head (straight) screwdriver.

2 Power output

2B R Mark Description Information
L Live Colour typically brown.
-230 N Neutral Colour typically blue.
PE Protective earth  Colour typically yellow/green
+ Positive Power supply positive
-DCW = Negative Power supply positive

PE Protective earth  Protective earth
Tighten connectors securely using flat-head (straight) screwdriver.
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HEET Low-intensity ! Page 4|6 January 19, 2018

DATASHEET
Low—mtensﬂy Obstruction Lights

I(FAO Low- |rﬂen51tv Tvpe A 10cd, Type B 32cd and Type E 32cd
: FAA L-810 and L-810 (F)

Obelux MS-HVE0

Mounting set for 33-80 mm wvertical or horizontal pipe.
» 2 pes ME U-bolt
> & pcs ME hex nut
> 4 pes 612 mm washer

All parts are AlS1316 acid-proof stainless steel.

More detailed mechanical data: see M5-HVE0 datasheset

Obelux MS-EVED
Mounting set with extension plate for 30-60 mim vertical pipe installation.
» 2 pes M3 U-bolt, & pes MS hex nut
> 4 pcs MBx30 bolt, 8 pcs ME hex nut, 4 pes 8/12 washer
» 1 pcs extension plate
Extension plate marine grade anodized aluminium, other parts AISI316 acid-
proof stainless steel.

More detailed mechanical data: see MS-EVED datasheet

T dimste g BE

Obelux MS-EV100
Mounting set with extension plate for 60-100 mm vertical pipe installation.
This mounting sat includes:

» 2 pes MB U-bolt, 8 pes MS hex nut

> 4 pes MEx30 bolt, 8 pcs MB hex nut, 4 pes 6/12 washer

» 1 pcs extension plate
Extension plate marine grade anodized aluminium, other parts AISI316 acid-
proof stainless steel.

More detailled mechanical data: see MS-E\V100 datasheet

»  Order Code: MS-EV100

Obelux MS-EVA50
Mounting set with extension plate for 100-150 mm verfical pipe installation.
This mounting sat includes:

> 2 pcs M3 Ubolt, & pes MS hex nut

h 4mmmsmmmu4mmzm

pcs extension plate

Enermnpuem:ippedmmd, other parts AlSI316 acid-proof
stainless stesl.

More detailled mechanical data: see MS-E\150 datasheet
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DATASHEET
Low—mtensﬂy Obstruction Lights

IQAO Low- |nten51tv Tvpe A 10cd, Type B 32cd and Type E 32cd
FAA L-810 and L-810 (F)

Obelux MS-DEVED
Double mounting set with extension plate for 30-80 mm vertical pipe
installaion. Mounting set include:

> 2 pcs M8 U-bolt, 8 pes M3 hex nut

> & pcs MEx30 bolt, 16 pes MG hex nut, 8 pes 612 washer

» 1 pcs exiension plate
Extension plate marine grade anodised aluminium, other parts AlIS1316 acid-
proof stainless steel.

More detailed mechanical data: see MS-DEVED datashest

Obelux MS-DEV100
Double mounting set with extension plate for 0-100 mm vertical pipe
installation. Mounting sst include:

» 2 pcs M U-bolt, 8 pes M8 hex mut

> & pcs MEx30 bolt, 16 pes MG hex nut, 8 pes 6/12 washer

» 1 pcs extension plate
Extension plate marine grade anodised aluminium, other parts AISI316 acid-
proof stainless steel.

More detailed mechanical data: see M5-DEV100 datasheet

Obelux MS-RW
Mounting set for horizontal plate or wall installation.
Mounting set includes:
» 4 pcs MEx30 bolt, 8 pes ME hex nut, 4 pes 6112 washer
» 1 pcs L-shape 2 mm plate
All parts AlSI 316 acid-proof stainless stesl.

Maore detailed mechanical data: see MS-RW datasheet

Obelux MS-LVU
Mounting set for L and V' -shape profiles
Mounting set includes:

» 1 :=et accessories for ight unit fitting to plate

» 1 pcs extension plate with adjusting plate and accessories
Extension plate het dip galvanized steel, other parts AISI316 acid-proof
stainless steel.

More detailed mechanical data: see MS-LVU datashest

»  Order Code: MS-LVU (with galvanized extension plate)
» Order Code: MS-LVA (with 151316 extension plate)
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-DATASHEET Low-intensity

Page 6|6 January 19, 2018

DATASHEET

Low—mtensﬂy Obstruction Lights
IGAO Low- |nt|.=n$ltv T‘\.'pe A 10cd, Type B 32cd and Type E 32cd

WG

AVIATION LIGE

FAA L-610 and L-810 (F)

w1

Obelux MS-N1B
Mounting set for 1" NPT at bottom

More detailed mechanical dimensions: see M5-N1B datashest.

»  Order Code: MS-N1B

Obelux MS-WTS:
Mounting set for LI series

Mounting holes 2 x @17, 240mm.

> Order Code: MS-WT5

R\

AN

AR
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EET Power Supplies

SHEET

Power Supplies

‘Db Cry, Hutcenole & Bq O Heisrkl FINLAND | The: infiormation in this dooument 1= subject in change without nolice.

Electrical Characteristics
Operating voltages 115 or 230V ac
Power consumption max 40-280WVA
Qutput voltage 6 - 48 Voo

Qutput current 1.84 - BA

L

OBELL
POWER SUPPLY

Power Supplies
LED Awviation Obstruction Light power supplies

Obeluw: power supplies are suitable for all Obelux products. Obeluw: power
supplies are available with various ocperating voltages and for different
output loads. Optionally Obelux power supplies come with integrated
Day/Might switch and flasher.

Key Features

Extremely reliable — Long lifefime

Optimized for Obelux LED obstacle lights

PCFL Photocell and Flash controller versions available
Die-cast aluminum enclosure

Suitable for outdoor use

Easy to install

Mo RF-radiation

S-year warranty

YYYYVYYTYY
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DATASHEET

Power Supplies

Mechanical Characteristics Photocell Characteristics
»  Yellow powder painted die cast aluminum ®» Turn on delay is
body » Tum off delay 200s
» Degree of protection |PE7 ® User selectable photocell sensitivity
»  Owperating temperature range -55...+55 °C OFF { 2000 § 400k f $000ux
»  Mounting 240x240mm, $17
® Height 342 mm, width 205, depth 115 mm Flash controller Characteristics
- Weight 3-Skg » User selectable flashing rate

Steady burning ! 20fpm / 40fpm / 60 fpm
» 250ms flash duration

PCFL DIP switch saftings:

[EF1 EPz | PRGTCELL SENEITITY | L
OFF GFF | DFF Jijs) lwirs 04
0N OFF | 300
. AT '
;r L:NN :E-E e B IS AT - |J_'| ¢
- L] P
[oipa OPa | Asss AeTE ] | o
i 'l

OFF OFF | STEADY BURNING

I 311 ATk
N OF | 20k= g

OFF ON | 40k
O ON | a0k

—— Power Supply schematic diagram

[=]]
1 o
g
2

Dmfnult DiP settmgac 38 lan, stasdy baming

Order code Output voltage  Output current  Op.wvolt.  Pow. cons.  Photocell and  Packing
{contin 3| [miax) Flasher dimensi

P5-230-48-05 48v 4A | 5A peak 230N 280 VA Mo 3802 15 150mm, Skg
P5-230-48-05-PCFL 48Y 4A | 5A peak ZI0Naz 260 VA fes 3802 15 150mm, Skn
P5-115-48-05 48V 44 | 5A peak 115Vas 260 VA Mo 3902 15 150mm, Skg
P5-115-48-05-PCFL 48V 4A | 5A peak 115Wac 260 VA ‘fes 300x2 15% 150mm, 5kn
P5-230-43-01A8 48v 184 230V 20 VA Mo 3002 15 150mm, 4kg
P5-230-48-01AB-PCFL 48V 1.84A 230N ac B0 VA es 3802 15 150mm, 4kg
P5-115-48-01A8 48V 184 115Vac B0 VA Mo 3202 15 150mm, 4kg
P5-115-48-01ABPCFL 4BV 184 115Vas 20 VA ‘fes 3802 15 150mm, 4kn
P5-230-24-09 My a4 TNz 20 VA Mo 300x2 15% 150mm, 4kg
P5-230-24-0%-PCFL 24y 94 2Nac I VA Yes 3002 15%150mm, 4kg
P5-115-24-0% M4V A 115Vac 220 VA Mo 3802 15 150mm, 4kg
P5-115-24-03-PCFL 24y 94 115Vac 220 VA Yes 3902 15 150mm, 4kg
P5-230-24-03A5 24V A54 23N ez B0 VA Mo 3802 15 150mm, 4kg
P5-230-24-03A5PCFL 24V A54 T30V 20 VA Yes 2002 15 150mm, 4kg
P5-115-24-03A5 24 354 115Vac B0 VA Mo 3802 15 150mm, 4kg
P5-115-24-03A5PCFL 24V 354 115Vac B0 VA Yes 3002 15 150mm, 4kg
P5-230-1205 12V 44 [ 5A peak ZINaz 100 VA Mo 3802 15 150mm, kg
P5-230-12-05-PCFL 12v 44 | 5A peak i T 100 VA es 3902 15 150mm, 3kg
P5-115-1205 12v 44 [ 5A peak 115Vac 100 VA Mo 3002 15 150mm, kg
P5-115-12-05-PCFL 12v 4A | 5A peak 115Wac 100 VA Yes 200215 150mm, 3kg
FP5-230-06-05 i1y 44 [ 5A peak Z30Nas 40 VA Mo 3202 15 150mm, 4kg
P5-115-06-05 [ 44 | 5A peak 115Wae 40 VA Mo 3902 15 150mm, 4kg

60



Zimgjums Nr. 7

- |-
d % ﬁ“‘% A) SPECIFICATIONS

— & N Material: EPDM

— UV resistant.
Colour: black.
B) PACKAGING INFORMATION
Packing in boxes.
— Label indicating:

product code, arficle., quantity,
production batch,

FIMQO logo and figure.

{ Customer code on request .

oot C) MOUNTING INSTRUCTIONS

7
_ ’_|_1 L On request

CODE ARTICLE 2D @ D1 HOLES ad BAG BOX | WEIGHT

61 0828 1606 GRR 1x 6-16 16 15+16 1 5+7 10 50 11
61 0828 1116 GRR 1x 8-/11-16 15+16 1 5+7 10 50 11
61 0828 1611 GRR 1x 11-16 15416 1 10+12 10 50 10
61 0828 1613 GRR 1x 13-16 15+16 1 12+14 10 50 9

61 0828 1016 GRR 1x 16-28 28 26428 1 15+17 10 50 40
61 0828 1020 GRR 1x 20-28 26428 1 19421 10 50 38
61 0828 1022 GRR 1x 22-28 26+28 1 21423 10 50 37
61 0838 1014 GRR 1x 1/4" - 40 40 38+40 1 10+11 10 50 61
61 0838 1012 GRR 1x 1/2" - 40 38+40 1 16+17 10 50 52
61 0838 1078 GRR 1x 7/8" - 40 38+40 1 27429 10 50 30
61 0850 1040 GRR 1x40 -50 50 48+50 1 39440 10 50 40
61 0862 1014 GRR 1x 1/4" - 62 62 6062 1 10+11 10 50 100
61 0862 1012 GRR 1x 1/2" - 62 60+62 1 16+17 10 50 108
61 0862 1078 GRR 1x 7/8" - 62 60+62 1 27428 10 50 142
61 0862 1114 GRR 1x 1.1/4" - 62 6062 1 39+40 10 50 100
61 0862 1158 |GRR 1x 1.5/8" - 62 60462 1 50452 10 50 54
6108901118 |GRR1x1.1/8" -90| 90 88+50 1 36+38 10 50 275
6108901114 |GRR 1x 1.1/4" - 90 88490 1 39+40 10 50 265
51 0890 1158 |GRR 1x 1.5/8" - 90 88490 1 50+52 10 50 248
61 0890 1214 |GRR 1x 2.1/4" - 90 88+90 1 59+60 10 50 240
61 0890 1062 GRR 1x 62 - 90 B8+90 1 60+62 10 50 238
61 0890 1300 GRR 1x 3" -90 B8+90 1 7577 10 50 210
61 0859 1062 GRR 1x 62 - 100 100 89+100 1 62 10 50 324
651 0185 0114 GRR 1x 114 - 185 185 183+185 1 114 10 50 -

61 0185 0130 GRR 1x 130 - 185 183+185 1 132 10 50 -

61 0185 0146 GRR 1x 146 - 185 183+185 1 146 10 50 -

61 0185 0169 GRR 1x 169 - 185 183+185 1 169 10 50 -

L A) SPECIFICATIONS

K‘,I‘_Rﬁ\ Material: EFDM
UV resistant.

-L- + - Colour: black.

HIDTITALV
\\L B) PACKAGING INFORMATION
| Packing in boxes.

Label indicating:
product cede, article, quantity,
production batch,
FIMO lege and figure.
{ Custemer code on request ).

1 C) MOUNTING INSTRUCTIONS
On request

\ .Fl

\ /

A !

@D
CODE ARTICLE 2D L BAG BOX WEIGHT

611000 1006 GTR & 56 30 0 50 2
&1 1000 1008 GTR 8 76 30 0 50 3
611000 1011 GTR 11 10=11 30 0 50 1
611000 1013 GTR 13 12:13 30 10 50 3
&1 1000 1017 GTR 17 T6-17 30 0 50 7
11000 1019 GTR 19 T8-19 30 0 50 5
611000 1025 GTR 25 24-05 35 0 50 12
11000 1028 GTR 28 27-28 35 0 50 8
61 1000 1040 GTR 40 3940 35 0 50 39
1 1000 1050 GTR 50 49-50 35 0 50 70
&1 1000 1062 GTR 62 6162 35 10 50 86

61



LR VZD LIELRIGAS REGIONALA NODALA
! BUVES
TEHNISKAS INVENTARIZACIJAS LIETA

Numurs: 80480010061002-01
Lapu skaits: ﬁg_

BUVES KADASTRA APZIMEJUMS

80480010061002

Radioraidijumn éka |

(Biives nosaukums)

ADRESE:  Rigas raj,
Babites pag.
Parraides radio centrs

Tehniskas inventarizicijas darbu izpilditaji: Juris KovaJonoks
Izpildes datums:  30/10/2000
Tehniskas inventarizicijas darbu parbauditijs: Vizma Ozolipa

Parbaudes datums: 30/10/2000

VZD Liehigae recdion®Se nodalas
Nedkusizn S GHNAG
birojs
Veridsanas

fens
LR VZD regionalas nodalas vaditajs

CEATIE

(Vards, Uzvards) - (Bg)"ékﬁtéf \ :
Datums: . gada " n 0 /ﬂ/‘ﬂ-' 1000

Biives kadastra apziméjums:  80480010061002 Izdrukas datums: 30/10/2000

LapaNr.1




e

INFORMACIJA PAR PASUTITUMU

1. Tehniskas inventarizicijas lietas numurs: 80480010061002j0'1
2. Biives nosaukums:  Radioraidijumu éka
3. Biives kadastra apziméjums:  80480010061002

4. Bilves adrese: Rigas raj.,Babites pag.,Parraides radio centrs
5. Pedéjas apsekosanas datums:  23/10/2000

6. Tehniskiis inventarizacijas pasatitaji: VAS Latvijas Gaisa satiksme

7. Pasiitijuma pienem3anas datums:  26/09/2000

8. Tehniskas inventarizicijas darbu izpilditaji:  Juris Kovalonoks

9. Izpildes datums: 30/10/2000

10. Tehniskés inventarizacijas darbu parbauditajs:  Vizma Ozolipa
11. Parbaundes datums:  30/10/2000

12. Tesniegtie dokumenti:
Pasiitfjuma pieteikums
Nr.4/18*48  26/09/2000 Latvijas Gaisa Satiksme

‘13, Tehniskas inventarizicijas veids:  Biives pilna atkartota tehniska inventarizicija

14. Pasatijuma izpildes terming (d.d.) 30

15. Pasitijuma pienémdjs: Inara LielmeZa

Biives kadastra apziméjums:  80480010061002

Izdrukas datums; 30/10/2000

Lapa Nr.2




INFORMACIJA PAR BOVI

L. Biives galvenais izmantosanas veids: 1241 Sakaru €kas, stacijas, termindli un ar tim saistitas “
2, Biwves geokods: Ckas |

i
3. Buves tips: 12410901 Radio raidstaciju un uztver§anas staciju, televizijas centru E

raiditaju un uitrafsvifpu parraiditaju, televizijas staciju
retranslicijas un radio releju [iniju tehniskas 1 - 2 stavu ékas ar
kiege|u vai panelu sienim, dzelzsbetona parsegumiem un
bavtilpumu lidz 10000 kub. m un vairak

4. Biives kapitalitates grupa: III grupa
5. Baves arsienu materials: 01 Kiegelu muris

6. Buves stava skaits:
6.1. Virszemes: 1

6.2. Pazemes:
7. Eksplunatacijas uzsak3ianas gads:

8. Ekspluatacija pienemganas gads:

9. Buves konstruktiva elementa apraksts:
9.1. Buves pamati Dzelzsbetons/betons
9.2. Biives arsienas  Kiegelu miiris
9.3. Biives parsegumi Koks
9.4. Bives jumis Gumijotie lok$nu materiali/ruberoid
10. Baves fiziskais nolietojums (%): 10
11. Baives apbitves laukums (kv.m.): 93.2
12. Bavtilpums (kub.m.): 303
13. Biives kopéja platiba (kv.m.): 65.1

14, Biives lictderiba platiba (kv.n.):  65.1

14.1. Dzivok]u platiba (kv.m.): 0

14.2. Nedzivejamo telpu platiba (kv.m.): 65.1
15, Telpu grupu skaits bivé: 1
16. Dzivok]u skaits bave:

17. Labiekartojums:
17.4.  Elektroapgade
17.5.  Auksta idens apgide
17.8. Kanalizacija
17.9.  Tualetes telpa

18. Patvaligas biivniecibas pazimes: - Nav

Y

Bives kadastra apzim&jums:  80480010061002 Izdrukas datums: 30/10/2000

Lapa Nr.3
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BUVES EKSPLIKACIJA

Buves kopéja platiba (kv.m.): 65.1
Biives lietderiga platiba (kv.m.): 65.1
Dzivoklu kopéja platiba (kv.m.): 0
Dzivoklu platiba (kv.m.): 0
Dzivojama platiba (kv.m.):
Dzivok]u paligtelpu platiba (kv.m.):
Dzivok]u artelpu platiba (kv.m.):
Nedzivojamo tetpu platiba (kv.m.): 65.1
Nedzivojamo iekStelpu platiba (kv.m.): 65.1
Nedzivojamo artelpu platiba (kv.m.):
Biives koplietoSanas paligtelpu platiba (kv.m.): 0
KoplietoSanas iek$telpu platiba (kv.m.):
Koplietodanas értelpu platiba (kv.m.):

Telpu grupas numurs: 001
Telpu grupas adreses numurs:
Telpu grupas izmantoZanas veids: 1241  Sakaru, stacijas, terminala u.c. telpu grupa
Telpu grupas platibu eksplikicija:
Nedzivojamo telpu platiba (kv.m.): 65.1
Nedzivojamo iekstelpu platiba (kv.m.): 65.1
Nedzivojame artelpu platiba (kv.m.):

Telpu grupas telpu eksplikacija:

il

Radioaparatiiras Nedzivojama iekstelpa
[Tnalete Nedzivojama iek§telpa 1.8
Ugunsdzésibas iekartu Nedzivojama iekstelpa 8.1
telpa
1 4  [Elektroiekartu telpa Nedzivojama iekstelpa 12,1 29
1 5  |Priekstelpa Nedzivojamai iekstelpa 8.9 2.9

Biives kadastra apziméjums:  80480010061002 Izdrukas datums: 30/10/2000 Lapa Nr.4




INVENTARIZACIJAS VERTIBAS APREKINA PROTOKOLS

Bives kadastra apzimé&jums: 80480010061002

Buves adrese;

Inventarizacijas lietas numurs:

Biives nosaukums: Radioraidijumu éka

Rigas raj., Babjtes pag., Parraides radio centrs
80480010061002-01

Buaves galvenais izmantoSanas veids (kods): 1241

Bives tehniskie raditaji:

bives stavu skaits = 1, bivtilpums = 303 kub.m. , kopéia platiba = 65.1 kv.m,
apbiives laukums = 93.2 kv.m, , kapitalititeg grupa = III grupa

Bives konstruktivo elementu raksturojums:

Biives pamati; Dzelzsbetons/betons

Biives arsienas: Kiegelu miris

Baves parsegumi: Koks

Bives jumts:

Gumijotie lok#nu materiili/ruberoic

Nipk.

ﬁg SR, g T, i i o o AR

Nosaukums ‘Teraksts
Biivju Wen'bu cenu kraJuma numurs, 1 25: 95 |
tabulas apzimé&jums; ailes apziméjums tabuli Tl
Meérvieniba 2 m3
k_v'ienib'u daudzuins 3 303 -
Kopéja platiba (m?) 4 65.1
Birves vienibas hiizes vrtiba (Ls) B
Baves bazes vértiba (Ls) 6 11423
Fiziski stavokla koeficients o 7 0.99
L -8 1.0

BuVes lzmantoéanas \ elda korekcuas koeﬁcients 2 0.4

' - Kl w10 095
Al:taluma hdz tuvakai pi[setai koeficients (0 30 --0; 95) K . i
K -

11 1.0

Buves mventarlzacuas Vertlba (Ls) 12 4786
Biives: vwmba nventarlzacljas vert“ba (Ls) 13 . 15.8
Buves kopeJas plat‘bas 1m2 vertlba (Ls) | 14 : - 7382

Vertéfanas datums: 30/10/2000

Izpildija: Juris Kovalonoks

Parbaudija: V.Ozoling

Paraksts:

|
f
|

——




Nodalijuma noraksts
Rigas rajona tiesa
Babites pagasta zemesgramatas nodalijjums Nr. 485
Kadastra numurs: 80480010061
Nosaukums: A/s Latvijas gaisa satiksme
"A/s Latvijas gaisa satiksme"”, Babites pag., Babites nov.

| dalas 1.iedala Domajama dala
Nekustams ipaSums, servititi un realnastas, pievienotie zemes
gabali

Platiba, lielums

1.1. Zemes gabals aptver kopa 12,2(Divpadsmit un divas
desmitdalas) ha. Izpildot kadastralo uzmériSanu, zemes

Tpasuma koBPIatha var tikt precizéta.
Zurn. Nr. 5443, Iemums 23.10.1997., tiesnese Olita Blimfelde

12.2 ha

Il dalas 1.iedala Domajama dala
Nekustama TpaSuma 1pasnieks, 1paSumtiesibu pamats

Summa

1.1. Uz Latvijas Republikas Satiksmes ministrijas
1997. gada 28. maija uzzinas Nr. 15.02-26/6 pamata
ir nostiprinatas ipasSuma tiesibas LATVIJAS VALSTIJ 1
SATIKSMES MINISTRIJAS PERSONA, nodok|u

maksataja kods Nr.90000088687
Zurn. Nr. 5443, Iemums 23.10.1997., tiesnese Olita Blimfelde

Il dalas 1.iedala
Lietu tiesibas, kas apgritina nekustamu 1pasumu

Platiba,
lielums

1.1. Atzime - Ar Latvijas Republikas Satiksmes ministrijas 1997.gada 28.maija
uzzinu Nr. 15.02-26/6 noteikts , ka uz zemes gabala atrodas ékas - razoSanas éka ,
garaza-darbnica, darbnica ar nojumi, sanitari higiéniskais mezgls un elektrosadale,

kuras lieto valsts uznémums “Latvijas gaisa satiksme”
Zurn. Nr. 5443, |émums 23.10.1997., tiesnese Olita Blimfelde

Informacija par apgratinajumiem, kas attiecas uz ipasi aizsargajamam dabas teritorijam vai mikroliegumiem — pieejama dabas datu

parvaldibas sistema OZOLS http://ozols.daba.gov.lv

Informacijas prasitajs: Janis Ziedins. Pieprasijums izdarits 19.09.2019. 9:46:26.
Maksa par informaciju fikséta Jasu rékina.

Piezime. Saskana ar Eiropas Parlamenta un Padomes 2016.gada 27.aprila Regulu Nr.2016/679 par fizisku personu

aizsardzibu

attieciba uz personas datu apstradi un $adu datu brivu apriti un ar ko atce| Direktivu 95/46/EK (Vispariga datu aizsardzibas regula)

katrs informacijas pieprasijums no datubazes tiek registréts.

Lapa1no1


http://ozols.daba.gov.lv

LATVIJAS REPUBLIKA

Rigas rajona BABLTES  pagasta
ALE TS L BN AL

LT T AS BALSA AT IS IAE

Zetmes kadastra N dZ#E ~ 07 ~ 57

ZEMES ROBEZU PLANS

Forma A

Robeias noteiktas atbilstodi_ ZAB T80 PAGALTA  FWdDONMED. SI987 & A

LT TANCAT A LER MRS, PROTAEOLE, Mo d L3,

Robezu plans sastddits péc /9947 . gada robefu ieradiZanas materialiem M: 1 /2000,

Zemes kopplatiba ir 8.2 ha

Zemes Tpadums registréts ffg 7 /Cf}é’ﬁf@

zemes grimatu nodalas ‘Zé ﬁﬁf ;ﬂfﬂéfw /Z’x zemes gramat

z\?ﬁf" .gada 25 fS’WX%Xr

Nodalijuma (folijas) N°

Tiesnesis

Zemes gramaty nodajas priekénisks: A=

Nod.priek$nieks

e ,ﬂ{»" . f—‘ﬁ:?j
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LATVIJAS REPUBLIKAS UZNEMUMU REGISTRS

KOMERSANTA
REGISTRACIJAS APLIECIBA

Nosaukums:
SIA "BM-projekts"
Veids: Sabiedriba ar ierobeZotu atbildibu

Vienotais registracijas numurs: 40103196966

Registracijas datums komercregistra: 21.10.2008
Registracijas vieta: Riga

Apliecibas izdo$anas datums: 20.11.2008

Latvijas Reyﬁ/ as U@g@flim:%u registra
Valsts notate* % - )0 %\/ Kesmina Daiga
;m‘i L

La: ijas Rcﬁ\\ Qféﬁ‘éﬁ)umu re@:strs Pérses iela 2, Riga, LV-1011, Latvija. Reg.Nr.90000270634. Talr.
‘3 ’0{371 %sggaa}m fakss (371) 67031793, internets:http//www.ur.goy lv

-—_._.-

K 08



Mucenieku iela 3, Riga, LV-1050 ¢ Talr. 67041900 ¢ Fakss 67041934 ¢ e-pasts; ma@ma.gov.lv

Riga

BUVKOMERSANTA REGISTRACIJAS APLIECIBA

1zsniegta
sabiedribai ar ierobeZotu atbildibu
BM-projekts

vienotais registracijas numurs : 40103196966

Komersants registréts Biivkomersantu registra 2008. gada 15.decembri
(Jlemums Nr. 10662 ) saskana ar Ministru kabineta 2005. gada 28.junija
noteikumiem Nr.453 "Bavkomersantu registracijas noteikumi"

Bivkomersanta registracijas Nr.  7008-R

Ikgadegjais informacijas atjaunoSanas datums :/5.decembris

Atbildiga amatpersona -
Bivniecibas departamenta direktors




ADB “Gjensidige”, Zalgirio g. 90, LT-09303, Vilpa, Lietuva e
ADB “Gjensidige” Latvijas filidle, Reg. Nr. 40103595216 Tel. 67112222

Brivibas iela 39, Riga, LV-1010, Latvija

GJenSId Ige ‘l info@gjensidige.lv
gjensidige.lv

o Profesionalas civiltiesiskas atbildibas apdrosSinasanas polise

Professional indemnity insurance policy

Polises numurs GJELV1139718

Policy number

Apdrosinajuma némejs BM-PROJEKTS SIA, red. Nr. 40103196966
Policyholder

PARSLAS IELA 3B, RIGA, LV-1002, LATVIJA

Apdrosinatais
Insured Saskana ar pielikumu Nr.1

Apdrosinasanas periods
Insurance period

Retroaktivais periods
Retroactive period

Liguma darbibas teritorija

22.09.2019 00:00 - 21.09.2020 23:59

15.05.2015 - 21.09.2019

| Latvija
nsurance place
Apdrosinasanas veids Bavspecialistu profesionala civiltiesiska atbildibas apdrosinasana
Insurance policy type Building specialists' professional indemnity insurance
Apdrosinasanas nosacijumi
Insurance conditions
Apdrosinasanas objekts Apdrosinata profesionala civiltiesiska atbildiba par ta pielautu k|adu vai nolaidibu, kuras rezultata nodariti
zaudé&jumi treSajai personai, veicot Apdrosinato profesionalo darbibu.
Insurance objects The professional third party liability of the Insured for his/her mistakes or negligence, in the result of which losses were

caused to a third party while performing the Insured Professional Activities.
Apdrosinata profesionala darbiba
Insured professional activity ProjektéSana, Autoruzraudziba, projektu vadiba.

Projekta / veicamo darbu apraksts

Description of project / performed works

Apdrosinasanas noteikumi Profesionalas civiltiesiskas atbildibas apdrosinaSanas noteikumi Nr.7.4/2
Civiltiesiskas atbildibas apdrosinaSanas specialie noteikumi Nr.7.4/2-1 "Blvspecialistu profesionala
civiltiesiska atbildiba"

Insurance terms & conditions Professional indemnity insurance terms and conditions No.7.4/2
Special third party liability insurance regulations No. 7.4/2-1 "Building specialists' professional third party liability"

Atbildibas limits, apdrosinasanas prémija, pasrisks
Liability limit, insurance premium, deductible

Atbildibas limits par
apdrosinasanas periodu kopa 150 000,00 EUR
Liability limit for the period in aggregate
Atbildibas limits par vienu
apdrosinasanas gadijumu 150 000,00 EUR
Liability limit for each and every claim
Apdrosinata pasa risks 700,00 EUR
Par katru apdrosinasanas gadijumu
Deductible of the Insured For each and every claim
Apdrosinasanas prémija 1 300,00 EUR (Viens tukstotis tris simti euro 00 centi)
Insurance premium 1 300,00 EUR (One thousand three hundreds EUR 00 ct)

Prémijas maksajumu grafiks
Premium payment schedule

Summa, EUR Samaksat lidz Summa, EUR Samaksat lidz
Amount Due date Amount Due date
1300,00 23.09.2019

Ja polisé noradita apdroSinaSanas prémija vai tas pirma dala netiek samaksata polisé noraditaja termina un apméra, tad apdrosinaSanas ligums nav
stajies spéka no ta noslégSanas briza. Atsevisks pazinojums par to, ka apdro$inaSanas ligums nav stajies spéka, apdroSinajuma néméjam nosutits
netiek.

In case Insurance Premium or first premium installment is not paid in due time and to the foreseen amount, Insurance Contract shall be invalid as of its conclusion
moment. No separate notice will be sent to the Policyholder on invalidity of the Contract.

Ipasie nosacijumi
Special conditions

Lapa1/2
Page 1 /2



Profesionalas civiltiesiskas atbildibas apdrosinasanas polise
Professional indemnity insurance policy

Gjensidige

Polises numurs GJELV1139718
Policy number

Riska informacija
Information about risk

Planotais apgrozijums / lilguma summa — 1500000 EUR.

Vai pédéjo 5 gadu laika ir bijuSas izvirzitas sudzibas/pretenzijas pret Apdrosindjuma néméju vai Apdrosinatajiem? — Né.

Polise visiem objektiem.

Objektu grupas: [1] [2] [3]. Celi, Dzivojamas un administrativas €kas, Elektrolinijas, sakaru Iinijas, Industrialas €kas (t.sk. noliktavas), InZenierkomunikacijas, Macibu,
medicinas ékas, Sporta vai atpdtas baves, Tilti, viadukti, tuneli.

Noslédzot apdrosinaSanas ligumu, es apliecinu, ka:

« visa manis sniegta informacija, kas ieklauta $aja apdrosinasanas liguma un ta pielikumos, ir patiesa un pilniga;

* man ir izsniegti apdroSinasanas liguma noteikumi, ar to saturu esmu iepazistinats, un tie man ir skaidri un saprotami;

» esmu informéts, ka apdroSinaSanas liguma noteikumi un cita saisto$a informacija ir pieejama ApdroSinataja interneta vietné www.gjensidige.lv vai
Apdros8inataja biroja.

Apdrosinatajs veic apdrosinajuma néméja sniegto personas datu apstradi noliika noslégt un izpildit apdro$inasanas ligumu. Detalizéta informacija
par apdros$inataja personas datu apstrades principiem ir pieejama interneta vietné www.gjensidige.lv/privatums vai Apdro$inataja biroja.

By concluding the insurance contract, | hereby confirm that:

« all the information provided by me, contained in this insurance contract and its annexes, is true and complete;

« | have been issued the terms and conditions of the insurance contract, | have been introduced with their content, and they are clear and understandable to me.

* | have been informed that the terms and conditions of the insurance contract and other relevant information are available on the Insurer's web page www.gjensidige.lv or
at the Insurer’s office.

The Insurer is processing personal data provided by the policyholder for the purpose of concluding and executing the insurance contract. Detailed information on the
personal data processing principles of the insurer is available at www.gjensidige.lv/privatums or at the Insurer’s office.

Apdrosinasanas prémija ieklauj komisijas maksajumu par apdrosinasanas izplatisanu.
The insurance premium includes a commission fee for the distribution of insurance.

Athidzibu pieteikSana www.gjensidige.lv / Neskaidribu gadijuma zvaniet +371 67112222
Claims report www.gjensidige.lv / For more information call +37167112222

Polise ir sagatavota elektroniski un deriga bez paraksta un zimoga.
Policy has been issued electronically and is valid without signature or stamp.

lzdo$anas datums, vieta 12.09.2019, Riga

Date, place of issue 12.09.2019, Riga

Apdrosinatajs Polisi izsniedza Apdrosinajuma nemeéjs
Insurer Policy issued by Policyholder

ADB “Gjensidige” Latvijas filiale CONFISIO SIA

ADB “Gjensidige” Latvian Branch BM-PROJEKTS SIA

Talr.: +37129296486
E-pasts: sigita@confisio.lv

Lapa2/2
Page2 /2



G- -d . Pielikums Nr.1 pie profesionalas civiltiesiskas atbildibas apdrosinasanas polises
Je nSI Ige l \‘ Annex No.1 to professional indemnity insurance policy

Polises numurs GJELV1139718
Policy number

Apdrosinato personu saraksts

1 BERGS MARCIS, p.k. 181087-11353, projektétajs, pieredze specialitaté 5 g.

2 BRESE BAIBA, p.k. 200575-10529, Arhitekts, pieredze specialitaté 17 g.

3 BUMBIERS IVARS, p.k. 061032-11802, Arhitekts, pieredze specialitaté 40 g.

4 DALE DIDZIS, p.k. 040687-10526, projektétajs, pieredze specialitaté 9 g.

5 GRIEZNIS MARCIS, p.k. 230787-12318, projektétajs, pieredze specialitaté 4 g.

6 JAKOVLEVA SARMITE, p.k. 280187-11850, projektétajs, pieredze specialitaté 5 g.
7 MEDNIS JANIS, p.k. 180990-11709, projektétajs, pieredze specialitaté 2 g.

8 MITINS VALERS, p.k. 280272-11903, projektétajs, pieredze specialitaté 24 g.

9 MISENINS DENISS, p.k. 081082-10330, projekt&tajs, pieredze specialitaté 14 g.

10 POLAKOVS SERGEJS, p.k. 291075-10617, projektétajs, pieredze specialitaté 25 g.
11 STEPANOVA ELITA, p.k. 040163-10651, Arhitekts, pieredze specialitaté 28 g.

12 TIMOFEJEVS INGARS, p.k. 271183-11155, projektétajs, pieredze specialitaté 13 g.
13 ZVEJNIEKS GINTS, p.k. 061059-12776, Arhitekts, pieredze specialitaté 25 g.

14 SEVCUKS VITALIJS, p.k. 060186-10630, projektétajs, pieredze specialitaté 3 g.



Luminor

Maksajuma dokumenta nr.:

MnaTtexHbln gokymeHT Ne /
Payment document No.

Datums:
[ata / Date

Maksatajs:
Mnatenbuywk / Payer

Konts:
CuyeT / Account

Banka, kods:

BaHk, kog / Bank, code

Summa, valita:
Cymma, Bantota / Amount,
currency

Merkis:

Llens / Purpose
Komisija:
Komuceus / Fee

Steidzamiba:
CpouHocTb / Urgency

1338

20.09.2019

"BM-PROJEKTS" SIA
40103196966

LV33RIKO0002013267394

Luminor Bank AS Latvijas filidle

RIKOLV2X

LV-1013, Riga, Skanstes iela 12

LATVIJA

lek§zemes maksajums

MecTtHbi nnaTtex / Domestic payment

Trans. ID:
TpaHc. ID / Trans. ID

Statuss:
Cratyc / Status

Sanémeéjs:
Monyuatens / Beneficiary
Konts:

Cuet / Account

Banka, kods:

BaHk, koa / Bank, code

1,300.00 EUR (Viens tkstotis tris simti, 0/100 EUR)

polise Nr. GJELV 1139718

Daltti

Standarta

Komisijas maksa:
Komuccus / Charge

Komisijas konts:
Cuet komucemii / Charge account

Valatas kurss:
Kypc BantoTel / Currency rate

Sagatavotaji:
AsTopbl / Prepared by

RMZB31BWTK

Apstradats

ADB Gjensidige Latvijas filiale
40103595216

LV02RIKO0002930013594

Luminor Bank AS Latvijas filiale
RIKOLV2X

LV-1013, Riga, Skanstes iela 12
LATVIJA

0.00 EUR

LV33RIKO0002013267394

Jauns: RUMKOVSKA INETA
20.09.2019 12:20:53

Nosatits: RUMKOVSKA INETA
20.09.2019 12:26:06

Pienemts: 20.09.2019 12:26:07
Apstradats: 20.09.2019 12:27:14

Izdrukas laiks / Bpems nevatu / Print time:  20.09.2019 14:15:08



Latvijas gaisa satiksme Latvijas gaisa satiksme
Valsts akciju sabiedriba State Joint-Stock Company
Reg. Nr. 40003038621 Reg. No. 40003038621
Muzeju iela 3, Lidosta "Riga", Marupes nov., Lidosta "Riga",
Marupes novads, LV-1053 Muzeju iela 3, LV-1053, Latvia

Tel.: +371 67300950 Phone: +371 67300950

Fakss: +371 67300970 Fax:  +371 67300970 L G s

E-pasts: Igs@lgs.lv e-mail: Igs@lgs.lv

ISO 9001: 2015 ISO 9001: 2015 ATVIJAS AlSA ATIKSME
//é - ﬁj_» W¢ Marupes novads Nr. &5/3’277'

péc pieprasijuma

PILNVARA

Valsts akciju sabiedriba “Latvijas gaisa satiksme® (vienotais registracijas Nr.
40003038621), turpmak — LGS, tas valdes priek3sédétaja Davida Taurina persond, 2019.gada
26.aprila liguma Nr. 02/19/58 “Aviacijas mobilo sakaru sistémas objektu infrastruktiras
modernizacijas tehniskd projekta izstrade™ ietvaros pilnvaro sabiedribas ar ierobeZotu
atbildibu “BM — projekts” (vienotais registracijas Nr. 40103196966) darbiniekus Martinu
Blumentalu (personas kods: 280785-10401), Mari Stalbergu (personas kods: 020685-
11077) un Girtu Bareni (personas kods: 190679-10608) (kopa vai katru atseviski), LGS
varda:

1. sazinaties ar nekustamo IpaSumu Ipadniekiem vai valditdjiem par LGS iekartu
iespgjamu uzstadisanu nekustamajos Ipasumos un So objektu apsekoSanu daba;

2. veikt nekustamo Tpa$umu, kuros iespéjams tiktu uzstaditas LGS iekartas, iepriek3€ju
izpéti, tostarp, inZeniertehnisko priekSizp&ti un projektésanu;

3. parakstit, iesniegt, pieprasit un sapemt visus ar ieprick§min&ta modernizécijas
projekta ierikosanu saistitos dokumentus, tostarp, tehniskos noteikumus, valsts un
pagvaldibu iestades, ka ar attiecibas ar modernzacijas projektu saistitam juridiskam
un/vai fiziskam personam.

Pilnvara izdota bez parpilnvarojuma tiestbam.
Pilnvara ir deriga 1idz uzdotd uzdevuma izpildei vai pilnvaras atsauk3anai, bet ne ilgak ka lidz
2019.gada 31.decembrim.

Valdes priek§sédétajs D.Taurins

M. Zaiceva
talr.67300513



BIS https://bis.gov.1v/bisp/lv/specialist_certificates/37982

Sakumlapa / Buavspecialistu registrs / Deniss Mi$enins

DENISS MISENINS

Personas pamatdati

Vards Deniss

Uzvards Misenins

Sertifikata pamatdati

Sertifikata numurs 3-01872
Sertifikats piesSkirts 21.11.2018
Specialitate Projektésana

Statuss Aktivs
Darbibas sféras/jomas

Sferas/Jomas Sféeras/Jomas

Sferas pieSkirSanas deriguma SertificeSanas Sféeras lzglhtiba
numurs Sfera/Joma datums termins institdcija statuss atzita
03-20-00299 Eku 21.11.2018 Beztermina LBS BSSI () Aktivs  Né
konstrukciju
projektéSana

> Statusa izmainu vésture

> Parregistracijas vesture

Bavniecibas valsts kontroles birojs

Informacijas parpublicéSanas gadijuma atsauce uz Blvniecibas informacijas sistému obligata.

lof 1 29.11.2018 11:47



LATVIJAS ARHITEKTU SAVIENIBAS
 SERTIFICESANAS CENTRS

LEMUMS
Riga

20.09.2018 275/2018

Elitai Stepanovai
Fridriha Candera iela 18-2, Riga, LV-1046

elita.stepanova@inbox.lv

Izskatot arhitektes Elitas Stepanovas personas lietu,

konstatéju:

saskana ar Latvijas Arhitektu savienibas SertificESanas centra 16.04.2014 Iémumu Nr.339/2014 arhitektei
Elitai Stepanovai, personas kods 040163-10651 pamatojoties uz Ministru kabineta 08.07.2003. noteikumiem
Nr.383 ,Noteikumi par bivprakses un arhitekta prakses sertifikdtu pieskirsanu, registréSanu un anulésanu”
(speka lidz 30.09.2014.) un SC 2008.gada 20.oktobra nolikumu “Arhitektu sertificeSanas kartiba”
izsniegts arhitekta prakses sertifikats Nr.10-0997 ar deriguma terminu Iidz 16.04.2019 Arhitekta izglitiba ir
atbilstosa likuma noteiktajam prasibam.

Pastavot $adiem apstakliem,

secinaju:
atbilstosi Bavniecibas likuma (turpmak - likums) 13.panta pirmajai dalai buvspecialisti ir personas, kas
ieguvuas patstavigas prakses tiesibas arhitektiras, blvniecibas vai elektroenergétikas joma
reglamentétajas profesijas.
Saskana ar likuma parejas noteikumu 9.punkiu blvspecialisti, kas sanémusi arhitekta prakses vai
bivprakses sertifikatu [1dz likuma spéka stasanas dienai, ir tiesigi turpinat patstavigo praksi pec sertifikata
noradita deriguma termina beigam, ja tie atbilst likuma prasibdm un sniedz blvspecilistu registra
ieklaujamas zinas Ministru kabineta noteiktaja apjoma, termina un kartiba.
Atbilstosi Ministru kabineta 20.03.2018. noteikumu Nr.169 ,Buvspecialistu kompetences novértéSanas un
patstavigas prakses uzraudzibas noteikumi” (turpmak - noteikumi) 76.2.apakSpunktam kompetences
parbaudes iestade, ar kuru noslégts delegésanas ligums, par sertificéto personu, kuras patstavigo praksi ta
uzrauga un kurai lidz 2014. gada 1. oktobrim izsniegts terminéts sertifikats, Buvniecibas informacijas
sistémas blvspecialistu registra aktualizé informaciju, pienemot Iémumu par bivspecialista tiesibam veikt
patstavigo praksi bez termina ierobeZojuma.
Pamatojoties uz likuma parejas noteikumu 9.punktu, noteikumu 54.1.apakSpunktu un pirmo pielikumu,

nolému:

ar $a |1émuma pienemsanas dienu aktualizét informaciju Blvniecibas informacijas sistéma, registréjot Elitas
Stepanovas personas kods 040163-10651, ARHITEKTA PRAKSES sertifikatu Nr. 1-00440 bez termina
ierobezojuma.

www.latarh.lv

5C.1v

2, lietve




Ar informaciju par blvspecialistu registra ieklautajam zinam var iepazities Bivniecibas informacijas sistémas
timekla vietné https://bis.gov.lv/bisp/iv/specialist certificates.

So lémumu var apstridét Ekonomikas ministrija viena ménesa laika no ta speka stasanas dienas.

SertificéSanas centra vaditaja Elina RoZulapa

Sis dokuments ir parakstits ar dro$u elektronisko parakstu un satur laika zimogu.




LATVIJAS ELEKTROENERGETIKU UN ENERGOBUVNIEKU
ASOCIACIJAS SPECIALIZETAIS SERTIFIKACIJAS CENTRS
SMERLA IELA 1, RIGA, LV 1006, LATVI]A

SERTIFIKATS

Vitélijs SevCuks
(pers.kods 060186-10630)
Sertifikats apliecina, ka ta sanémeéjs saskana ar Latvijas Elektroenergétiku
un Energobivnieku asociacijas Specializéta Sertifikacijas centra nolikumu par

sertifikatu izsnieg3anas kartibu, kas atbilst LATAK g3 93.2016. un 03.03.2016.
apstiprinatajam kvalifikacijas prasibam, ir kompetents veikt darbus $adas jomas:

ElektroietaiSu lidz 1 kV projekt&$ana
ElektroietaiSu no 1 kV lidz 35 kV projekté$ana

Gaisvadu linijas un kabellinijas lidz 1 kV, no 1 kV idz 35 kV
Transformatoru apak$stacijas un sadales punkti no 1 kV lidz 35 kV
Eku elektroinstalacija lidz 1 kV

Bavju zibensaizsardziba un parspriegumaizsardziba lidz 1 kV
Ugunsdzésibas un apsardzes sistémas

S

Bez objekta nosaukuma, sertifikdta sapéméja paraksta sertifikata kopija nav deriga
EsoSa objekta RRC "Riga" modernizacija (ObjEKtS)

(paraksts)

Sertifikats Nr.  3-00151

Sertifikata izsnieg3anas datums: 27.04.2015./15.03.2017

Sertifikata deriguma termins: beztermina
ORI )

LEEA'SpgcSC 12

Nr. 9, 27.04.2015./ Nr.106, 15.03.2017.

LEEA Specializéta Sertifikacijas centra vaditdja

(-‘7‘, 3, .G/
Yoy sr®


user
Typewriter
Esošā objekta RRC "Rīga" modernizācija


ST

Akciju sabledriba “Sadales tikls'
Smerla iela 1, Riga, LV-1160, Latvija
Red. Nr. 40003857687

Klientu serviss
bezmaksas 1alrunis: 8403
a-pasts: st@sadalestikls.lv

www.sadalestikls.lv

SIA BM-projekts

Riga Martin§ Blumentals
12.09.2019 Nr. 30AT00-03/TN-1428

Uz 12.09.2019 Nr. N-1252

Par tehniskajiem noteikumiem, ja teritorija neatrodas ST ipaSuma esoSas
elektroietaises

1. OBJEKTA RAKSTUROJUMS
1.1. Objekta atraSanas vieta: Parraides radiocentrs, MeZares, Babites pag., Babites nov.
(80480010061)

1.2. Objekta nosaukums: Esosa objekta RRC "Riga" modernizacija

2. NORADIJUMI, JA TERITORIJA NEATRODAS ST IPASUMA ESOSAS
ELEKTROIETAISES
2.1. Ipasuma Parraides radiocentrs, Mezares, Babites pag., Babites nov. (80480010061)
noraditaja vieta, neatrodas AS "Sadales tikls" valdijuma esosas elektroietaises, tapéc
1pasas tehniskas prasibas AS "Sadales tikls" neizvirza;

2.2.Ja nepiecieSams jauns elektroenergijas pieslégums, vai slodzes izmainas
projektejamajam objektam, Jums jaiesniedz pieteikums Lietotaja elektrotikla
pieslégumam vai slodzes izmainam. Atri un €rti to varat izdarit maisu klientu portala
www.e-st.lv, izmantojot sadalu Pieteikumi. Klientu servisa talrunis uzzinam 8403.

Sis dokuments ir parakstits ar drosu elektronisko parakstu un satur laika zimogu.
Dalas vaditajs: Rinalds Lazars

Sagatavoja: Andris Abols
Tel. 8403


http://www.e-st.lv/

“EsosSa objekta RRC “Riga” modernizacija” r‘ I‘,
(Parraides radiocentrs, Babites pag., Babites nov., LV-2101) r1| l l

PNOJEHES

BUVPROJEKTA (APLIECINAJUMA KARTES) IZSTRADE
“EsoSa objekta RRC “Riga” modernizacija”

2. ONSTRUKCIJU UN INZENIERSISTEMU
APSEKOSANAS SLEDZIENS



Konstr /[ [ij( [In inZiniersistému
apsekosanas slédziens

levads

Saskana ar projektéSanas uzdevuma nosacijumiem veikta tehniska
apsekoSana, konstatéjot konstrukciju tehnisko stavokli un rekomendgjot
nepiecieSamo pasakumu veikSanu paredzamo pasadkumu veikSanai, kas ieklaujami
bavprojekta ekai (kad.apz.80480010061002), teritorijas nozogojumam, esoSajiem
asfaltbetona segumiem, aréjiem elektroinZeniertikliem, antenu torniem,
stipringjumiem un fideriem objektam “Eso$a objekta RR[ “Riga”
modernizacija”, Parraides radiocentrs, Babites pag., Babites nov..

Darba izmantoti:
- Objekts apskatits vizuali

- Uznemtie fotofiksacijas materiali

1. Apsekojama objekta iss raksturojums:

Apsekojamais objekts atrodas Parraides radiocentra teritorija - Mezares,
Babites pag., Babites nov., LV-2101. Zemesgabala kadastra Nr. 80480010061,
platiba 12,2 ha.

Ekas ekspluatacijas uzsaksanas gads — 2000. Ekas galvenais lietoSanas
veids — Sakaru €ka. Stavu skaits — 1 virszemes. Objekta fiziskais nolietojums ir
aptuveni 10%.

EsoSa situacija brauktuvém ir asfalta segums, saimniecibas laukumiem -
brugakmens segums. Asfalta segumi vietdm sadrupusi, iesédusies un ar bedrém.
Netiek nodrosinata pietiekama Gdens novadiSana — veidojas pelkes un izskalojumi.
Teritorija apzalumota.

Apsekojamas €kas teritorija ir iezogota ar metala sieta Zogu uz metala
stabiem.

Pie apsekojamas €kas atrodas 2 antenu torni. Torna augstums ir 52,4 m.
Torna konstrukcija - trisstirveida formas mainiga Skérsgriezuma. Konstrukcija
veidota no dazada izméra saskrivétam krasotam metala cauruléem un
dzelzsbetona pamatiem. Paaugstinoties torna konstrukcijas platums sasaurinas.

Blves fiziskais neso3o konstrukciju nolietojums ir aptuveni 30%. Tornim ir

veikti periodiski apsekoSanas un profilaktiskie apkopes darbi.



2. Apsekoto buvkonstrukciju novertéjums:

Ekas neso$o sienu konstrukcija — kiegelu mdris. No arpuses neso$ajam
sienam uzstadita piekarta siltinata ventiléjama fasade ar “saidinga” apSuvumu,
telpu iekSpusé uzstadits papildus gipSkartona karkass — apmests krasots. Fasades
veidotas vienkarsas bez izvirzijumiem vai kadam arhitektiras detalam.

Arsienu virsmas apdares tehniskais stavoklis vértéjams ka daléji apmierinoss.
Fasades dekorativa apdare morali un fiziski nolietojusies. Ekas cokols nav siltinats.
Cokola IimenT ierikots apmetums, kas paklauts v&ja un Gdens ietekmei. Ekas
pamatiem izveidota dzelzsbetona aizsargapmale. Aizsargapmale vietam
saplaisajusi.

Ekas atjauno$anas/parbives gadijuma nepiecieSams veikt cokola dekorativo
apdari un siltindSanu, pirms tam atjaunojot, izlidzinot virsmu un ierikojot
hidroizolaciju. Pa ékas perimetru gar cokolu jaieriko brugakmens apmali ar 2 %
kritumu prom no ékas, lai samazinatu nokriSnu ietekmi.

Ekai ir plakanais jumts ar parapetu. Jumta segums - ruberoida klajs, slipums
veidots uz ékas aizmuguréjo fasadi. Ekas novietojuma dél, stipra lietus laika pie
parapeta iekSmalam veidojas Gdens pelkes un peléjums. Jumta segums vietam
noaudzis ar sunam.

Jumtam izveidota aréja lietusidenu novadsistéma, kas sastav no cinkotam
skarda tekném un notekam.

Kopuma jumta segums ir dalé&ji apmierinosa stavoklr.

Jumta atjaunoSanas/parbives gadijuma nepiecieSams mainit parapeta
piesleguma malas ar jumta segumu slipumu, lai nodroSinatu lietus Gdens radito
pelku izS8tSanu. NepiecieSams atjaunot jumta segumu un siltinajuma kartu.

Pasneso$as sienas (starpsienas) veidotas no gipSkartona konstrukcijas —
apmestas vai flizétas. Elektroiekartu telpa starpsiena veidota Iidz piekarto griestu
sistémai.

PasSnesoSo sienu tehniskais stavoklis vertéjams ka daléji apmierinoss.
Parblves vai atjaunoSanas gadijuma ieteicams pagarinat esoSo starpsienu
konstrukciju lI1dz parsegumam, veidojot noslégtu telpu.

Ekas gridas iesegums keramikas flizes un linolejs. Gridas segumi bez
batiskiem bojajumiem.

Apsekojamajas telpas uzstadita piekarto mineralSkiedru griestu sistéma.
AtseviSkas vietas plaksnes bojatas vai nav uzstaditas.



ApsekoSanas laika griestu apdares tehniskais stavoklis vértéjams ka daléji
apmierinoss.

Parblves vai atjaunoSanas gadijuma ieteicams uzstadit troksto$as un
nomaintt bojatas griestu plaksnes.

Apsekojamas telpas elektroapgades sistémas tehniskais stavoklis ir daléji
apmierinoss.

Radioaparatiras telpa ieteicams nomainit esoSos apgaismes kermenus uz
efektivakiem, lai nodroSinadtu telpas pietiekamu apgaismoSanu iekartu
apkalposanai.

Eka uzstadita automatiska ugunsdzésibas signalizacijas sistéma ir novecojusi
un neatbilst normativo aktu prasibam. NepiecieSams mainit esoSo UATS sistému
uz jaunu.

Apsekojamajam objektam nav uzstadita zemé&juma kontdrs. Ekai un blakus
esoSajiem sakaru torniem paredzét zibensaizsardzibas sistému, kas atbilst Il
zibensaizsardzibas klasei atbilstosi LVS EN 62305 standartam.

Apsekota torna konstrukcijas tehniskais stavoklis ir labs, un tas var nodroSinat
papildus slodzu uznemSanu. Torna metala konstrukcijam nav novérojamas
korozijas vai metala vérpes pazimes. Torna dzelzsbetona pamati ir laba tehniska
stavokli, apsekoSanas laika tam netika konstatéta betona drupe vai savienojoso
detalu korozija. Uz metala konstrukciju salaiduma vietam nav veidojusies korozija.
Nav novérota atseviSku konstrukciju pastiprinatas veérpes vai nospriegojuma
pazimes.

Uz torna aug$éjas dalas ir uzstadita apkalpes platforma ar sakaru antenam.

3. Secinajumi:

Analizéjot tehniskas apsekosanas rezultatus noskaidrots, ka baves apsekoto
konstrukciju tehniskais stavoklis vértéjums ka apmierinoss.

Apsekota torna konstrukciju tehniskais stavoklis ir labs un nodroSina esosSo
vertikalo un horizontalo slodzu uznemsanu.

Ekas Tpasniekam bitu vélams regulari apsekot un uzturét baves nestspéju un

noturibu.

o EsoSajai €kai (kad.apz.80480010061002) ieteicams atjaunot piekarto
ventilejamo fasadi, nomainot esoSo “saidinga” apSuvumu un eso$o

siltinajumu.



o Veikt cokola ITment siltinasanu, kvalitativa apmetuma ierikoSanai, pirms tam
remontéjot, izlidzinot virsmu un ierikojot hidroizolaciju.

o Nomaintt eso$o dzelzbetona apmali ap éku, ierlkojot brugakmens apmali ar
2% kritumu prom no €kas.

o Veikt jumta seguma un esosa siltindjuma slana nomainu, mainit parapeta
piesléguma malas ar jumta segumu slipumu, veidojot 45°.

o NepiecieSams uzstadit jaunas jumta antenu stiprinajuma konstrukcijas.
Stiprinajumus izvietot pie parapeta sanu malas.

o Uzstadit ekas zibens aizsardzibas sistemu, atbilstosi LBN 201-15 ,Bavju
ugunsdros$iba” un LVS-EN 62305.

o Elektroiekartu telpa ieteicams pagarinat esosSo starpsienu konstrukciju lidz
parsegumam, veidojot noslégtu telpu.

o Parbldves vai atjaunoSanas gadijuma ieteicams uzstadit trikstoSas un
nomainit bojatas griestu plaksnes.

. Radioaparatiras telpa ieteicams nomainit esoSos apgaismes kermenus uz
efektivakiem, lai nodroSinatu telpas pietiekamu apgaismosanu iekartu
apkalposanai.

o Uzstadit UATS sistému atbilstoSi LBN 201-15 ,Buvju ugunsdrosiba” un LVS-
EN 54-14.

Blves apsekoSana veikta konkréta projekta realizacijai. Jebkura papildus un
jaunu ieceru realizeSanai javeic jauns blves apsekojums. Blvdarbi veicami péc

noteikta kartiba izstradata un apstiprinata ierikoSanas projekta.

LBS sert.Nr.
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3. GEODEZISKA UN TOPOGRAFISKA IZPETE



InZenierkomunikaciju turétaju saskanojumi

Inienitat[ll}%rg%ﬁjsnikéciju InZenierkomunikacija| Paraksts | Datums | Saskanotajs Piezimes %=314400
AS "Sadales tiis" UId, in 2OMSPIISONMA | paraksts | 20.06.2019 | M.Slastjunovs y=498750
SIA "Lattelecom” glekironisko sakar | g-paraksts | 09.07.2019 | A.Savickis sask.Nr.PN-43456
AS "Gaso" gazes tikli paraksts 18.06.2019 | G.Graudin$
VAS "Latvijas Gaisa Satiksme" | Sicktronisko sakaru | e-pasts | 09.07.2019 | A Laizans
SIA "ZMNI" melioracijas tikli e-pasts 18.06.2019| A. Abele
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Uzmeértjums registréts un
elektroniski parakstits
BabTites novada pasSvaldiba

22.07.2019.
Nr.2—18/19—382

PIEZIMES:

1. UzmériSana veikta 2019. gada 5.jdnija.

2. LKS-92 TM koordinatu sistéma, méroga koeficients 0.999600.

3. Latvijas normalo augstumu sistéma (LAS-2000,5)

4. Uzméri$ana izmantota LatPos GP bazes stacija
"OJAR" RTK rezima.

5. Nekustama Tpasuma kadastra kartes dati uz 10.07.2019.
Dati iegdti portala www.kadastrs.lv (datne 1980095.edoc).
Saskana ar VZD sniegto informaciju zemes vienibu robezas ir attélotas
atbilsto$i zemes kadastralas uzmérisanas un vietéja geodéziska
tikla precizitatei un var nesakrist ar situaciju plana.

6. Objekta platiba - 0.64ha.

7. Topografiskie apzimé&jumi attéloti atbilstosi
MK noteikumu Nr.281.1.pielikumam.

8. lelu sarkanas Inijas uznestas atbilstoSi padvaldibas
teritorijas planojumam.

9. PlanSetes: 4222-35-54.2-804900.

Xo 0 |
gm 80 |
s |

|

+
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Baldones novads, Baldone, Dzirnavu iela 5, LV-2125

A rinka Mérnieks

Objekts:

"Parraides radiocentrs", Mezares, Babites nov.
kad.apz. 8048 001 0061

info@amernieks.lv

Pasutitajs:
Mé&rniecibas pakalpojumri Reg.Nr.
Reg.Nr.40103681842
i . i Ras&jums: _ o L
projektu vaditaja Digg%g%rs]&:?na Topografiskais plans | kopa: | 1
sertificéts mérnieks Colmontuja Mérogs: . Lapas
Sert Nr. BC-431 DZamjansurena 07.06.2019 1:500 N.B.K. 1
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“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

FOTOFIKSACIJA
(Ekas kad.Nr.80480010061

FASADES

U
2.skatu punkts (ESOSS TERITORIJAS ASFALBETONA SEGUMS)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

4.skatu punkts (ESOSA ZIEMELU FASADE)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)
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5.skatu punkts (ESOSA FASADE RIETUMU PUSE)

kal

6.skatu punkts (ESOSS COKOLAS, EKAS BETONA APMALE DIENVIDRIETUMU PUSE)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)
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8.skatu punkts (ESOSS SAKARU AKA DIENVIDU PUSE)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

9.skatu punkts (AUSTRUMU FASADE VIRS LOGA VENTILACIJAS SAHTAS)

_’ ‘ ".' 3 ‘ \
10.skatu punkts ( ARSIENAS SAVIENOJUMA AR KABELTREPI ZIEMELAUSTRUMU PUSES FASADEI )

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

12.skatu punkts (ESOSS BRUGAKMENS SEGUNS BLAKUS PROJEKTEJAMAI TERITORIJAI)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

13.skatu punkts (JUMTA FRAGMENTS AR SKATU UN ZIEMELU PUSI)

<\ W) s

14.skatu punkts (ESOSS ANTENAS STIPRINAJUMS UZ JUMTA)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

15.skatu punkts (BLAKUS ESOSS SAKARU TORNA PAMATNE)

16.skatu punkts (BLAKUS ESOSS SAKARU TORNIS)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

17.skatu punkts (KABELU TREPE NO EKAS UZ BLAKUS ESOSO SAKARU TORNI)

SIA ,,BM-projekts”, Reg.Nr. 40103196966,
Upesgrivas iela 16, Riga, LV-1002
Bivkomersanta Reg. Nr. 7008-RA-2, Talrunis: (+371) 29762257
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“EsosSa objekta RRC “Riga” modernizacija”
(Parraides radiocentrs, Babites pag., Babites nov., LV-2101)

PrOJeHES

SKAIDROJOSAIS APRAKSTS

1. VISPARIGA INFORMACIJA

VienkarSotas fasades atjaunoSanas apliecindjuma karte (BP(AK)) izstradata
pamatojoties uz Pasititdja — VAS “Latvijas gaisa satiksme” (reg. Nr. 40103032521) un
Izpilditaja - SIA ,BM-Projekts” 2018.gada 26. aprili savstarpgji noslégto ligumu Nr.
02/19/58, saskanoto projektéSanas uzdevumu un tehnisko noteikumu prasibam, ka ari

citiem saistoSiem dokumentiem.

Bavprojekts (apliecindjuma karte “EsoSa objekta RRC “Riga” modernizacija”) ietver
ékas atseviSka loga nomainu, €kas cokola un fasades atjaunoSanu un modernizaciju,
zeméjuma kontdras izveidi un lietus ddens noteku sistémas atjaunoSanu.

Ekas telpu vienkar$ota atjauno$ana/modernizacija, atsevisku durvju nomaina,
UATS sistémas modernizacija un atsevisku gaismeklu nomaina tiek paredzéta cita
blvprojekta (vienkarSota telpas atjauno$anas apliecinajuma karte “EsoSa objekta RRC

“Riga” modernizacija”) ietvaros.

Projekta mérkis - izstradat bavprojektu - fasades apliecindjuma karti “EsoSa objekta

RRC “Riga” modernizacija” €kas fasades atjaunoSanai un modernizacijai, paredzot €kas
pamatu un fasades siltindjuma atjaunoSanu, eso$as dekorativas apdares “saidinga”
nomainu uz metala fasades kasetém, rietumu fasadé eso$a loga nomainu, jumta
siltingjuma un jumta seguma nomainu, zemé&juma kontdras, lietus Gdens noteku sistemu

izveidi, atpatas platformas uzstadiS8anu blakus esoSajiem sakaru torniem.

Projekts izstradats, pamatojoties uz Latvijas Republikas speka esoSajiem
normativajiem aktiem un buvnormativiem:
« LR "Bivniecibas likums";
* LR “Eku energoefektivitates likums”;
« MK noteikumi Nr. 529 "Eku bavnoteikumi";
* MK noteikumi Nr. 500 "Visparigie buvnoteikumi";
« MK noteikumi Nr. 339, LBN 002 - 15 "Eku norobeZojo$o konstrukciju
siltumtehnika";
* MK noteikumi Nr. 333, LBN 201 - 15 "Bavju ugunsdrosiba";
* MK noteikumi Nr. 331, LBN 208 - 15 "Publiskas blaves";
+ MK noteikumi Nr. 326, LBN 222 - 15 "Udensapgades bives";
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MK noteikumi Nr. 545, LBN 202-18 “Blivniecibas ieceres
dokumentacijas noformésana”;
MK noteikumi Nr. 239, LBN 501 - 17 "Bavizmaksu noteikSanas kartiba";

» Babites pagasta Teritorijas izmanto$anas un apbives noteikumiem.

2. ESOSA SITUACIJA TERITORIJA

Projektéjama eéka atrodas Parraides radiocentra teritorija - Mezares, Babites pag.,
Babites nov., LV-2101. Zemesgabala kadastra Nr. 80480010061, platiba 12,2 ha.

Uz eso3a zemesgabala atrodas dazadas nozimes parraides radiocentra ékas un
sakaru torni. Projektéjama teritorija atrodas zemesgabala dienvidu dala. Zemesgabala
piebrauktuve organizé&jas no teritorijas dienvidaustrumu dalas, teritorijas ziemelaustrumu

dala atrodas Gdenstilpne. Lielako dalu teritorijas klaj kokaudze. Reljefs saméra lidzens.

3. GENERALPLANA TEHNISKIE EKONOMISKIE RADITAJI

+ Zemesgabala platiba — 12,2 ha
* Projektejamas teritorijas platiba — 0,159 ha
* Virszemes stavu skaits — 1

+ Pazemes stavu skaits — 0

* Augstums no zemes Iidz parapetam — 4,45 m (augstakaja vieta)
* Garums x platums —12,7 m x 7,04 m

» Telpu kopgja platiba — 65,1 m?

« Stavu kopéja platiba —89,47 m?

« Apbives laukums — 89,47 m?

+ Ekas bavtilpums visai ékai— 286,30 m®

+ Ekas grupa - Il grupa

« Ekas lietoSanas veids péc bavju klasifikatora - 1241 — Sakaru &kas, stacijas,

terminali un ar tam saistitas ékas

4. TERITORIJAS LABIEKARTOSANA

Apliecindjuma kartes ietvaros paredzéts projektéjamas teritorijas labiekartoSanas
darbi veicamo bdvdarbu zona, asfaltbetona seguma nomaina ar brugakmens segumu
analogu paréja zemesgabala teritorija un Skembu seguma uzstadiSana zem radio sakaru

torniem un teritorijas nozogojuma.
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Teritorijas planojums netiek mainits, tiek saglabats eso$ais. Atjaunojot teritorijas
segumus paredzéts tos maksimali pielidzinat esoSam zemes virsmas reljefam.

Pirms darbu uzsakSanas teritorija japaredz projekta paredzéto esoSo segumu
(asfaltbetona segums, ékas apmales) demontaza, ieklaujot visu apakskartu un apmalu
demontazu. Segumu demontazas darbi ietver visus nepiecieSsamos darbus, materialus un
iekartas, kas nepiecieSami, lai veiktu demontaZzu un demontéta materiala izveSanu un
utilizaciju.

Paredzéts ierikot brugakmens seguma €kas apmali uz iepriek§ sagatavotas
virsmas atbilstoSi projekta risingjumam.

Liekas grunts aizveSana veicama visa paredzétaja apjoma, un ta ietver visus
nepiecieSamos darbus, materialus un iekartas, lai savaktu, aizvestu un utilizétu grunti.
Aprékinos dotie apjomi noraditi sablietéta veida.

Paredzéts atjaunot zalienu darba skartajas zonas. Pirms apzalumosSanas darbu
sakSanas teritorija janolidzina, ka art japieblive. Pieslegumi eso$am teritorijam jaizveido
lézeni. Melnzeme jaizlidzina vienmériga biezuma ar tadu aprékinu, lai péc zaliena séklu
ieséSanas iegutu paredzéto melnzemes Kkartas biezumu. Teritorija jaapzalumo un

janostiprina piemérotos meteorologiskajos apstaklos.

5. DEMONTAZAS DARBI

Pirms atjaunoSanas darbu uzsdk3anas, apliecingjuma kartes ietvaros, planota
savietota jumtas seguma un siltindjuma demontaza (siltumizolacija un slipumu veidojoSais
slanis~200 mm), fasades dekorativas apdares (saidinga) un bojata siltumizolacijas slana
demontaza (stikla vates siltumizolacija ~100mm), aizmuguréjas fasades loga demontaza.
Projekta ietvaros tiek paredzéta dzelzbetona apmales ap €ku demontaza un eso$a
asfaltbetona seguma projektéjamaja teritorija demontaza.

Demontaza un novaksana jaieklauj visi nepiecieS8amie darbi, materiali un iekartas,
kas japiegada un japielieto, lai pilntba spétu nodroSinat bdvnieciba traucéjoSo elementu
likvidéSanu un izveSanu no objekta.

Atkritumu apsaimniekoSana japaredz saskana ar Atkritumu apsaimniekoSanas
likumu un Ministru kabineta noteikumiem. lzvedot blvgruzus nepiecieS8ams paredzéet

izbraucamas tehnikas tiriSanu buvlaukuma, lai nepielautu arpus objekta un objekta

braucamo ielu un celu piesarnojumu, ka arf japaredz buvgruzu kravas parklasanu.
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6. ARHITEKTURAS RISINAJUMI

Par nosacito +0.000 atzimi pienemta ékas pirma stava tiras gridas atzimi. Projekta
ietvaros paredzets veikt eékas cokola siltinasanu pa perimetru vienas plaksnes augstuma
ar ekstrudéta putupolistirola plaksném Finnofoam FL-300PX, 50 mm biezuma AD=0.036
W/MK, pirms tam attirot esoSo apmetumu. SiltinaSanas darbi veicami atrokot €kas
pamatus 1 m platuma, paredzot cokola dalas siltinaSanu vienas ekstrudéta putupolitirola
plaksnes augstuma (300 mm virs zemes [imena un ~ 300 mm zem zemes virsmas

lTmena). Pamatiem paredzéts ierikot vertikalo hidroizolaciju pa ékas perimetru.

Cokola apdarei izvéléts masa tonéts dekorativais apmetums Sakret SIP, tonis —
Granit 3, péc Sakret "Color Guide" krasu kataloga.

Ekai paredzéts uzstadit ventilejamas fasades sistémas konstrukciju ar metala
fasades kaseSu dekorativo apdari. Ekas fasadi paredzéts siltinat ar akmens vates
siltumizolaciju PAROC WAS 35t, biezums 100 mm, AD=0.033 W/mK. Mehanisko
stiprinajumu daudzums attiecigi péc razotaja noradijumiem.

Visas logu/durvju ailes tiek siltinatas ar Paroc WAS 35t (30 mm biezam) akmens
vates plaksném, apstradajot atbilstosi kvalitates prasibam. Tiek veikta rietumu fasades
loga nomaina uz aluminijas konstrukcijas logu sistému ar tris stiklu paketi vai ekvivalentu.

Ekai tiek atjaunota aréja ddens novadidanas sistéma. Jumta parkare tiek izveidota
no impregnétam koka sijam (skatit AR dalas mezglus). Jumta slipums tiek izveidots no
Thermo white ar 2° slipumu. Virs slipumu veidojoSa slana tiek ieklata 100 mm
akmensvate PAROC Ros 30g (A=0.036W/mK) un cieta siltumizolacija Paroc Rob 80, 20
mm biezuma (A=0.038W/mK). Akmensvates tiek stiprinatas ar atbilstoSa garuma
vitnstieniem un mehaniskajiem stiprinajumiem to skaits jaieveéro péc razotaja

noradijumiem mehanisko stiprinajumu izvietojumam.

Projekta ietvaros ékai blakus esoSajiem sakaru torniem atbilstoSi projektéSanas
uzdevumam, tiek paredzétas rupnieciski razotas (SIA Vairogs-M) apkalpoSanas platformas

~38 m un 33 m augstuma (skatit AR dalas pielikumu).

7. VIDES PIEEJAMIBAS RISINAJUMI

Vides pieejamibas risindjumi €ka tiek saglabata eso$aja situacija.

8. KONSTRUKTIVAIS RISINAJUMS

Pamati - lentveida dzelzsbetona pamati.

Neso$as sienas — kiegelu mris.
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Parsegums/savietotais jumts — dzelzbetona parsegums.

9. VISPAREJAS PRASIBAS VIDES AIZSARDZIBAI

Buvuznémeéjam javeic visi nepiecieSamie pasakumi, lai nodroSinatu dabas

aizsardzibas likumu un noteikumu izpildi. Nav pielaujama apkartéjas vides piesarnoSana.

Vides aizsardzibas pasakumi biavlaukuma

Bavuznémeéjam ir japielieto tadas blvniecibas metodes, kuras nepiesarno zemi, tdeni un
gaisu blakus teritorija un gar buvmaterialu transportéSanas celiem. Blivuznéméjam javeic
piesardzibas pasakumi, kas ierobezo trokSna, smaku, vibraciju u.c. kaitigo faktoru ietekmi
braucéjiem u.t.t. Blvuznéméjam janodroSina dazadu tdens plismu: gruntstudens, lietus
ddens, notekidens u.c. novadiSanu, nekaitéjot apkartéjai videi. Bivuznéméjam darbs ir
japlano un javeic ta, lai jebkura bavdarbu stadija tiktu novérsta virszemes vai jebkuru citu
ddenu uzkra8anas buvbedré. Objekta bavdarbu laika ir maksimali jasamazina troksnis, kas

radisies bdvdarbu laika.

Piezimes:

» Biuvprojekta paredzéts izmantot ES sertificetus materialus.

+ Visi bavprojekta noraditie un izmantotie materiali izvéléti to Tpasibu un kvalitates dél.

* lzveletos un minétos materidlus iespéjams aizstat ar analogiem, citu razotaju
piedavatiem materialiem, kas péc savam ipasibam un kvalitates ir Iidzvertigi vai
augstakas kvalitates.

» Visus izmantojamos materialus iestradat un izblveét saskana ar razotaja izdotajiem
noradijumiem.

» Jaizmanto tikai tie bavniecibas materiali, kas parada augstu savienojamibu ar vidi un
veselibu saistiba ar 8o materialu ieguvi, parstradi, transportéSanu, izmantoSanu un
atkritumu apsaimniekoSanu.

+ Tehniska projekta skaidrojoSo aprakstu, specifikaciju un darbu apjomus skatit kopa

ar grafisko dalu.

Sastadija: Lasma Dilba
Parbaudija
Bivprojekta AR dalas vaditajs: Elita Stepanova

Sert. Nr. 1-00440



“EsosSa objekta RRC “Riga” modernizacija” r‘ I‘,
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PNOJEHES

BUVPROJEKTA (APLIECINAJUMA KARTES) IZSTRADE
“EsoSa objekta RRC “Riga” modernizacija”

6. GENERALPLANS
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PIEZIMES:

1. Uzménsana veikta 2019. gada 5.junija.
2. LKS-92 TM koordinatu sistéma, méroga koeficients 0.999600.
3. Latvijas normalo augstumu sistéma (LAS-2000,5)
4. Uzmérisana izmantota LatPos GP bazes stacija
"OJAR" RTK rezima.
5. Nekustama 1pasuma kadastra kartes dati uz .
Dati iegati portala www.kadastrs.lv (datne ).
Saskana ar VZD sniegto informaciju zemes vienibu robezas ir attélotas
atbilsto$i zemes kadastralas uzméri$anas un vietéja geodéziska
tikla precizitatei un var nesakrist ar situaciju plana.
6. Objekta platiba - 0.64ha.
7. Topografiskie apzimé&jumi attéloti atbilstosi
MK noteikumu Nr.281.1.pielikumam.
8. lelu sarkanas Inijas uznestas atbilstosi pasvaldibas
teritorijas planojumam.
9. PlanSetes: 4222-35-54.2-804900.

Baldones novads, Baldone, Dzirnavu iela 5, LV-2125 ObjEKtS:
info@amernieks.lv | - "P3rraides radiocentrs", MeZares, Babites nov.
kad.apz. 8048 001 0061
Aprinka Mérnieks
V4 ry
Mérniecibas pakalpojumi Reg.Nr.
Red.Nr.40103681842

. — j Rasgjums: _ o
projektu vaditja Dig?rl?gggﬁl:]eana 07.06.2019 Topografiskais plans kggg? 1
sertificéts mérnieks Colmontuja Mérogs: . Lapas

Sert Nr. BC-431 Dzamjansurena 07.06.2019 1:500 N.B.K. 1

Inzenierkomunikaciju turétaju saskanojumi

Inienieﬁ%rgj;: tkaciju InZenierkomunikacija| Paraksts | Datums | Saskanotajs Piezimes
AS "Sadales fikls" HioiroasPrieski® | paraksts A.Lapgenoks
SIA "Lattelecom" teTIﬁiktronisko sakaru e-paraksts V.Geikins sask.Nr.
AS "Gaso" gazes tikli paraksts G.Graudins
VAS "Latvijas Gaisa Satiksme" ﬁlﬁiktronisko sakaru e-pasts A.Laizans
SIA "ZMNI" melioracija e-pasts A. Abele

n(]\O JVUJZ n —

__eqoJtwzn —— T ———goJtwuzZn ——— o —— "QoOATZN e

_____ 6.

5.

N

_ IVAY

= J

/ —_—==

/ - 6.03 6

9
O
&
., e e === === =TT T T —_:_%
s
°5¥\55
/ \
6.12 " 589 |
.08 i y y , ) |
.02 |
ﬂ v 5.95 N y y ) |

I
Il °5.90

I NepiecieSamibas gadijuma
' I sakartot darba zonu

sensgk‘ .
i—u

N
ﬂ’Ad

W .
\ 6.06
W e
c.a.5.24 d75 pl c.a.5.S§992'v'
— [ ) :
o \Yf 2. MK
A\
6.08

N\

80480010061

EKSPLIKACIJA

BUVPROJEKTA GENERALPLANS.

VISPARIGIE RADITAJI
M 1:250

Apziméjumi Nosaukums Nr.p.k.| Raséjums Nosaukums

Merogs

Radioraidijumu éka 1. GP-1

Bavprojekta generalplans. Visparigie raditaji 1:250

Sakaru konteiners

PROJEKTEJAMAS EKAS TEHNISKI EKONOMISKIE RADITAJI

®@EE

Transformators Apbiives Stavu Telpu kopéja
Stavu < | Blvtilpums - UgunsdroSibas| Buves | LietoSanas veids
. ) Nr.p.k. ;

Radio tornis r-p Nosaukums skaits Iaurl::;ms pl?:llzba m? plz::.lzba pakape grupa | péc klasifikacijas

1. Radioraidijumu &ka (80480010061002) 1 89,47 89,47 286,30 65,17 U3 Il 1241

PIENEMTIE APZIMEJUMI PROJEKTEJAMAS TERITORIJAS TEHNISKI EKONOMISKIE RADITAJI

Apziméjums Nosaukums {
Nr.p.k. Nosaukums Plf:zba %

— m———— mmm= Projektéjama labiekartojuma robeza

Projektéta zaliena atjauno$ana

sz’l}{:}tﬁﬁ'l} Projektéts betona brugakmens segums
N h < “| Projektéts Skembu segums
Projektéta betona apmale 100.20.8
Projektéta betona apmale 100.22.15
>< Demonté&jams apjoms

Brugakmens seguma sakarto$ana péc proj. seguma izbaves

Eso8as akas vaka limenoS8ana, izmantojot 40t "peldoSa" tipa vaku

Eso$as akas vaka IimenoSana, izmantojot 12,5t "peldosa" tipa vaku

Zemesgabala kopéja platiba (80480010061) 122000,00 100,0 %

2. | Teritorijas labiekartojuma platiba 1596,36 1,31 %
e Brugakmens segums 663,40 41,56 %
o Skembu segums 542,22 33,97 %
e Zaliena segqums 246,18 15,42 %

Visi ekonomiski tehniskie raditaji aprékinati nemot véra zemesgabala kopéjo un
projektéjamas teritorijas platibu.

PROJEKTS IZSTRADATS BALSTOTIES UZ SEKOJOSIEM

STANDARTIEM UN NORMATIVAJIEM DOKUMENTIEM,

PASUTITAJA IESNIEGTAJIEM PALIGMATERIALIEM:

z z Projektéts plakandzelzs 30x3.5mm
b Projektéts apalstieples krusta / T-veida savienojums
] Projektéta mérijjumu klemme montéta uz masta pamata
L Projektéta pieslégspaile (eso$a zeméjuma tikla pieslégSanai pie kontara)
o—{n Projektéti apaldzelzs zemé&juma elektrodi, @20mm, L=3m
UZMANIBU!

e  Bivuznéméjam pirms jebkura darba uzsakSanas japarliecinas par raséjumos sniegtajiem izmériem.
Neatbilstibas vai pretrunu gadijuma pirms darbu uzsakSanas griezties projektéSanas biroja neskaidribu
novérsanai;

e Raksturigie izméri nevar tikt nolasiti p&c méroga ras&juma. Saubu gadijuma griezties projekté$anas biroja;

e  Jebkuras projekta izmainas bavniecibas gaita saskanojamas ar projektéSanas biroju;

e  Sis iepriek$ minétas norades attiecinamas uz visam $aja s&uma ievietotajam ras&juma lapam.

e LR "Blvniecibas likums";

o MK noteikumi Nr.500 "Visparigie bavnoteikumi";

LBN 202-15 "Bavprojekta saturs un noformésana";

e LVS 190-5 5. dala ,Zemes klatne”;

e LVS 190-2:2007 ,Celu projektéSanas noteikumi. Normalprofili.”;

¢ ,Celu specifikacijas 2019”;

e Aizsargjoslu likums;

e LVS 190-3:2009 "Celu projektéSanas noteikumi. 3.dala. Vienlimena celu mezgli";

e LVS 190-7:2002 "Vienlimena autostavvietu projektéSanas noteikumi";

o MK noteikumi Nr. 330 “Noteikumi par Latvijas bGvnormativu LBN 501-17
“Bavizmaksu noteikSanas kartiba.”;

e ProjektéSanas darba uzdevums;

PIEZIMES:
1. Izméri un augstumi doti metros.
2. Izbavéjot pieslégumus, japieslédzas pie esoSajam augstuma atzimém, ja projektad nav noradits savadak. VIETA SKANOJUMIEM
3. Bavprojekta augstumi precizéjami bdvniecibas laika, nemot véra esoso situaciju daba.
4. Bivdarbu laika ievérot pazemes un virszemes komunikaciju aizsardzibas noteikumus un, ja nepiecieSams,
paredzét to papildus aizsardzibu.
5. Ja buvniecibas rezultata tiek traucéta inzenierkomunikaciju darbiba, tad bavdarbu veicéjam japaredz
bojato posmu nomaina turpmakai pilnvértigai inZeniersistému darbibai;
6. Pirms zemes darbiem veikt kontrolmérijumus daba!
7. Visas atkapes no projekta risindjumiem, ka arT bavniecibas gaita nepiecieSamos papildus risindjumus,
savlaicigi, pirms darbu uzsakSanas un pasutijumu veikS8anas, saskanot ar bavprojekta autoru.
8. Visas atsauces uz iekartu, materialu un izstradajumu izgatavotaju firmam, kuras noradrttas projekta, liecina
tikai par $o izstradajumu un iekartu kvalitates un apkalpoSanas ITmeni. Noradito iekartu un materialu
nomaina ir iespéjama ar citam tehniski analogam vai labakam iekartam un materialiem.
9. Veicot zemes darbus, nodroSinat eso$o koku saknu aizsardzibu bivdarbu skartajas zonas, stkaku
aprakstu skatit skaidrojo$aja apraksta.
10.  BadvgruZu, izraktas nederigas grunts izveSanas vieta precizéjama sazinoties ar blvdarbu veicéju
bavniecibas laika, ieprieks veicot saskanojumu ar Bivniecibas ierosinataju.
11.  Zaliens atjaunojams vietas, kur tiek veikti bvniecibas darbi. Zaliena izs€jas norma 3 kg/100m>2.
12.  Planu skatit kopa ar visam buprojekta dalam!
Raséjumu skaits dala: 1
Bavniecibas ierosinatajs: Objekts: Bivprojekta izstradatajs:

Reg.Nr.40003038621

VAS "Latvijas gaisa satiksme"
Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053

"EsoSa objekta RRC "Riga"
modernizacija"

SIA "BM Projekts”
Upesgrivas iela 16,
Riga, LV-1002,
Bivk.reg.Nr.7008-RA2

Paraksts Datums | Adrese:

Talr.: +371 29762257

"Parraides radiocentrs", MezZares,

Bavproj. vad.| Elita Stepanova

04.07.2019]  Babites nov., kad. apz. 80480010061

GP dalas vad.| Elita Stepanova

04.07.2019] Lapas nosaukums: Liguma Nr.: 02/19/58/

Ainavu arh. | Everita Vjakse

04.07.2019 Arhiva Nr.: 02/19/58-2

_ _ _ Mérogs: 1:250
BUVPROJEKTA GENERALPLANS.

VISPARIGIE RADITAI Stadija viorka 1 Ras Nr.

BP (AK) GP 1

12 13 14

15 A2.1




“EsosSa objekta RRC “Riga” modernizacija” r‘ I‘,
(Parraides radiocentrs, Babites pag., Babites nov., LV-2101) r1| l l

PNOJEHES

BUVPROJEKTA (APLIECINAJUMA KARTES) IZSTRADE
“EsoSa objekta RRC “Riga” modernizacija”

7. TERITORIJAS DALA



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

TS DALAS SKAIDROJOSAIS APRAKSTS
1. TERITORIJAS LABIEKARTOSANA

Bavprojekts "Aviacijas mobilo sakaru sisttémas objektu infrastruktdras
modernizacija, “Parraides radiocentrs”, MeZares, Babites nov., LV-2101" izstradats,
pamatojoties uz SIA ,BM — projekts” un AS “Latvijas gaisa satiksme” noslégto ligumu
Nr. 02/19/58 un tam pievienoto projektéSanas uzdevumu. Dokumentacija izstradata
saskana ar Latvijas Republika spéka esosajiem normativajiem aktiem.

Projekts izstradats uz SIA ,Aprinka mérnieks” 2019. gada izstradatas topografijas.

Projektéjamas teritorijas labiekartojuma paredzéts brugakmens segums brauktuvju
zona, kas izvéléts analogs teritorijas ziemelos izblvéta cela esoSajam segumam.
Projektéta radioraidijumu é&kas betona apmales demontaza, ta paredzéta no
brugakmens seguma 45 cm platuma ap €éku, no tadda pasa veida brugakmens ka
brauktuves zona. Zem radio sakaru torniem un 2 m plata josla gar nozogojumu, ka arf 1m
josla aiz nozogojuma paredzéts Skembu segums, lai atvieglotu teritorijas plauSanas
darbus. Péc Skembu seguma izbuves darba gaitd skartajas zonas paredzéta zaliena
atjaunosana. Projektd paredzéta esoSo aku vaku limenoSana un nepiecieSamibas

gadijuma esos$a nozogojuma remontdarbi.

1.1. SEGUMI
Betona brugakmens seguma konstrukcija (Ekas apmales un brauktuves zona):
o Betona brugakmens, h=8 cm;
. Grantta izsijas, fr. 2/8, h,iz=3 cm;
° Mineralmaterialu maisijums 2/45, Nlll, h=10 cm;
. Mineralmaterialu maisijums 2/56, NIll, h=15 cm
J Salizturigd  slana izbdve no smilts vai citiem  atlautajiem

materialiem, h=30 cm;

Lidz 45 MPa sablivéta un profiléta esosa grunts

Skembu seguma konstrukcija
. Mineralmaterialu maisijums 5/32, NlIl, h=15 cm;
o Austs poliestera geotekstils 70/70 kN/m
o Uzbéruma grunts

o Lidz 45 MPa sablivéta un profiléta esosa grunts



“EsoSa objekta RRC “Riga” modernizacija”
(“Parraides radiocentrs”, Mezares, Babites nov., LV-2101)

Zaliena séklas jaséj vai jaiestrada mitra augsné ta, lai iesétais zaliens iesaknotos
vegetacijas perioda pirms ziemas iestaSanas, ieteicams ne vélak ka Iidz 15. septembrim,
vai, ja tas nav iespéjams, tad zaliena séSana japaredz ndkama gada pavasari, iestajoties
piemérotiem klimatiskajiem apstakliem. Apzalumojot teritoriju un nostiprinot ar melnzemi,
augligas zemes kartas biezumam jabat vismaz 10 cm, un zaliena séklu izlietojumam
jabat vismaz 3 kg/100m?. Zaliena séklas séSanas laika ir jaiestrada uzirdinata augsné
l[dz 1 cm dzilumam, un augsnes karta nekavéjoties japieblivé. Ja s&j sausa laika un

zeme ir sausa, tad nepiecieSama laistiSana.

Sastadija: Everita Vjakse
Blvprojekta vaditaja: Elita Stepanova
Sert. Nr. 10-0997
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PROJEKTS IZSTRADATS BALSTOTIES UZ SEKOJOSIEM

STANDARTIEM UN NORMATIVAJIEM DOKUMENTIEM,

PASUTITAJA IESNIEGTAJIEM PALIGMATERIALIEM:

LR "Bavniecibas likums";

MK noteikumi Nr.500 "Visparigie blvnoteikumi”;

LBN 202-15 "Bavprojekta saturs un noformésana";

LVS 190-5 5. dala ,Zemes klatne”;

LVS 190-2:2007 ,Celu projektéSanas noteikumi. Normalprofili.”;
,Celu specifikacijas 2019”;

Aizsargjoslu likums;

LVS 190-3:2009 "Celu projektéSanas noteikumi. 3.dala. Vienlimena celu mezgli";

LVS 190-7:2002 "Vienlimena autostavvietu projektéSanas noteikumi";

MK noteikumi Nr. 330 “Noteikumi par Latvijas bavnormativu LBN 501-17

“Bavizmaksu noteik$anas kartiba.”;
ProjektéSanas darba uzdevums;

UZMANIBU!
Bavuznémeéjam pirms jebkura darba uzsakSanas japarliecinas par raséjumos sniegtajiem izmériem.
Neatbilstibas vai pretrunu gadijuma pirms darbu uzsak3anas griezties projektéSanas biroja neskaidribu

1.

2.
3.
4

10.

1.
12.

novérsanai;

PIENEMTIE APZIMEJUMI

Apziméjums

Nosaukums

Projektéjama labiekartojuma robeza

Projektéta zaliena atjauno$ana

TERITORIJAS DALAS VISPARIGIE RADITAJI
M B/M

PROJEKTEJAMAS TERITORIJAS NOVIETOJUMA SHEMA

BiSulejas

Raksturigie izméri nevar tikt nolasiti péc méroga rasgjuma. Saubu gadijuma griezties projekté$anas biroja;

Jebkuras projekta izmainas bavniecibas gaita saskanojamas ar projektéSanas biroju;

Sis iepriek§ minétas norades attiecinamas uz visam $aja s&juma ievietotajam raséjuma lapam.

PIEZIMES:

Izméri un augstumi doti metros.

Izblveéjot pieslégumus, japieslédzas pie esoSajam augstuma atzimém, ja projekta nav noradits savadak.

Bavprojekta augstumi precizéjami bavniecibas laika, nemot véra esos$o situaciju daba.

Bavdarbu laika ievérot pazemes un virszemes komunikaciju aizsardzibas noteikumus un, ja nepiecieSams,

paredzét to papildus aizsardzibu.

Ja bivniecibas rezultata tiek traucéta inzenierkomunikaciju darbiba, tad bavdarbu veicéjam japaredz

bojato posmu nomaina turpmakai pilnvértigai inZzeniersistému darbibai;

Pirms zemes darbiem veikt kontrolmérijumus daba!

Visas atkapes no projekta risindjumiem, ka art bavniecibas gaitd nepiecieSamos papildus risindjumus,
savlaicigi, pirms darbu uzsakSanas un pasutijumu veikSanas, saskanot ar blvprojekta autoru.

Visas atsauces uz iekartu, materialu un izstradajumu izgatavotaju firmam, kuras noraditas projekta, liecina
tikai par $o izstradajumu un iekartu kvalitates un apkalpo$anas Iimeni. Noradito iekartu un materialu

nomaina ir iespéjama ar citam tehniski analogam vai labakam iekartam un materialiem.

Veicot zemes darbus, nodro$inat esoSo koku saknu aizsardzibu bavdarbu skartajas zonas, sikaku

aprakstu skatit skaidrojosaja apraksta.

Planu skatit kopa ar visam baprojekta dalam!

BlvgruZzu, izraktas nederigas grunts izveSanas vieta precizéjama sazinoties ar bavdarbu veicéju
bavniecibas laika, ieprieks veicot saskanojumu ar Bivniecibas ierosinataju.
Zaliens atjaunojams vietas, kur tiek veikti bOvniecibas darbi. Zaliena izséjas norma 3 kg/100m?2.

VAS "Latvijas gaisa satiksme"
Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053
Re.Nr.40003038621

"EsoSa objekta RRC "Riga"

modernizacija"

Adrese:

Paraksts Datums

Bavproj. vad.| Elita Stepanova

04.07.2019

"Parraides radiocentrs", Mezares,
Babites nov., kad. apz. 80480010061

%&%ﬁ}ﬁ%’:’; Projektéts betona brugakmens segums b Meiéres
' “ < “| Projektéts $kembu segums
Projektéta betona apmale 100.20.8
Projektéta betona apmale 100.22.15
X Demont&jams apjoms Dizvardi ‘
Brugakmens seguma sakarto$ana péc proj. seguma izbtves Q,)\«
EsoSas akas vaka limenoSana, izmantojot 40t "peldo$a” tipa vaku Q}V ‘
EsoSas akas vaka limenoSana, izmantojot 12,5t "peldo$a” tipa vaku
Z—Z Projektéts plakandzelzs 30x3.5mm
L4 Projektéts apalstieples krusta / T-veida savienojums
[ ] Projektéta mérfjumu klemme montéta uz masta pamata Sp’ lve Stokss ief
Lo Projektéta pieslégspaile (eso$a zeméjuma tikla pieslégSanai pie kontdra)
o—|ih Projektéti apaldzelzs zeméjuma elektrodi, @20mm, L=3m
. 5.69 Projektéta augstuma atzime RASEJUMU SARAKSTS
'2,000/" Projektéts skérskritums — —
Nr.p.k.| RASEJUMS NOSAUKUMS MEROGS
<= Projektéts garenkritums 1. TS-L-1 | TERITORIJAS DALAS VISPARIGIE RADITAJI b/m
@1 Projektéts koordinatu punkts 2. TS-L-2 SVIETOTAIS INZENIERTIKLU PLANS 1:250
3. TS-L-3 VERTIKALAIS PLANOJUMS UN KOORDINATU PLANS 1:250
4 TS-L-4 GRIEZUMS A-A 1:50
Raséjumu skaits dala: 4
Bavniecibas ierosinatajs: Objekts: Bavprojekta izstradatajs:

%\ SIA"BM Projekts"
Upesgrivas iela 16,
Riga, LV-1002,
Bavk.reg.Nr.7008-RA2
Talr.: +371 29762257

TS dalas vad.| Elita Stepanova

Ainavu arh. | Everita Vjakse

04.07.2019

04.07.2019( Lapas nosaukums:

TERITORIJAS DALAS
VISPARIGIE RADITAJI

Liguma Nr.: 02/19/58/
Arhiva Nr.: 02/19/58-2

Mérogs: b/m
Stadija Marka Ras. Nr.
BP (AK) TS-L 1

1 2

A3
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// NepiecieS§amibas gadijuma ’ 6.0 @ Radioraidijumu éka M 1:250
sakartot darba zonu ‘.
A .b N\ @ Sakaru konteiners
. ""6.06
Vg o | 80480010061 6.0/ 6.0 . @ Transformators
SEPTEE e 01 - 6.08 6.07
90 i 4 6008 , ) : @ Radio tornis
/ s a4 /1 i g S 49 ” —
TS 4 PIENEMTIE APZIMEJUMI
l B F—z4 - \
] e I 7| 2 4 s Apziméjums Nosaukums
| o]
, 5 59 4 N @ E [ m—— === Projekt&jama labiekartojuma robeza
’ SR *:I! I | Projektéta zaliena atjauno$ana
' ;"’! 2;700 ; : Projektéts betona brugakmens segums B
508 3 I Zél,m,— z N < “| Projektéts Skembu segums
> g i 200 Projektéta betona apmale 100.20.8
7 J Kt
5.80 g~ . Projektéta betona apmale 100.22.15
S ;'( ‘,"" >< Demonté&jams apjoms
W] ! 1 8 Brugakmens seguma sakarto$ana pé&c proj. seguma izbuves 1
» f < fse)
c Loikalh, 5.N EsoSas akas vaka limenoSana, izmantojot 40t "peldo$a" tipa vaku
/ Lot
25.86 ';‘x\ '/’ : e e LAl A AL AL [ R EsoSas akas vaka Iimeno$ana, izmantojot 12,5t "peldo$a" tipa vaku
: ‘ ! ;’II 4 — Z z Projektéts plakandzelzs 30x3.5mm
&8 'r 7 3 L4 Projektéts apalstieples krusta / T-veida savienojums
g' ;; . ] Projektéta mérijjumu klemme montéta uz masta pamata C
/ o 1.0 - - - m _ - T _
’ st 0 ot Projektéta pieslégspaile (eso$a zemé&juma tikla pieslégSanai pie kontdra)
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; PIEZIMES:
W ' | . 4 1. Izméri un augstumi doti metros.
| Ul 1 2. Izbaveéjot pieslégumus, japieslédzas pie esoSajam augstuma atzimém, ja projekta nav noradits savadak.
, f : ! L, - 3. Bavprojekta augstumi preciz&jami bdvniecibas laika, nemot véra esoso situaciju daba.
: ‘\IK 3 4. Bivdarbu laika ievérot pazemes un virszemes komunikaciju aizsardzibas noteikumus un, ja nepiecieSams,
’ } . 045 {9 4 paredzét to papildus aizsardzibu. D
bl 5. Ja bivniecibas rezultata tiek traucéta inzenierkomunikaciju darbiba, tad bdvdarbu veicéjam japaredz
= 5 7 bojato posmu nomaina turpmakai pilnvértigai inZzeniersistému darbibai;
S & — oasn| . 4 6. Pirms zemes darbiem veikt kontrolmérijumus daba!
, k/ 4 2 4 @“4 7. Visas atkapes no projekta risindjumiem, ka ar1 bavniecibas gaita nepiecieSamos papildus risinajumus,
: ‘ 2 I - savlaicigi, pirms darbu uzsak$anas un pasatijumu veikS8anas, saskanot ar blvprojekta autoru.
8 ’ = 0. 8. Visas atsauces uz iekartu, materialu un izstradajumu izgatavotaju firmam, kuras noradrttas projekta, liecina
0] by . KUSt'B S sen's' g o 4 tikai par $o izstradajumu un iekartu kvalitates un apkalpo$anas ITmeni. Noradtto iekartu un materialu
8 V. ; I = : N nomaina ir iespéjama ar citam tehniski analogam vai labakam iekartam un materialiem. ]
SO / - 9. Veicot zemes darbus, nodrosinat esoSo koku saknu aizsardzibu bdvdarbu skartajas zonas, sikaku
, NS o N 2N aprakstu skatit skaidrojo$aja apraksta.
5.81 300 55 :; S 10.  Bivgruzu, izraktas nederigas grunts izveSanas vieta precizéjama sazinoties ar blvdarbu veicéju
8 | Nl ;57972 e bavniecibas laika, ieprieks veicot saskanojumu ar Bavniecibas ierosinataju.
v A; - Katak - ‘ﬁ;z}\__\ 7/\ S 11.  Zaliens atjaunojams vietas, kur tiek veikti bavniecibas darbi. Zaliena izs€jas norma 3 kg/100m?2.
i ‘ jaunojama skataka. ——5.80 V- L - 12.  Planu skatit kopa ar visam baprojekta dalam!
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Lo s 80 10 0 < v Bavniecibas ierosinatajs: Objekts: Blvprojekta izstradatajs:
(JE "' VA an R M oo V- V. A Va2 VAS "Latvijas gaisa satiksme"
" § j "Riga" SIA "BM Projekts"
Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053 Esosa objekt.a FB.C,, Riga U 7 rc?Je| ?5
. modernizacija pesgrivas ie'a 10,
Red.Nr.40003038621 Riga, LV-1002,

- Bavk.reg.Nr.7008-RA2
UZMANIBU! Adrese: Talr.: +371 29762257
. Bavuznemai . ) s N . o Paraksts Datums rese. . .

Gvuznéméjam pirms jebkura darba uzsaksanas japarliecinds par raséjumos sniegtajiem izmériem. "Parraides radiocentrs”, MeZares,
Neatbilstibas vai pretrunu gadijuma pirms darbu uzsakSanas griezties projektéSanas biroja neskaidribu Babites nov., kad. apz. 80480010061
novérsanai; -
) TS dalas vad.| Elita Stepanova 04.07.2019 : T :
o Raksturigie izméri nevar tikt nolasiti p&c méroga ras&juma. Saubu gadijuma griezties projektésanas biroja; . - p. Lapas nosaukums I’&'gh%maNNr_"O%%L?/ 588/2
e Jebkuras projekta izmainas bavniecibas gaita saskanojamas ar projektésanas biroju; Ainavu arh. | Everita Vjakse 04.07.2019 Mrérlc\JlaS' 1":'250 o8-
e  Sis iepriek$ minétas norades attiecinamas uz visam $aja séjuma ievietotajam raséjuma lapam. SAVIETOTAIS PROJEKTETO gs: 1
INZENIERTIKLU PLANS Stadija Marka Ras. Nr.
BP (AK) TS-L 2
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% ! | 58 b.br EKSPLIKACIJA KOORDINATU PLANS
5.67 Voo gy 50 {"v 1V llll o Apzimégjumi Nosaukums = M 1:250
- . : °5.90
| >69 / v ' v // Nepiecie$amibas gadijuma @ Radioraidijumu ka Nr IénéKOORDINATU TABULA
‘ \YA ‘ V. = s X
| | j e sanazen: (@) | sabar ontiners p1 49872/9 555 | 314337.375
Zemes plangsana lidz 80480010061 ©) Transformators ' '
esosa koka stumbram @ 2 498748.947 314228.549
Radio tornis
3 498740.327 314329.419
PIENEMTIE APZIMEJUMI 4 498740.763 314335.937
5 498737.793 314336.180
Apziméjums
pzime) Nosaukums 6 498736.096 | 314312993
Projektéjama labiekartojuma robeza
Wama. oAt - 7 498739475 314312.712
Projektéta zaliena atjauno$ana
Projektéts betona brugakmens segums 8 498738.707 314301.639
Projektets Skembu segums 9 498743759 | 314301.194
Projektéta betona apmale 100.20.8 10 498743.612 314299.524
Projektéta betona apmale 100.22.15 11 498746271 314299 .286
Demont8jams apjoms 12 498746.422 314300.960
Brugakmens seguma sakartoSana péc proj. seguma izblves
: ? Poe POl 599 13 498746.679 | 314300937
Eso$as akas vaka llmenoSana, izmantojot 40t "peldo3a" tipa vaku
14 498747178 314308.141
Eso8as akas vaka Iimeno8ana, izmantojot 12,5t "peldosa" tipa vaku
o ookate olakamcdaclzs 30036 15 498759.707 314307.433
rojektéts plakandzelzs 30x3.5mm
Projektéts apalstieples krusta / T-veida savienojums 16 498768.698 314335.765
Projektéta mérijumu klemme montéta uz masta pamata 17 498768.883 314336.753
Projektéta pieslégspaile (eso$a zeméjuma tikla pieslégsSanai pie kontdra) 18 498772.219 314336.451
i Projektéti apaldzelzs zeméjuma elektrodi, @20mm, L=3m 19 498758.833 314294 586
L e L S Projektéta augstuma atzime 20 498731.947 314298.732
o / Projektéts Skérskritums 21 498734.888 314339.579
: ;- Projektats garenkritums 22 498743100 | 314338.906
4 Projektéts koordinatu punkts 23 498742974 314337913
4 4
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- SEGUMU SPECIFIKACIJA
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b Apz. Izkartojums Nosaukums Piezimes
plana
BRUGAKMENS SEGUMS GAJEJU CELINIEM UN LAUKUMIEM
: m S Betona brugis Dekors | 1zmantot kvalitativu
\ A, forma - 150x150x80mm brugakmeni. Brugakmens
e (krasa-peléka, virsma - ieklasana paredzet pec
n T klasiska, gluda, ar fazi) iespé&jas mazaku piegrie3anu.
! R Uzmanibu! Brugakmens izmérs
B ir noradits bez méroga!
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v/ 20, 1120 X v/ | %ﬁ 20 Bavniecibas ierosinatajs: Objekts: Bavprojekta izstradatajs:
. N U ! .
VAS "Latvijas gaisa satiksme" " . . I " e
Piosimes. Muzeju iela 3, Lidosta "Riga”, Marupes nov. LV-1053 Es°s;%':|’::‘:fz§c'?jg.. Riga Upesgrives ito 16,
1. Izméri un augstumi doti metros; Reg.Nr.40003038621 Eﬁi rlé\g-:\l?'ofdos-RAZ
2. Augstumi doti Latvijas augstumu sistéma; , Talr.: +371 29762257
3. Péc vertikala plana nosprausanas talakus darbus drikst veikt tikai péc Autoruzrauga, Biivuzrauga un Pasititaja Paraksts Datums Adre"'s:; id di trs" Mes3
parstavja izsaukSanas uz objektu un augstumu atzimju saskano$anas daba! B b:'::rraln es rz ljocen rssb 48%2(? {88’6 y
4. Zalas zonas izbive javeic ar veltnosanu; - abites nov., kad. apz.
5. Pirms bavdarbu uzsak3anas bavuznéméajam jaiznem jaunakie izpilduzmé&rijumi no VISIEM inZenierkomunikaciju TS dalas vad.| Elita Stepanova 04.07.2019| Lapas nosaukums: Liguma Nr.: 02/19/58/
turetajiem; . o o o _ Ainavu arh. | Everita Vjakse 04.07.2019 _ _ Arhiva Nr.: 02/19/58-2
6. Bavdarbu laika ievérot pazemes un virszemes inzenierkomunikaciju aizsardzibas prasibas, nepiecieSamibas gadijuma VERTIKALAIS PLANOJUMS UN Mérogs: 1:250
paredzét to papildus aizsardzibu; KOORDINATU PLANS
7. BOvuznéméjam javeic cela segas pamata kartu nestspéjas parbaude ar statisko platni ik péc 100m. Stadija Marka Ras. Nr.
BP (AK) TS-L 3
1 2 3 4 ) 6 / 8 9 10 11 A3.2




GRIEZUMS A-A
M 1:50
3.50 3.00 28.12 3.06 6.42
ZALIENA ZONA SKEMBU SEGUMA ZONA BRAUKTUVE SKEMBU SEGUMA ZONA ZALIENA ZONA
EsoSs terjtorijas EsosSs teritorijas
nozogojums nozogojums
Darpa zonas sakartoSana
ar gsosu grunti
Darba zonas sakartosana ar Darba zonas sakarto$ana ar
eso$u grunti Betona apmale Betona apmale | Darba zonas sakarto$ana - .
100.22.15 5.87 5.94 100.22.15 l ar esosu grunti esosu grunti
5.71 5.73 80 ' 0% L aow 5.81 5.73
1.0% ‘&7 1.0%
. Ha e,
=1 [ -
Y hf?'(')ens = Mineralmaterialu maisijums 5/32, Nill, h=15 cm - Zaliens
ugliga augsne, h=10) cm - Austs poliestera geotekstils 70/70 kN/m Augliga augsne, h=10 cm
Esosa grunts Mineralmaterialu maisfjums 5/32, Nill, h=15 cm ‘ Lidz 45 MPa sablivéta un profiléta esosa grunts Eso$a grunts
Austs poliestera geotekstils 70/70 kN/m Betona brugakmens, h=8 cm <
Uzbéruma grunts Granta izsijas fr.2/8, hvid=3 cm
Lidz 45 MPa sablivéta un profiléta eso$a grunts Mineralmaterialu maisijums 2/45, Nlll, h=10 cm
Mineralmaterialu maisijums 2/56, NlIl, h=15 cm
Salizturiga slana izblve no smilts vai citiem atlautiem materialiem, h=30 cm
L1dz 45 MPa sablivéta un profiléta eso$a grunts
Bavniecibas ierosinatajs: Objekts: Bavprojekta izstradatajs:
VAS "Latvijas gaisa satiksme" . . - )
- . _ h " " " SIA "BM Projekts"
Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053 Esos;c:’l:‘j:rkr:iazgcl?g" Riga Upesgm,asr?ﬁa ?6,
Red.Nr.40003038621 ) Riga, LV-1002,
Bvk.reg.Nr.7008-RA2
_ d - Talr.: +371 29762257
PIEZIMES: Paraksts Datums relf‘slée; " diocentrs" Me3a
1. Griezumu vietas skatit raséjumu lapa TS-L-3 B b_a;rral es ri |(§>cen rss'o 486025{336 1
2. Visi augstumi un attalumi doti metros, kritumi - procentos. - abites nov., xad. apz.
3. Augstuma atzimém, kuram nav pierakstits seguma veids vai elementa nosaukums, un ir TS dalas vad.| Elita Stepanova 04.07.2019] Lapas nosaukums: Liguma Nr.: 02/19/58/
tikai viena augstL_Jma atzime, tad ta ir projektéta vai eso$a augstuma atzime Ainavu arh. | Everita Vjakse 04.07.2019 Arhiva Nr.: 02/19/58-2
seguma/zemes limenis. GRIEZUMS A-A Mérogs: 1:50
4.  Visiem materidliem jaatbilst "Celu specifikacijas 2019" prasibam.
5. Vietas, kur_ nav c!oti_ atsevié!,d griezur?i vai mezgli, izmantot analogus risindjumus. Stadija Marka Ras. Nr.
6.  Zalo zonu izbavét, izmantojot veltnoSanu.
BP (AK) TS-L 4
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Biivprojekta "Esosa objekta RRC "Riga" modernizacija",

Mezares, Babites nov.” TS dalas apjomi

1
2 Izpilddokumentacijas sagatavoana kpl. 1.00
Mobilizacija un sagatavoganas blvdarbu veikanai, t.sk. stradnieku un
darba vaditaju konteineri, parvietojamie WC, apsardzes konteiners,
3 ) - _ R T ) kpl. 1.00
apgaismojums biviaukumam, pagaidu Zogs uz blvniecibas laiku,
bridindjuma zZimes u.c. nepieciefamie darbi un bivizstradajumi
Satiksmes organizacija blvdarbu laik3 (ieskaitot pievadcelu uzturésanu
4 : T T - kpl. 1.00
pirms blvniecibas un blvniecibas laika
5 Bivtafeles uzstadizana kpl. 1.00
] Teritarijas uzméar3ana un nosprauana kpl. 1.00
7 Teritarijas plané&ana péc vertikald plana, atbilstogi raséjumam TS-L-3 kpl. 1.00
8 Esoga metila noZogojuma atjaunogana. Apjomu precizét izblves laika. m 30.00
g Asfaltbetona seguma frézé3ana un apakikartas demontaza h,.,=35cm, m 715.00
ieklaujot aizvedanu uz ath&rtni, t.sk utilizaciju ’
Betona brugakmens seguma, ieklaujot apakikartu demontaiu
10 o _ A m? 25.00
h,;4=35cm, aizvedanu uz atbertni, t.sk. utilizacija
EsoSas betona ékas apmales demontaZa, ieklaujot apakEkaru
1 = ; P - A m? 22.00
demontaZu hvid=35cm, aizveZanu uz atbartni, t.sk. utilizacija
12 | Eso3u metdla konstrukcijas kdpnu demaontiZa un atkartota uzstadiana. kpl. 2.00
13 EsoSu betona apmalu demontaza un aizvesana uz atbert_m,_t.sﬂk. m 140.00
utilizacija
14
Esodu aku vaka limenogana, izmantojot 12,5t "peldoga” tipa vakus,
15  |nepiecieSamibas gadijuma rekonstrugjot aku, lai bOtu iesp&jams veikt gab. 3.00
vaka uzstadidanu
Esodu aku vika lfmenoSana, izmantojot 40t "peldoga” tipa vakus,
16 nepieciedamibas gadijuma rekonstrugjot aku, lai bty iesp&jams veikt gab. 2.00
vaka uzstadidanu
17
Augliga augsne zaliena izbdvei, h=10 mm. Augsnes kvalitdtes prasibas -
Zalienu izbOve jalieto smildmala un malsmilts augsnes (mala saturs
18 10-40%).Augsnei jaatbilst $3diem parametriem:; P205 —120-300 me 264,00
magikg; K20 — 120-300 mgikg, Organiska viela — 5—-15 %, pHKCI - "
6,0—7.5. Auglig3 augsne zalienam ar PH limeni (6,0-7,0), kas nodro&ina
optimalo standarta makro- un mikro- elementu sastavu10-15 grf m2.
Zaliena ieriko3ana ar veltnoZanu 15 cm dziluma vienlaidus zona.
Zamienam izmantot Masterline zaliena s&klu maisijumu "ECO MASTER™
vai ekvivalentu (10% Lolium perenne — 1. kirne;10% Lolium perenne —
19 2. kirne; 17 5% Poa pratensis — 1. Skirne; 17,5% Poa pratensis — 2. m? 254,00
Skirne; 20% Festuca rubra commutata — 1. Skirne; 20% Festuca rubra
commutata — 2. Skirne; 5% Trifolium repen) vai t3 analogu. lzséjas
norma 30 g/m®
Augu zemes nonemsana, hvid=10 cm (zonds, kur péc akiu3l3 teritorijas
20 plana ir paredzats zaliens), lieko grunti aizvedot uz Pasdtitaja noradito m? 238.00
atbértni
21 Augu zemes nonemsana, wid=30 cm (zonds, kur ir izbdvEjami segumi), me 463.00
lieko grunti aizvedot uz Pasifitaja noradio atbértni ’
22 Uzb&ruma izveide ar pievesto un norakto grunti, kas E!'[bll_s'[?sa CelLi me 37.00
specifikicijas 2019
23 lerakuma izblive un liekds grunts aizvedana uz atbértni m* 293.00
24
25 | Seguma izbdve betona brudakmens brauktuves zonai
26 Salizturiga slana izblve no smilts vai citiem atlautiem materidliem, h=83rg m 249.00
27 Mineralmaterialu maisijums 2/56, M lll, h=15 cm m? 673.00
28 Minerdlmateridlu maisijums 2/45, NI, h=10 cm m* 673.00
29 Granita izsijas (fr.2/8), hvid=3 cm m? 673.00
Betona brudakmens (Dekor, pelék3 krisa, 150x150x80mm forma,
30 klasiska, gluda virsma, ar fazi, skatit seguma specifikaciju lapa m* 673.00
T5-L-3), Kartas izblve h=8 cm
31 |Skembu seguma izbive
32 Austs poliestera geotekstils 7070 kN/m m? 571.00
33 Mineralmateridlu maisijums 532, N lll, h=15 cm m* 571.00
34 |Brugakmens salaiduma posma darba zonas sakartosana
15 Esofa brugakmens demontdZa, atfiridana un uzalabasana at!':a'rtota! me 13.00
uzlik&anai
36 | Mineralmaterialu maisjuma 0/45, M 1ll, pamata izblve h=15 cm biezuma m* 13.00
37 Grantta izsijas (fr.2/8), izblve hivid)=3 cm biezuma m* 13.00
38 Eso33 brugakmens atkartota izbave m? 13.00
39
40 Betona apmales 100.30.15., betona C 30/37 un Skembu pamata izbive m 95.00
41 Betona apmales 100.20.8., betona C 30/37 un Skembu pamata izbdve m 31.00




“EsosSa objekta RRC “Riga” modernizacija” r‘ I‘,
(Parraides radiocentrs, Babites pag., Babites nov., LV-2101) r1| l l

PNOJEHES

BUVPROJEKTA (APLIECINAJUMA KARTES) IZSTRADE
“EsoSa objekta RRC “Riga” modernizacija”

8. RHITEKTURAS RISINAJUMI



PIENEMTIE APZIMEJUMI:

APZIMEJUMS NOSAUKUMS
Esosa kiegelu arsiena
(eso$o argjo apdari demontét)
Eso$as nenesoSas iek$sienas

7 L L Eso$as dzelzsbetona konstrukcijas

Projektéts slipumu veidojoss slanis

Projektéta siltumizolacija

Projektéts putupolistirols

— » — — 3 — Demontésanas zona

Gridas limena atzime

Telpas numurs /
Telpas platiba /

15.0 m?
Nosaukums Telpas nosaukums
)y 9 leeja eka
? o ? Griezuma Inija
A A
Sienas tips
J-1 Jumta tips

La-1 Logu apziméjumi

Augstuma atzime

+2.000
Ay

Mezgla numurs

ARD-06 Rasé&juma numurs

Jumta slipums

Mezgla atra§anas norade

IZMANTOTO DOKUMENTU UN NORMATIVU SARAKSTS:
- LR "Bvniecibas likums"

- LR “Eku energoefektivitates likums”

- MK noteikumi Nr.500 "Visparigie bavnoteikumi"

- MK noteikumi Nr.529 "Eku bavnoteikumi"

- LBN 201-15 "Bavju ugunsdro$iba"

- LBN 208-15 "Publiskas baves"

- LBN 202-18 "Bavniecibas ieceres dokumentacijas noformé$ana”

- LBN 002-15 "Eku norobeZojo$o konstrukciju siltumtehnika"

- LBN 501 - 17 "Bavizmaksu noteik$anas kartiba"

- Babites pagasta Teritorijas izmanto$anas un apbves noteikumi

- Pasiititaja - VAS "Latvijas gaisa satiksme", (Reg.Nr. 40103032521)
projektéSanas uzdevums

- Citi Latvijas bdvnormativi un normativie akti ka arT tehniskie vai ipasie
noteikumi.

AR DALAS RASEJUMU SARAKSTS:

LAPAS NR. NOSAUKUMS

AR-01 Visparigie raditaji

AR-02 Stava plans

AR-03 Jumta plans

AR-04 Fasades 1-2, A-B

AR-05 Fasades 2-1, B-A

AR-06 Griezums 1-1

AR-07 Sienas un jumta $kélums

AR-08 Loga specifikacija

AR-09 Mezgli Nr.1 un Nr.2

AR-10 Mezgls Nr.3

AR-11 Mezgli Nr.4 un Nr.5

AR-12 Atbalsta masta stiprinaanas mezgli

PROJEKTA PASKAIDROJUMS:

Uz eso$a zemesgabala atrodas dazadas nozimes parraides radio centra €kas
un sakaru torni. Projektéjama teritorija atrodas zemesgabala dienvidu dala.
Piebrauktuve zemesgabalam ir no teritorijas dienvidaustrumu puses,
teritorijas ziemelaustrumu dala atrodas Gdenstilpne. Lielako dalu teritorijas
klaj kokaudze. Reljefs saméra lidzens.

Projekta mérkis:

Izstradat bavprojektu - Fasades apliecindjuma karti “Eso$a objekta RRC
“Riga” modernizacija” kas fasades atjauno$anai un modernizacijai, paredzot
ékas pamatu un fasades siltinajuma atjauno$anu, eso$as dekorativas
apdares “saidinga” nomainu uz metala fasades kasetém, Rietumu fasadé
es08a loga nomainu, jumta siltinajuma un jumta seguma nomainu, zeméjuma
kontras, lietus Gdens noteku sistému izveidi.

VISPARIGA INFORMACIJA UN NORADIJUMI:

1. Ekas vienkarsota atjauno3ana izstradata saskana ar Pasititaja - VAS "Latvijas
gaisa satiksme", (Red.Nr. 40103032521) projektéSanas uzdevumu , ka art
saskana ar paréjos projektéSanas izejmaterialos ietvertajam prasibam ;

2. Par nosacito +0.000 pienemta kas 1.stava gridas limena atzime +6.430 péc
LAS 2000,5.;

3. Visi izméri doti milimetros, augstuma atzimes metros, GP dalu ras&jumu lapa -
metros;

4. Visus izmérus precizet dabal

5. Uzraditos materialus atlauts aizvietot ar analogiem, bet ne zemakas kvalitates
materialiem;

6. Ja daba konstatétas atkapes no projekta, par to nekavéjoties jainformé
blvprojekta vaditajs;

7. Jebkuras izmainas projekta risinajumos un materialu izvélé iepriek$
saskanojamas ar blvprojekta vaditaju;

8. Jebkuru projekta uzradito izstradajumu detalraséjumi pasatami attiecigaja
izgatavotajuznémuma;

9. Visas projekta noradas uz iekartam, materialu un izstradajumu
izgatavotajfirmam liecina tikai par $o iekartu kvalitates un apkalpo$anas limeni.
specifikacijas noraditas iekartas un materialus iespéjams nomaintt ar citam, péc
kvalitates un tehniskajiem raditajiem analogam iekartam un materialiem,
saskanojot $0 nomainu ar projekta autoru un pastitaju.

SITUACIJAS PLANS:

EsoSa objekta RRC "Riga" modernizacija
Ekas novietojums.
Parraides radiocentrs, MeZares, Babites pag., Babites nov.

UZMANIBU:

Bavuznéméjam pirms jebkura darba uzsaksanas japarliecinas par
raséjumos sniegtajiem izmériem;

Raséjumus nedriks mérit! Rakstitos izmérus lasit! Visus izmérus
precizét daba!

Neatbilstibas vai pretrunu gadijuma pirms darbu uzsak$anas griezties
projektéSanas biroja neskaidribu novérsanai;

Jebkuras projekta izmainas bavniecibas gaita saskanojamas ar
projektéSanas biroju;

STs ieriek§ minétas norades attiecindmas uz visam $aja sgjuma
ievietotajam raséjumu lapam.

Telpu vienkarsota atjauno$ana tiek paredzéta cita bivprojekta
(apliecinajuma karte - "EsoSa objekta RRC "Riga" modernizacija") ietvaros!

LAPAS KOPA AR DALA: 12

BUVNIECIBAS IEROSINATAJS: OBJEKTS:

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes | Eso$a objekta RRC "Riga" modernizacija
nov., LV-1053, Reg.Nr. 40103032521

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.

BUVPROJEKTA IZSTRADATAJS:

“ SIA "BM-projekts”

/ +\ Upesgrivas iela 16,

i : | Riga,LV-1002
\ipnﬂeubsl 7 ) Talr.: +371 29762257

N
Ivins repun !

80480010061 Bavkom.Reg.Nr. 7008-RA2
BP VADITAJA | E. Stepanova 04.10.2019 | LAPAS NOSAUKUMS: LIGUMA NR. 02/19/58
AR DALVAD. | EStepanova 04102019 | visparigie raditil ARHIVA NR.  02/19/58 - 2
IZSTRAD. L. Karabuluta 04.10.2019 MEROGS:  b/m

STADIJA MARKA RAS.NR.

BP (AK) AR AR-01




Sa-1

1. Visparigos noradijumus un apziméjumus skatt lapa AR-01.

2. Par nosactto atzimi +0,000 pienemta &kas 1.stava tiras gridas atzime, kura atbilst
absoldtajai augstuma atzimei +6.43 LAS 2000,5.

3. Visi izméri doti milimetros un augstuma atzimes metros.

4. Blvuznémeéjs ir atbildigs par izméru parbaudi daba. Gadijuma, ja konstatétas
atkapes nob/m  ta, par to nekavéjoties ir jainformé Bavprojekta vaditajs.

5. Japaredz visi darbi, materiali, paligmateriali un mehanismi, kas nepiecie$ami darbu
nodro§inasanai, lai izpilditu noteikto darbu pilna apméra.

6. Pielauts izmantot uzradito materialu ekvivalentus, saskanojot risinajumu ar
projekta autoriem, stingri ievérojot materialu raZzotaja montazas vai iestrades
tehnologijas.

7. Visus izmérus precizét daba péc konstrukciju atsegSanas un uzmérisanas!

Telpu vienkarsota atjauno$ana tiek paredzéta cita biivprojekta (apliecinajuma
karte - "EsoSa objekta RRC "Riga" modernizacija") ietvaros!

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes

nov., LV-1053, Reg.Nr. 40103032521

Esosa objekta RRC "Riga" modernizacija
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PIEZIMES: BUVNIECIBAS IEROSINATAJS: OBJEKTS: BUVPROJEKTA |ZSTRADATAJS:

" SIA "BM-projekts”
&\ Upesgrivas iela 16,
| Riga,LV-1002

AR DAL.VAD. | E.Stepanova

04.10.2019

|ZSTRAD. L. Karabuluta

04.10.2019

ADRESE: A J Talr.: +371 29762257
Parraides radiocentrs, Mezares, Babites Nt
pag., Babites nov., LV-2101, Kad. Apz. S Lsrepe S
80480010061 Bavkom.Reg.Nr. 7008-RA2
LAPAS NOSAUKUMS: LIGUMA NR. 02/19/58
Stava plans ARHIVANR. 02/19/58 - 2
MEROGS:  1:50
STADIJA MARKA RAS.NR.
BP (AK) AR AR-02




@ JUMTA PLANS M 1:50

| 1151/

Eso8s kanalizacijas sistémas
ventilacijas izvads -
paredzéts nomainit
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5 © 11510 ! h.4.10 PIEZIMES:
>
s 12 ) ) . o 1. Visparigos noradijums un apziméjumus skatt lapa AR-01;
4865 3 1000 . 8 13 *— [ Atjaunojams esosais nosegjumtins 2. Par nosacito +0.000 pienemta &kas 1.stava gridas limena atzime +6.430
w Projektéts kondicioniera ara bloka skarda (RAL 7024) nosegjumting ™ I No_augsas, saniem un apaksas apstt ar 2 péc LAS 2000,5.;
Nobalstit uz metala stiprinéjumu kronSteiniem un metala Lietus Gdens : skarda segumu (RAL 7024) 3. Visi izméri doti |"ni|i|"netrosY augstuma atzimes metros;
kvadratcaurules, kurus stiprinat siena; J-02 noteka - kézu | 4. Visus izmérus precizét daba!
LN-02 — x ) | ° 5. Uzraditos materialus atlauts aizvietot ar analogiem, bet ne zemakas
= 1 1850 4035 kvalitates materialiem;
JUMTA ELEMENTU SPECIFIKACIJA ] . 6. Visus izmantojamos materialus iestradat un izblvét saskana ar razotaja
_ | Lietus Gdens satekrene izdotajiem noradijumiem;
MARKA|  NOSAUKUMS APRAKSTS [ZMERI | DAUDZUMS [ Ls-02 7. Jumta segumu savienojuma vietas javeido ar raZotaja noradito parlaidumu
un nepiecieS8amibas gadijuma papildus jahermatizé.
LS-01 | Lietus ddens satekrene Térauda lietusadens tekne apala D=125mm 1 8. Kopéja PVC membranas jumta seguma platiba ~ 100m?
D15.0mnv1.tonis R;_AL 70?4_. o Griezums 1 * |lzmérus precizét uz vietas daba.
(atbilstosi materialu razotaja tehnologijai) L=11.5m
LN-01 | Lietus Gdens noteka Térauda notekcaurule apala D100mm tonis | D= 90mm 2 _ _ — _ _
RAL 7024 . . o BUVNIECIBAS IEROSINATAJS: OBJEKTS: BUVPROJEKTA IZSTRADATAJS:
(atbilstosi materialu raZotja tehnologijai) L=4m VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes | Esosa objekta RRC "Riga” modernizacija oA "BM-projekts”
LS-02 | Lietus ddens satekrene Térauda lietusidens tekne apala D=125mm 1 nov., LV-1053, Reg.Nr. 40103032521 /5 o Unesarivas icla 16
D150mm tonis RAL 7024 E RV
(atbilsto$i materialu razotaja tehnologijai) L=1.85m ADRESE: & FDJEHI:; | Talr. +371 29762257
LN-02 | Lietus ddens noteka Kézu lietus noteka L=2.7m 1 Parraides radiocentrs, MeZares, Babites e G /
(atbilstosi razotaja tehnologijai) pag., Babites nov., LV-2101, Kad. Apz. “Lusrne
80480010061 Bivkom.Reg.Nr. 7008-RA2
JK-01 | Térauda jumta kapnes NerdséjoSa térauda jumta piekluves un 700x5000mm 1 : -
dro$ibas aprikojuma kapnes LAPAS NOSAUKUMS: LIGUMA NR.  02/19/58
(atbilstodi razotaja tehnologijai) AR DAL.VAD. | E.Stepanova 04102019 | jumta plans ARHIVA NR. 02/19/58 - 2
J-02 Jumtlinli viys . Nerﬁgéjoég térauda stiprinjumu elementi 1000x500mm 2 |ZSTRAD. L. Karabuluta 04.10.2019 MEROGS: 150
kondicionieriem ar skarda jumta segumu STADIJA MARKA RAS.NR.
BP (AK) AR AR-03




Projektéts kondicioniera ara bloka skarda nosegjumting
Nobalstit uz metala stiprinajumu kronsteiniem un metala
kvadratcaurules, kurus stiprinat siena

FASADE ASIS 1-2 M 1:50

Projektéts kondicioniera ara bloks
Fujitsu - AOYG30LMTA

Nobalstit uz metala stiprinajumu
kron$teiniem, kurus stiprinat siena

Esosais kondicioniera ara bloks
demontéjams (demontgjot arT blokus

uz kuriem tas nobalstits)

Esosas DG atgazu
izplades sistémas nomaina

Projektétas térauda jumta
kapnes jumta apkalpo$anai

Projektéts atbalstu masts
(skatt lapa AR-12)

4]

| 42

+1.10

Eso$as durvis krasot fasades krasa
(RAL 7024, NCS S 8005-B20G)

0.00
-0.45

FASADE ASIS A-B M 1:50

Projektétas térauda jumta

Eso$as DG atgazu
izplides sistemas
nomaina

kapnes jumta apkalpo$anai

Projektéts atbalstu masts
(skattt lapa AR-12)

6]

Skarda apdare - pieskanot
fasades tonim (RAL 7024)

1]

PIEZIMES: @

1. Visparigos noradijums un apziméjumus skatt lapa AR-01.

2. Par nosacito +0.000 pienemta ékas 1.stava gridas lTmena atzime +6.430 péc LAS 2000,5.

3. Visi izméri doti milimetros, augstuma atzimes metros.

4. Visus izmérus precizét daba!

5. Uzraditos materialus atlauts aizvietot ar analogiem, bet ne zemakas kvalitates materialiem.

6. Visus izmantojamos materialus iestradat un izbavét saskana ar razotaja izdotajiem noradijumiem.

7. Krasu toni .pdf faila vai izdruka var neatbilst paredz&éto apdares materialu patiesajiem toniem katra datora un printera individualo uzstadijumu dél.

8. Fasazu kaseSu izmérus virs logiem un durvim precizét blvniecibas gaita.

+4.10

Projektéts atbalstu masts
(skatt lapa AR-12)

Eso8s kanalizacijas sistémas
ventilacijas izvads -
paredzets nomainit

KRASU PASE:

2

APZIMEJUMS

KRASAS KODS

1]

RR 23
[NCS S 8005-B20G]

Titanpeleka

NCS S 4502-B
[RAL 7000]

RAL 7024
[NCS S 8005-B20G]

NCS S 8005-B20G
[RAL 7024]

@ | [ | [=] | [ | [

RAL 7000
[NCS S 4502-B]

KRASAS TONIS

NOSAUKUMS

Fasades metala kasetes
Ruukki - Liberta Elegant 550

Jumta segums - PVC membrana
Tectofin RG - titanpeleka

Cokols - masa tonéts apmetums
Sakret Granit

Durvju, logu profili, notekcaurules,
skarda detalas, jumta kapnes

Skarda jumta segums ieejas
nosegjumtinam

Projektéta skarda nosegdetala -
Tectofin PVC profils

BUVNIECIBAS IEROSINATAJS:

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga",
Marupes nov., LV-1053, Red.Nr. 40103032521

OBJEKTS:
Esos$a objekta RRC "Riga" modernizacija

B
RN
39‘. -8y
£
[

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.
80480010061

BUVPROJEKTA IZSTRADATAJS:

SIA "BM-projekts”
-\ Upesgrivas iela 16,
* | Riga,LV-1002
* J Talr.: +371 29762257

\\@rmmww/

Bivkom.Reg.Nr. 7008-RA2

AR DAL.VAD. | E.Stepanova

04.10.2019

|ZSTRAD. L. Karabuluta

04.10.2019

LAPAS NOSAUKUMS:
Fasades 1-2, A-B

LIGUMA NR. 02/19/58
ARHIVA NR. 02/19/58 - 2
MEROGS: 1:50

STADIJA MARKA RAS.NR.

BP (AK) AR AR-04




FASADE ASIS 2-1 M 1:50 Projektéts kondicioniera ara bloka skarda nosegjumting Esoss kondicioniera ara bloks

Nobalsttt uz metala stiprinajumu kron$teiniem un Nobalstits uz metéla stiprinajumu

+4.10 1l metéala kvadratcaurules, kurus stiprinat siena kron&teiniem, kuri stiprinati siena

4

Projektéts atbalstu masts
(skatt lapa AR-12)

FASADE ASIS B-A 1:50

KRASU PASE:

1

APZIMEJUMS | KRASAS KODS |  KRASAS TONIS NOSAUKUMS
Eso$s kanalizadijas sistémas
+4.10 ventilacijas izvafls - paredzéts Projektétas térauda ju[nta . m RR 23 Fasides metala kasetes
nomainit | kapnes jumta apkalposanai Esosas DG atgazu INCS S 8005-B20G] Ruukki - Liberta Elegant 550
. izplddes sistémas nomaina
ﬂ Skarda apdare - pieskanot Titanpeléka Jumta segums - PVC membrana
fasades tonim (RAL 7024) @ Tectofin RG - tltanpeleka
3] NCS S 4502-B Cokols - masa tonéts apmetums
4] 5 [RAL 7000] Sakret Granit
+2.22 . -
10,05 == E RAL 7024 Durvju, logu proflll, notekcaurules,
* [NCS S 8005-B20G] skarda detalas, jumta kapnes
NCS S 8005-B20G Skarda jumta segums ieejas
@ [RAL 7024] nosegjumtinam
4111 5
RAL 7000 Projektéta skarda nosegdetala -
6] [NCS S 4502-B] Tectofin PVC profils
015 oo BUVNIECIBAS IEROSINATAJS: OBJEKTS: BUVPROJEKTA IZSTRADATAJS:
: VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Esosa objekta RRC "Riga” modernizacija ﬁf“v‘%;‘9é"“5};§@ SIA "BM-projekts"
ﬂ a - -0.45 | Marupes nov., LV-1053, Reg.Nr. 40103032521 / B B “\ Upesgrivas iela 16,
5840 ADRESE ¥ . | Riga,LV-1002
: “ * ] Talr.: +371 29762257
@ Parraides radiocentrs, Mezares, Babites \Q o /
- pag., Babites nov., LV-2101, Kad. Apz. Lonsigne >
PIEZIMES: 80480010061 Bavkom.Red.Nr. 7008-RA2
1. Visparigos noradijums un apziméjumus skatt lapa AR-01. .
2. Par nosacito +0.000 pienemta ékas 1.stava gridas limena atzime +6.430 péc LAS 2000,5. LAPAS NOSAUKUMS: LIGUMANR. 02/19/58
3. Visi izméi doti milimetros, augstuma atzimes metros. AR DAL.VAD. | E.Stepanova 04.10.2019 | Fasades 2-1. B-A ARHIVANR. 02/19/58 - 2
4. Visus izmérus precizét daba! - ’ _ ) )
5. Uzraditos materialus atjauts aizvietot ar analogiem, bet ne zemakas kvalitates materialiem. IZSTRAD. L.Karabuluta 04.10.2019 MEROGS:  1:50
6. Visus izmantojamos materialus iestradat un izblvet saskana ar raZotaja izdotajiem noradijumiem. . o o i STADIJA MARKA RAS.NR.
7. Krasu toni .pdf faila vai izdruka var neatbilst paredz&éto apdares materialu patiesajiem toniem katra datora un printera individualo uzstadijumu dél.
8. Fasazu kaseSu izmérus virs logiem un durvim precizét bavniecibas gaita. BP (AK) AR AR-05




PIENEMTIE APZIMEJUMI:

APZIMEJUMS NOSAUKUMS
Eso$a kiegelu arsiena
l— 3 — — 3¢ — Demontésanas zona

7 3 3
7/, //// 9 //// o ////

+2.000
Ay

ARD-06

R
@ £t

Projektéts putupolistirols

Projektéta siltumizolacija

Esosas dzelzsbetona konstrukcijas

Projektéts slipumu veidojo$s slanis

Augstuma atzime

Jumta slipums

Sienas tips

Jumta tips

Logu apziméjumi

Mezgla atraSanas norade

Mezgla numurs

Raséjuma numurs

SAISTITIE RASEJUMI:

Stava plans AR-02

Jumta plans AR-03
Fasades AR-04, AR-05
Mezgls Nr.1 AR-09

Mezgls Nr.2 AR-09

Mezgls Nr.3 AR-10

Mezgls Nr. 4 ARD-11
Mezgls Nr. 5 ARD-11

GRIEZUMS 1-1 M 1:50

Projektétas térauda jumta

kapnes jumta apkalpo$anai

EsoSs kanalizacijas sistémas
ventilacijas izvads -
paredzéts nomaint———®

Eso8a jumta zona - demontét esoSos @

slanus virs panela un izveidot jaunu
siltinajumu ar jumta segumu

+3.56

Projektéti atbalstu masti
(skatit lapa AR-12)

Ve - N g+410 m

Projektéts brugakmens
iesegums - skatit TS dala

&———FEsosas DG atgazu

~.

T

AR-09

izplades sistémas nomaina

Projektéts brugakmens iesegums -
skatit TS dala
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PIEZIMES:

1. Visparigos noradijumus un apziméjumus skatt lapa AR-01.

2. Par nosactto atzimi +0,000 pienemta ékas 1.stava tiras gridas atzime, kura
atbilst absoldtajai augstuma atzimei +6.430 LAS 2000,5.

3. Visi izméri doti milimetros un augstuma atzimes metros.

4. Blvuznémeéjs ir atbildigs par izméru parbaudi daba. Gadijuma, ja
konstatétas atkapes no projekta, par to nekavéjoties ir jainformé Bavprojekta
vaditajs.

5. Japaredz visi darbi, materiali, paligmateriali un mehanismi, kas nepiecie$ami
darbu nodro$inasanai, lai izpilditu noteikto darbu pilna apméra.

6. Pielauts izmantot uzradito materialu ekvivalentus, saskanojot risinajumu ar
projekta autoriem, stingri ievérojot materialu razotaja montazas vai iestrades
tehnologijas.

7. Visus izmérus precizét daba péc konstrukciju atsegSanas un uzmérisanas!

Telpu vienkarsota atjaunosana tiek paredzéta cita biivprojekta
(apliecinajuma karte - "Eso$a objekta RRC "Riga" modernizacija") ietvaros!

BUVNIECIBAS IEROSINATAJS:

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga",
Marupes nov., LV-1053, Reg.Nr. 40103032521

OBJEKTS:
Esosa objekta RRC "Riga" modernizacija

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.
80480010061

\_ PROJEHES

BUVPROJEKTA IZSTRADATAJS:
T e SIA "BM-projekts”
&\ Upesgrivas iela 16,

| Riga,LV-1002

J/ Talr.: +371 29762257
F
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Sa-1

ESOSA KIEGELU ARSIENA AR PROJEKTETU

SILTUMIZOLACIJU UN METALA KASESU APDARI

M1:10

Ry, A

o]

®

1. Projektétas fasades metala kasetes - Ruukki - Liberta Elegant 550,
3 platums 650mm
2. Projektéta védinama gaisa Skirkarta/ T-profils, 30mm
3. Projektéts akmens vates stiprindjuma elements
4. Projektéta akmens vate Paroc Was35t, 100mm
5. Projektéts sistémas stiprinajuma elements ar termoizolacijas
starpliku, 100mm
6. Eso$a kiegelu siena

~

7. Eso8a sienu iek$&ja apdare (karkass, gipSkartons)

Esosie slani virs nesoa
konstrukcijas demontéjami

J-1
PROJEKTI:ETA JUMTA KONSTRUKCIJA UZ
ESOSIEM JUMTA ELEMENTIEM
M1:10

-
E_ pY & g -Esosa fasades apdare demontéjama (ieskaitot visus slanus lidz
sienas nesosajai konstrukcijai)
17 -Ventilejamas fasades stiprinasanas risinajums noradits principiali.
Precizéjams bivniecibas laika péc razotaja noradijumiem.
204 [30, 100 | V- 380 | *80 ) P } !
L 4‘ L
Esosie slani uz
| neso$as konstrukcijas
| demontéjami

PIEZIMES:
PROJEKTETIE APJOMI 1. Principialos raséjumus nedrikst mérit, las’t rakstitos izmérus.

2. |zméri doti milimetros.
APZ. | NOSAUKUMS APJOMS m?| 3. Konstrukciju dimensijas un stavokli japarbauda daba, jainformé projektétajs
Sa-1 Eso8o arsienu siltina$ana un kasesu apdare 147.50 par [ebkuram atkapem no rasejumiem. R

_ : - 4. Pielauts izmantot uzradito matrialu ekvivalentus, saskanojot risinajumu ar

J-1 Projektéta jumta konstrukcija 100.00 projekta autoriem un PasitTtaju, ka arf, stingri ievérot materialu razotaja
C-1 Cokola siltind$ana un apmetums 23.50 montazas val uzlgla_sanasvtt_ehnologua‘sl. - _ , .

5. Blvniectbas laika radu$as neprecizitates novérst saskanojot ar projekta
A-1 Alilu aréja siltinasana pa perimetru, skarda elements 1.70 autoriem un Pasutitaju.

6. Lietus Gdens noteces stiprinat un izolét atbilstosi razotaja noradijumiem.
7. Ventilgjamas fasades sistémas stiprinaSanas karkass uzstadams atbilstosi
véja un passvara slodzém un raZotaja montazas tehnologijam.

8. Fasazu kase$u izmérus virs logiem un durvim precizét bivniecibas gaita.
* |lzméri precizéjami uz vietas daba.

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes
nov., LV-1053, Reg.Nr. 40103032521

Esosa objekta RRC "Riga" modernizacija

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.
80480010061

1
RO e 1.5Projektéts jumta segums - PVC jumta membrana Tectofin RG
.5mm
I 2. Projekiéta cieta virskérta Paroc Rob 80, 30mm (A=0.038W/mK)
C D 3 vaiekvivalents
B e 3. Projektéta siltumizolacija Paroc Ros 30, 100mm (A=
s R ERERR T s e 4 0,036W/mK) vai ekvivalents
/W/;'//;'/% ///W//—/ —5 4. Slipumu veidojoS$s slanis Thermo White
iR L TS S S S S S S S S S 6 (mainigs biezums 50-280mm) jumta min.slipums 2°
| N 5. Kauséjama tvaika izolacija DACO-KSD-B (sd=1500m) vai
I 7/, 7/, 7/, 7/, 7/, 7/, 7/, 7/, .
Q| e e ekvivalents
- e /_% 6. Teleskopiskais dibelis ar plakano galvu atbilstosi PVC
T ,’/J =7 membranas razotaja tehnologijai
SIS SIS I AN IL/ WS AI IS NI 7. Esoss dzelzsbetona parseguma panelis
8. Griestu apdare - Eso$a iekarto griestu sistéma
- PVC hidroizolacijas membrana stiprindgma ar mehaniskajiem
stiprinajumiem (solis 1m) un liméjot ar Teroson EF TK 400
limi, izmantojot iekSéjos un aréjos stirra elementus, saskana
fol ar razotaja ieklasanas instrukciju.
—= H 5 5\ e 8 v v
- - -Esosais jumta segums demontéjams (ieskaitot visus esosos
slanus virs jumta neso8as konstrukcijas)
BUVNIECIBAS IEROSINATAJS: OBJEKTS: BUVPROJEKTA IZSTRADATAJS:

(OBEZ o7,
TR EROBEZG
A U\

> SIA "BM-projekts”
\ Upesgrivas iela 16,
| Riga,LV-1002

Braeics, | Talr.: +371 20762257

X y ~
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Sienas un jumta Skélums
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LOGA SPECIFIKACIJA

APZ

NOSAUKUMS

SKICE / LOGA IZMERI

AILAS IZMERI (bxh)

LOGA IZMERI (bxh) | gKAITS
SIENAS

KONSTRUKCIJA

La-1

Aluminija konstrukcijas
logs - verams un
atgazams

720

720x940
700x920

Esos$s kiegelu
maris

Platiba: 0.68 m?2

PIEZIMES

Alumtnija logs: Schiico AWS 70.Sl+

Montaza veicama péc razotaja noradijumiem.
Vértne pildita ar tris stiklu paketi.
Siltumvaditspéja : Uf=<1,2 W/m2K
Skanas izolacija: Rw = 48 dB
Gaisa caurlaidibas klase: 4
Udens necaurlaidibas klase: 9A
Pretastibas pret ielausanos: RC3
Véja slodzes izturiba: C5/B5

Furnitdra - ASSA ABLOY vai ekvivalents.

Loga toni paredzét analogu eso$o logu tonim.
Logam pa perimetru tiek iestradata véja un pretkondenséata lenta.
Logu paredzét komplekta ar iek§éjo palodzi, kas ir no PVC materiala.

Fasazu kaseSu izmérus virs logiem un durvim precizét bdvniecibas gaita.

BUVNIECIBAS IEROSINATAJS:
VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes
nov., LV-1053, Reg.Nr. 40103032521

OBJEKTS:
Esosa objekta RRC "Riga" modernizacija

BUVPROJEKTA IZSTRADATAJS:

et SIA "BM-projekts”
" Upesgrivas iela 16,

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.
80480010061

| Riga,LV-1002
Talr.: +371 29762257

S et

Bavkom.Reg.Nr. 7008-RA2

AR DAL.VAD.

E.Stepanova

04.10.2019

IZSTRAD.

L. Karabuluta

04.10.2019

LAPAS NOSAUKUMS:

Loga specifikacija

LIGUMA NR. 02/19/58
ARHIVANR. 02/19/58 - 2
MEROGS: 1:50

STADIJA MARKA RAS.NR.

BP (AK) AR AR-08




MEZGLS 1
M 1:10

Projektéts bavkalums

Projektéta koka
brusa,50x50mm

Projektéta PVC membrana
Tectofin RG

Eso8a jumta zona - demontét eso$os
slanus virs panela un izveidot jaunu
siltinajumu ar jumta segumu

Projektéts mitrumizturigs
saplaksnis, 15mm

+4.10

+4.06

Projektéta akmens vate
slipuma pa perimetru

Projektéta skarda nosegdetala -
Tectofin PVC profils

=l
¥¥Projektéts saplaksnis 50x15(h)

garasim 1, A, 2

Projektéta akmens vate Paroc Rob 80, 30mm

+3.78 ©

Projektéta kauséjama gaisa un
tvaika izolacija DACO-KSD-B
(sd=1500m) vai ekvivalents

R "C‘,F :L- o728

Projektéta akmens vate Paroc
Ros 30, 100mm

©

Projektéts slipumu veidojoss slanis
Thermo White

(mainigs biezums 50-280mm) jumta
min.slipums 2°

Eso$s dzelzsbetona
parsegums (precizét uz vietas
daba)

+3.18

Esosa kiegelu mira neso$a
arsiena

Eso$a sienas iek$éja apdare (karkass,
gipSkartons)

S

EsoSi iekarto griestu paneli

+2.87

80 380

100 3020,
A

PIEZIMES:

1. Visparigos noradijumus un apziméjumus skatit lapa AR-01.

2. Par nosactto atzimi +0,000 pienemta ekas 1.stava tiras gridas atzime, kura atbilst absoldtajai

augstuma atzimei +6.430 LAS 2000,5.
3. Visi izméri doti milimetros un augstuma atzimes metros.

4. Blvuznéméjs ir atbildigs par izméru parbaudi daba. Gadijuma, ja konstatétas atkapes no projekta, par

to nekavéjoties ir jainformé Bavprojekta vaditajs.

5. Japaredz visi darbi, materiali, paligmateridli un mehanismi, kas nepiecieSami darbu nodrosinasanai, lai

izpilditu noteikto darbu pilna apméra.

6. Pielauts izmantot uzradito materialu ekvivalentus, saskanojot risinajumu ar projekta autoriem, stingri

ievérojot materidlu razotaja montazas vai iestrades tehnologijas.

7. Visus izmérus precizét daba péc konstrukciju atseg$anas un uzmérisanas!

* |zméri precizéjami uz vietas daba.

MEZGLS 2
M1:10

+4.10

Projektéta PVC membrana
Tectofin RG

Projektéta kauséjama gaisa un
tvaika izolacija DACO-KSD-B

(sd=1500m) vai ekvivalents

Projektéta akmens vate Paroc Rob 80, 30mm
Skarda nosegelementi

Projektéta akmens vate Paroc +3.56

Ros 30, 100mm .

Projektétas koka brusas 3
100x150mm, L=800mm, solis

Eso8a jumta zona - demontét eso$os
slanus virs panela un izveidot jaunu
siltinajumu ar jumta segumu

600mm (kopa 20gb) §

Projektéts slipumu veidojoss slanis
Thermo White

(mainigs biezums 50-280mm) jumta
min.slipums 2°

Notekrene

Eso$s dzelzsbetona
parsegums (precizét uz vietas
dabad)

+2.87

Eso$a kiegelu mira nesosa

arsiena

Eso$a sienas iek$éja
apdare (karkass, @

e
I

gipSkartons)

\

Esosi iekarto
griestu paneli

®

B

BUVNIECIBAS IEROSINATAJS:

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes

nov., LV-1053, Reg.Nr. 40103032521

Esosa objekta RRC "Riga" modernizacija

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.

80480010061

OBJEKTS: BUVPROJEKTA IZSTRADATAJS:

- ROBE "
',,Q\w\?ng\( OBE207,

7> SIA "BM-projekts”

“s " Upesgrivas iela 16,

= . Riga,LV-1002
BRodBHEE -/ Talr.: +371 29762257
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MEZGLS 3

M 1:10
A
Metala lenkis ar stirpina8anas skrivém
/ virs konstruktivas siltumizolacijas
Esogas ardurvis (izméru precizét bavniectbas laika)
paredzétas saglabat Projektéts brugakmens iesegums - skatit TS dala
Konstruktiva siltumizolacija Compacfoam CF-200 )
/ (A=0.046 w/mk), 1.01 N/mm?%, 50mm, L~1500mm Eso8as metala konstrukcijas kapnes - Betor_1a prugakmenS, 80mm
| Paredzétas parvietot pirms bivdarbu - Gfanlt_a lzsuals_fr.z/s,l r1y|d=30mm
Eso$s gridas segums =) Metala lenkis (50x50mm) ar veikS8anas un novietot atpakal péc visu - Mineraimaterialu maisijums 2/45, NIII, h=100mm
un gridas slani / stirpinaSanas skravi - stiprinats darbu pabeig$anas - stiprinat brugakmen. - Mineralmaterialu maistjums 2/56, NIll, h=150mm
pie pamata +0.00 - Salizturiga slana izbave no smilts vai citiem
{ atlautiem materialiem, h=300mm
Projektats skravajams A o - Lidz 45MPa sablivéta un profiléta eso$a grunts
siltumizolacijas stiprina$anas //////////’ . 3
dibelis RAW PLUG TFIX 8S 7 // 7 ,//’ , -0.15
135mm vai ekvavilents ——————F%~% /////// {
//’//, /// Masa tonéts apmetums (sKatt AR-04, AR-05) .
ANl Sakret grunts pirms dekorativa apmetuma
Projektta hidroizolacija uz % //// s uzklaganas, arméjoss stikladkiedras siets ar dibeliem
cementa bazes - Kerabuild Eco ///// ,//’// un limjavas kartu Sakret KAM
Osmocem uzklat ~2mm biezuma s //, g /// 10 v
Finnfoam ekstrudats 000 045
putupolistirols FI300XX, 50mm 000 R A A R i s e A A s 1 /. SN
A=0.036W/m2K TS TN IN SN TSNS S ALS T THLT NS TS A TN s A
W | o iih it i s s s s il ek s s i i oA s il ot i
7 7 /// 7 /// B ST T B RIS ST ,“'.‘_.).‘(, e .‘ RN BN B ,’_-\,\:\x" SR
Projektéts skrivéjams ///,/// ,/////
siltumizolacijas stiprina$anas ’/,’ “ //// 0 S
dibelis RAW PLUG TFIX 8S 0000 NWVWWWWVVWAWWW
135mm vai ekvavilents A L
7200 A | N
/// /// //// . ) R
Geomembrana ELTETE 7 ///////// s SN AR e e A g X e, o F e .
Isostud / GXP Plus 0,5 4 B R R e AR DR TRN I T S
i i AN 4 L S . S ~ T a daal g .
Esosi &kas pamati . . T e ey, R 1 .. P ARSI .
- T T Coe Sa, N PR =1 N R
B O U N T 2 'S A R VR S e
SRR S SN T NI S NS 4 g R
S AL R A I SR [has
R I AN Y ¢ .
PIEZIMES: BOVNIECTBAS IEROSINATAJS: OBJEKTS: BOVPROJEKTA IZSTRADATAJS:

1. Visparigos noradijumus un apziméjumus skatit lapa AR-01.

2. Par nosactto atzimi +0,000 pienemta kas 1.stava tiras gridas atzime, kura atbilst
absoldtajai augstuma atzimei +6.430 LAS 2000,5.

3. Visi izméri doti milimetros un augstuma atzimes metros.

4. Bavuznéméjs ir atbildigs par izméru parbaudi daba. Gadijuma, ja konstatétas
atkapes no projekta, par to nekavéjoties ir jainformé Bavprojekta vaditajs.

5. Japaredz visi darbi, materiali, paligmateriali un mehanismi, kas nepiecie$ami
darbu nodro$inasanai, lai izpilditu noteikto darbu pilna apméra.

6. Pielauts izmantot uzradito materialu ekvivalentus, saskanojot risinajumu ar
projekta autoriem, stingri ievérojot materialu raZotaja montazas vai iestrades
tehnologijas.

7. Visus izmérus precizét daba péc konstrukciju atseg$anas un uzmérisanas!

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes
nov., LV-1053, Reg.Nr. 40103032521

Esosa objekta RRC "Riga" modernizacija

ADRESE:

Parraides radiocentrs, MeZares, Babites
pag., Babites nov., LV-2101, Kad. Apz.

80480010061

\ -PPOJeHES

ATRRNEROBEZ G
IR IEREZ0r
et GOSN
A

SIA "BM-projekts”

“s “\ Upesgrivas iela 16,

= . Riga,LV-1002

J/ Talr.: +371 29762257

hY

S

Bivkom.Reg.Nr. 7008-RA2

LAPAS NOSAUKUMS:

AR DAL.VAD.

E.Stepanova

04.10.2019

Mezgls Nr.3

IZSTRAD.

L. Karabuluta

04.10.2019

LIGUMA NR. 02/19/58
ARHIVA NR. 02/19/58 - 2

MEROGS: 1:10
STADIJA MARKA RAS.NR.
BP (AK) AR AR-10




MEZGLS 4 (A-1)
M1:10

Projektéts sistémas stiprindjuma elements ar
termoizolacijas starpliku, 100mm

Projektéta akmens vate Paroc Was35t, 100mm

Projektéta védindma gaisa $kirkarta/ T-profils, 30mm—

Projektétas fasades metala kasetes -

*80

280, 100,
1

i

Esosa iek$éja apdare
(karkass, gip$kartons)

Ruukki - Liberta Elegant 550

Paroc WAB 35t (30mm),

(AD=0.036 W/mK) akmens vates pléksnes\

Cinkota skarda lasenis, 0.6mm -
apSuvums pa loga perimetru - tonis
péc RAL kataloga (RAL 7024)

Difdzijai atvérta aréja membrana

Pro Clima Contega EXO 120mm———
Loga pielaiduma profils ALB-
EW-06-24, 6 mm (ar sietu)

Blivejums, neitrals silikons
Makroflex NA109, bezkrasains

Kronsteins loga stiprinaSanai

Difdzijai atverta aréja membrana

Pro Clima Contega EXO 120mm\

Skarda aréja palodze, t=0.5mm,
tonis péc RAL kataloga (RAL 7024)

Paroc WAB 10t (20mm),
(AD=0.036 W/mK) akmens vates plaksnes

PIEZIMES:

%4%%%%%%

lﬂl

100 |

380

1. Visparigos noradijumus un apziméjumus skatit lapa AR-01.
2. Par nosactto atzimi +0,000 pienemta ekas 1.stava tiras gridas atzime, kura atbilst

absolGtajai augstuma atzimei +6.430 LAS 2000,5.

3. Visi izméri doti milimetros un augstuma atzimes metros.
4. Bavuznéméjs ir atbildigs par izméru parbaudi daba. Gadijuma, ja konstatétas atkapes no
projekta, par to nekaveéjoties ir jainformé Bavprojekta vaditajs.
5. Japaredz visi darbi, materiali, paligmateriali un mehanismi, kas nepiecieSami darbu
nodro$inasanai, lai izpilditu noteikto darbu pilna apméra.
6. Pielauts izmantot uzradito materialu ekvivalentus, saskanojot risinajumu ar projekta
autoriem, stingri ievérojot materialu raZotaja montazas vai iestrades tehnologijas.

7. Visus izmérus precizét daba péc konstrukciju atseganas un uzmérisanas!
8. Risinajumi noradtti principiali. Ventilacijas restes aizpildi$anu precizét daba, apsekojot eso$o

situaciju, parsedzes un sienas kvalitati.
* |lzméri precizéjami uz vietas daba.

Eso$a ékas kiegelu arsiena

Aizpildamas eso8as ventilacijas atveres ar
kiegelu mari (kopa 3gb = 0.35m3)
Risinajumu precizét uz vietas daba
Atjaunojama iek$éja apdare zonas,

kur aizpildamas ventilacijas atveres

Eso$a loga parsedze, precizét uz
vietas daba

Paroc Linio 10 (30mm),
(AD=0.036 W/mK) akmens vates plaksnes

Perforéts stira profils

| ————Loga ailes apdare

Metala profils UD 30

Diftizijai slégta imlenta Pro
Clima Contega SL 120mm

Aluminija konstrukcija logs

Projektéto logu paredzét
komplekta ar iek$éjo palodzi,
kas ir no PVC materiala.

Eso$a iek$&ja apdare (karkass,
gipSkartons)

MEZGLS 5 (C-1)

nov., LV-1053, Reg.Nr. 40103032521

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes

Esosa objekta RRC "Riga" modernizacija

M1:10
o o 20,30, 100 ,
Projektéts sistémas stiprindjuma elements ar )
termoizolacijas starpliku, 100mm1 = —
® Esosa ékas kiegelu
Projektéta akmens vate Paroc Was35t, 100mm arsiena
Projektéta védinama gaisa Skirkarta/ T-profils, 30mm "0 @
Projektétas fasades metala kasetes - Ruukki - Liberta Elegant 550
Projektéts brugakmens iesegums - skafit TS dala Projektéts akmens vates
- Betona brugakmens, 80mm stiprinajuma elements
- Granita izsijas fr.2/8, hvid=30mm /’// % /// % /’// 7
- Mineralmaterialu maisijums 2/45, Nill, h=100mm ° L Aluminiia cokola brofil
- Mineralmaterialu maistjums 2/56, NI, h=150mm 015 I uminija cokola protiis
- Salizturiga slana izoave no smilts vai citiem 4} i At o
atlautiem materialiem, h=300mm 7 v // o // o5 /,/RrOJelgtets_ slkruvejlarrl]s_v
- Lidz 45MPa sablivéta un profiléta eso$a grunts v // 0 // A7 siltumizolacijas stiprinaSanas
/// [ 0 dibelis RAW PLUG TFIX 8S
7S TS H :
Masa tonéts apmetums (skatit AR-04, AR-05) L0 135mm vai ekvavilents
Sakret grunts pirms dekorativa apmetuma T Projektéta hidroizolacija uz
uzklasanas, arméjoss stiklaskiedras siets ar I, cementa bazes - Kerabuild Eco
dibeliem un limjavas kartu Sakret KAM g PN, /74> Osmocem uzklat ~2mm biezuma
- ©| s /// / //// 7
4}0'45 — 75 - 55 - 7, Finnfoam ekstrudéts
9 7/, 7/, / T
vz 7 > % LS putupolistirols FI300XX, 50mm
T e N ) s
S S S
e R ST Y ARG Y R AL AR o’ 77, 7 /// 7, % /,/ 9 /// o L
VAAVAVAVAVAY, =7 7 Y * L Projektéts skravejams
% 7/, 7/, 7/, . . .
\/\/\/\/\/\/\/\/\/\/\/g AN II NI siltumizolacijas
~ /// % /’// g ’// o stiprina$anas dibelis RAW
LT, PLUG TFIX 8S 135mm vai
7 . S S, i
NANNNNNINININ/N 07 ekvavilents
7/, 7/,
00000 1 Geomembrana ELTETE
o T . e T N T ST T Isostud / GXP Plus 0,5
%q ‘. te- T A - a N A - -9 AA ‘ A ////////////////
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BUVNIECIBAS IEROSINATAJS: OBJEKTS: BUVPROJEKTA IZSTRADATAJS:

@M{maqurzqna,;%;\ SIA "BM-projekts"
/ -\ Upesgrivas iela 16,

ADRESE:

Parraides radiocentrs, Mezares, Babites

pag., Babites nov., LV-2101, Kad. Apz.
80480010061

| Riga,LV-1002
/ Talr.: +371 29762257
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MEZGLS 6

ATBALSTA MASTA STIPRINASANAS MEZGLS

M1:20
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Projektéts stiprinajums
siena ar hilti Kimiskajiem
o enkuriem
5 (precizét bavniecibas
- laika)
- g Detala 1
e
il

N

| —Detala 1

Projektéts stiprinajums
siena ar hilti kimiskajiem
enkuriem

(precizét bavniectbas
laika)

Eso$a mira siena

0 380 10%9(20
A
SPECIFIKACIJA:

Nosaukums lzmérs (mm) Garums (m) Skaits (gab.)
Cinkota térauda caurule @ 60x5 2.50 2
Detala 1 4
Cinkota taisnsttrveida plaksne 50, s=5 0.14 8
Cilpa 12 0.45 8
Cinkots U-profils UPN65 1.60 4
Hilti kimiskie enkurojumi 0.25 8

GRIEZUMS a-a Detala 1
M1:10 M1:10
45
_“ﬁUPN 85
A G
N
400 L
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- 8| ¢
- Detala 1 Taisnstra plaksnites \
| AT @ 50x140mm é‘ g(\)/aggétveida Xaurule
|| X60mm, s=4mm
I |
c
( \0\
) 6 1n Cilpa @12 Slh(na'tls'lco-c
Caurule L 400 L
&; @ 60x5mm i 1
N Projektéti stiprinajumi 9 E
siena ar hilti Kimiskajiem
enkuriem
(precizét bavniectbas 4@
7 laika)
80 4L 380 4L 100 4Ls(M,/zo
Skats b-b
M1:10
55,85 ,60, 85 55
81 k) [
L 340 L
L L
PIEZIMES:

1. Visparigos noradijumus un apziméjumus skatt lapa AR-01.

2. Par nosactto atzimi +0,000 pienemta &kas 1.stava tiras gridas atzime, kura atbilst
absolltajai augstuma atzimei +6.430 LAS 2000,5.

3. Visi izméri doti milimetros un augstuma atzimes metros.

4. Blvuznémeéjs ir atbildigs par izméru parbaudi daba. Gadijuma, ja konstatétas atkapes no
projekta, par to nekavéjoties ir jainformé Bavprojekta vaditajs.

5. Japaredz visi darbi, materiali, paligmateriali un mehanismi, kas nepiecie$ami darbu
nodro$inasanai, lai izpilditu noteikto darbu pilna apméra.

6. Pielauts izmantot uzradito materialu ekvivalentus, saskanojot risinajumu ar projekta
autoriem, stingri ievérojot materialu raZotaja montazas vai iestrades tehnologijas.

7. Visus izmérus precizét daba péc konstrukciju atseg$anas un uzmérisanas!

8. Risinajumi noradfti principiali.

9. Visam térauda detalam jabiit karsti cinkotam.

10. Visus urbumus hermatizét!

11. Atbalsta mastus nostiprinat pirms fasades siltinasanas darbu uzsak$anas!

BUVNIECIBAS IEROSINATAJS: OBJEKTS:

VAS "Latvijas gaisa satiksme", Muzeju iela 3, Lidosta "Riga", Marupes
nov., LV-1053, Reg.Nr. 40103032521

Esosa objekta RRC "Riga" modernizacija

BUVPROJEKTA IZSTRADATAJS:

" SIA "BM-projekts”
&\ Upesgrivas iela 16,
| Riga,LV-1002

ADRESE: A J Talr.: +371 29762257
Parraides radiocentrs, MeZares, Babites N
pag., Babites nov., LV-2101, Kad. Apz. Qs
80480010061 Bavkom.Reg.Nr. 7008-RA2
LAPAS NOSAUKUMS: LIGUMA NR. 02/19/58
AR DAL.VAD. | E.Stepanova 04.10.2019 | Atpalsta masta stiprinasanas mezgli ARHIVA NR.  02/19/58 - 2
IZSTRAD. L. Karabuluta 04.10.2019 MEROGS:  1:20; ficated
STADUA | 1.1p" ™A RAS.NR.

BP (AK) AR AR-12
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PIEZIME:

1. Papildus apkalpes platforma ir Sia "Vairogs - M" izstradajums.

Izméri doti milimetros, augstuma atzimes dotas metros, ja nav noraditas citas mérvienibas.
2. Metala lTka ar nofikséSanas mehanismu rokturi abas ldkas pusés.

3. Ldku ailu izméri doti milimetros. Pirms |Gku izgatavoSanas/iegades un montazas veikt
kontroluzmérijumus daba.

4. Visus izmantojamos materialus iestradat un izbuvét saskana ar razotaja izdotajiem
noradijumiem;

5. Jebkuras izmainas projekta saskanot ar projekta vaditaju.

S 0 / AS




“EsosSa objekta RRC “Riga” modernizacija” r‘ I‘,
(Parraides radiocentrs, Babites pag., Babites nov., LV-2101) r1| l l

PNOJEHES

BUVPROJEKTA (APLIECINAJUMA KARTES) IZSTRADE
“EsoSa objekta RRC “Riga” modernizacija”

9. ELEKTROAPGADE (ar&ja)



DALAS RASEJUMU SARAKSTS UN TO MARKAS

N.p.k Nosaukums Mérogs Ras. Nr.
| 1. || ELT_ZA dalas visparigie raditaji || || ELT-1.1 |
| 2. || Teritorijas plans ar zibensaizsardzibas kontdru || M 1:100 || ELT-1.2 |
SKAIDROJOSS APRAKSTS

Projekts: "Aviacijas mobilo sakaru sistémas objektu infrastruktlras modernizacija", "Parraides radiocentrs", MeZares, Babites nov., kad. apz.
80480010061
, izstradats pamatojoties uz pasutitaja doto projekté3anas uzdevumu nemot véra spéka eso$os normativos dokumentus, ka arf citu
inzenierkomunikaciju projektétaju sniegto informaciju.
Projekta ELT_ZA dala tiek risinata teritorijas zibensaizsardzibas zemé&juma kontara izbive.

Zibensaizsardzibas sistéma, zeméjuma kontiirs:

1. Eku zibensaizsardzibas sistéma izstradata saskana ar LBN 201-15 "Bavju ugunsdro3iba" 9. nodalas "Zibensaizsardziba" prasibam, saskana
ar LBN 261-15 "Eku iek$&jo elektroinstalaciju izblve" un LVS-EN 62305;

2. Ekai uzstadita zibensaizsardzibas sistémas kontrs, kas atbilst 11l aizsardzibas klasei.

3. Ekai paredzéts izblvét zeméjuma konttru 0.7m dziluma. Izvietojot zem&juma kontdru paredzét izvadus no zemes virskartas perspektivajiem
pieslégumiem funkcionalajam zemé&jumam un zibensaizsardzibas tiklam.

4. Péc zeméjuma kontdra izbaves javeic kontrolmérijumus Iidz pretestibas mérijums sasniedz Rz<4Q. NepiecieSamibas gadijuma paredzét
papildus elektrodus.

5. Zemé&juma kontdru savienot ar potencializlidzinoSo kopni.

Visparigie noradijumi:

1. Visi montazas darbi javeic saskana ar spéka esoSiem pasvaldibu un Latvijas Valsts izdotajiem blvniecibas normativiem,
Eiropas normativiem (EN), tiem Eiropas standartiem, kuriem ir Latvijas standartu statuss (LVS EN), ka arT Pastitaja noradijumiemun razotaju
izdotas instrukcijas;

2. Visus projekta paredzétos materialus iesp&jams aizstat ar ekvivalentiem, tadas paSas kvalitates un specifikacijas un dizaina materialiem,
kas atbilst Eiropas normativo aktu prasibam;

3. Visus projekta paredzétos materialus iesp&jams aizstat ar ekvivalentiem, tadas pa$as kvalitates un specifikacijas un dizaina materialiem,
kas atbilst Eiropas normativo aktu prasibam;

4. Pirms projekta realizacijas bavniecibas organizacijai novértét materialu specifikaciju un darbu apjomus, nepiecieS$amibas gadijuma
tos redigét un saskanot ar pasatitaju;

5. Objekta drikst pielietot tikai ES sertificétus materialus. Visam iekartdm janodroSina lietoSanas instrukcijas valsts valoda.

6. Uznémumam, kurs slégs ligumu par zibensaizsardzibas izbavi, japiedava pilns darbu un materialu komplekts, kas nepiecieSams sistémas
izblvei.

7. Materialus un montazas izstradajumus, kas nav paredzéti dotaja projekta, japaredz montazas organizacijai, nemot véra iepriek$éjo darba
pieredzi.

8. Projekta paredzéto aparatiras iekartu marku un tipu var aizvietot ar analogu izstradajumu. Visas iekartas pirms pasitiS8anas saskanot ar
Pasutitaju.
ST projekta risinajumi var tikt precizéti péc Pasititdja vai autora noradijumiem.

9. Projektu skatit kopa ar paréjam bavprojekta sadalam.

10. Péc darbu pabeig8anas sakartot montazas darbiem izmantoto teritoriju, atjaunot zalaju, brauktuvju un gajéju ietvju cietos segumus.

Pienemtie apziméjumi Izmantoto Dokumenti Saraksts:
— 2z — | Projekt. plakandzelzs 30x3.5 mm; 1. LBN 202-18 "Bavniecibas ieceres dokumentacijas
® Projekt. Apalstieples krusta / T-veida savienojums; noformésana";
N Projekt. Mérijumu klemme montéta uz masta pamata; 2 LBN 201-15 "Bﬂvju.ugunsc'iro:é‘,iba'\";
3 LBN 008-14 "InZeniertiklu izvietojums";
®4q Projekt. Pieslégspaile (esoa zenéjuma tikla pieslegSanai pie kontira) 4. LVS EN 12464-1 "Gaisma un apgaismojums";
e—{I |Projekt. Apaldzels zemgjuma elektrodi, @20mm, L=3m 5. LVS-EN 62305-3 "Zibensaizsardziba";
6. LVS-60598-1:2015 "Gaismekli";
7. LEK-049, LEK-082, LEK-129;
8 "DRAKA" produktu katalogs;
9. "DEHN" produktu katalogs;
10. Razotaju izdotas iekartu instrukcijas.

Bavniecibas ierosinatajs: Objekts: Bavprojekta izstradatajs:

VAS "Latvijas gaisa satiksme"
Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053
Re§.Nr.40003038621

SIA "BM Projekts”
Upesgrivas iela 16,
Riga, LV-1002,
Bivk.reg.Nr.7008-RA2
Talr.: +371 29762257

"Aviacijas mobilo sakaru sistémas
objektu infrastruktiiras modernizacija"

Paraksts Datums |Adrese: ) R

- - - Parraides radiocentrs", Mezares,
Bavproj. vad.| Elita Stepanova 12.09.2019 Babites nov., kad. apz. 80480010061
ELT dalas vad| Vitalijs Sevéuks 12.09.2019| Lapas nosaukums: Liguma Nr.: 02/19/58/

Izstradaja | Velards Anaskins 12.09.2019 Arhiva Nr.:

L Mérogs: B.m.
ELT visparigie raditaji
Stadija Marka Ras. Nr.

BP ELT_ZA 1.1




Pienemtie apziméjumi

Piesleguma spaile [ [P Avapieies ra T saveraoms
Zeméjuma Elektrods (Masta konstrukcijas W [P Vet Koo mona vz masapanas |
(apaldzelzs @20mm L=3m) “_

. . . Projekt. Pieslégspaile (esoa zenéjuma tikla pieslegSanai pie kontdra
piesleguma vieta pie : ospale{ : peeeree )

- e i
zemejuma kontdra ) = =

‘:!‘__

Piesleguma spaile ‘l
(esosa zemejuma izvada “‘

piesleguma vieta pie |

zemejuma kontdra )

Piesleguma spaile ®

i / 1. Ekai paredzét zibensaizsardzibas sistému, kas atbilst Il zibensaizsardzibas klasei
(Masta konstrukcijas A atbilstosi LVS EN 62305 standartam;
piesleguma vieta ple - 2. Pie zibensaizsardzibas sistémas pievienot sniega barjeras, lietus idens notekas,
. _ metala kapnes u. c. stravu vadosas iekartas, kas atrodas uz ékas jumta;
Zemejuma kontlra ) 3. Nolaidumi no jumta uz zemé&juma kontiriem pa ékas neso$as konsturkcijas
sienam;
4. Funkcionalo zeméjuma saslégt kopa ar zibensaizsardzibas sistému izmantojot
! , hidroizolétus izvadus no betona gridas atraSanas vietas skat. blvprojekta planos;
= 5. Péc zemé&juma kontdra izbidves veikt kontrolmérijumus, lai tiktu nodroSinats
Zeme-luma Iente 2300 Rz<4Q, ja pretestiba netiek nodrosinata tad izbavét papildus elektrodus;
(plakandzelzs 30x3.5mm)

6. Visi darbi izpildami ievérojot LBN, LVS, EN un raZotaju izdotas instrukcijas.

Piezimes:

Mérijumu spaile

| Bavniectbas ierosinatajs: Objekts: Bavprojekta izstradatajs:

VAS "Latvijas gaisa satiksme" "Aviacijas mobilo sakaru sistémas

SIA "BM Projekts”
Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053 objektu infrastruktiiras Upesgﬁva::ﬁa :e,

Reg.Nr.40003038621 modernizacija"" 1 Riga, LV-1002,
' ' Gvk.reg.Nr.7008-RA2
Piesleguma spaile Bivk.red.Nr.7008

P kst N Talr.: +371 29762257
— 0 . araksts N
(esosa Zemejuma IZVada ___m arraides radiocentrs“’ Mezéres’

piesleguma vieta pie | | | Babiesnov. kad.apz 80450010061

Zeme' k t— LT dalas vad Vitélijs Sevéuks 12.09.2019 Lapas nosaukums: Liguma Nr.: 02/19/58/
ab-s Juma kontdra ) lzstraddja | Velards Anaskins | |12.00.2019 e

erogs: .
zibensaizsardzibas kontdru Stadija

In.;_‘-.-._'_—-




MATERIALU SPECIFIKACIJA
ELEKTROAPGADE
(bdvdarbu veids val konstruktiva elementa nosaukums)
Apjomi sastaditi, pamatojoties uz dalas ras&jumiem.

Materiala nosaukums erv. . Piezimes

1 Kabeltrepes valks DRL 300 FS m 80
2 PCE ROZETE W/A 3F 5-kont 16A IP-44 gb. 2
3 Kabelu ievadpldlksnes gumyas FIMO GTR 50 6110001050 gb. 5
4 Kabelu ievadplaksnes gumijas FIMO GTR 40 6110001040 gb. 9
5 Kabelu ievadplalksnes gumijas FIMO GRR 1x40-50 6108501040 gb. 16
b Kabelu ievadpldksnes gumiyas FIMO GRR 1x1/.2"40 6108381012 gb. 4
7 Kabelu ievadplalsnes gumijas FIMO GRR 1x1/4"-40 6108381014 gb. 1
8 Kabelu ievadplalksnes gumijas FIMO GRR 1x7/8" -40 6108381078 gb. 12
9 Kabelu ievadplalksnes gumijas FIMO GRR 2x1/4" -40 6108382014 gb. 2
10 30 m tornim

101 Kabelu stiprindjumi Fimo sRF M/ 1x1/2°S {14) 6115560014 gb. 29

10.2 Kabelu stipringjumi Fimo sRF M/ 1x7/8" (28) 6115560078 gb. 36
11 4bm tornim

11.1 Kabelu stipringjumi Fimo sRFE M/ 1x1/2°5 {14) §115560014| gb. 43

11.2 Kabelu stipringjumi Fimo sRF M/ 1x7/8" (28) 6115560078 gb 129

11.3 Kabelu stipringjumi Fimo sRF M/ 1x11 M 6115560011 gb. 43
12 Gaisa noplides ventildtors TD-800/250 gb. 1
13 Temperatiras sensors SCHT-AD. gb. 1
14 Awvidcijas aizsargugum OBELUX LI-10_DCW-F gb. 4
15 Avidcijas gaismu barofanas bloks OBELUX P5-230-48-01A8; 230/48)  kpl. 2
16 Avidcijas gaismu konfroliens OBELUX CSW-DCW-DA5-F fpl. 2
17 Kabelis, MCMK-2x2,5+2,5 m 140

Materidlu un izstradajumu markas specifikdcijd uzraditas k& kvalitdtes ralsturojums. Tos iespéjams aizvietot ar cifiem
Latvija vai ES sertificEfiem matenaliem, kuru tehniskie paramefn un Jpastbas nav sliktalkas par projekia pienemiajiem.
jénbréda Sie materiali un ar rafofa‘,r'a .dokumen-fécf]u vai lkompetentas institicijas izsniegtu aph:ecr'néju}nu par parbaudes
bavniecibai nefébvéfr‘gu laika apstakly dél (sasaluma peﬁod&, vjrsﬁdérju pr'epfﬁs'éna u.c.).

DARBU APJOMS
ELEK TROAPGADE
(bowdarbu veids vai konstrukiiva elementa nosaukums)

Apjomi sastaditi, pamatojoties uz dalas ras&jumiem.

Darba nosaukums ! Daudz. Piezimes
1 Kabeltrepes vaka uzstadifana m 80
2 Kabela monté§ana uz kabelfrepes un pie masfa konstrukecijas m 140
3 MNomainit ievadplaksnes gumijas vacinus gb. 49
4 Nomainit kabelu stiprindjumus gb. 329
5 Demontét esosas 3 faZu rozefes gb. 2
] Uzstadit proj. 3 faZu rozetes. PCE V/A 3F 5-kont 164 IP-44 gb. 2
7 Uzstadit Gaisa noplddes ventildtoru ar termostatu kpl 1
8 Demontét esodds avidcijas aizsarggaismas gb. 4
9 Demontét esosas aividcijas alzsargaismu kabelus oby. 1
10 Uzstadit avidcijas aizsarggaismas gb. 4
i1 uzstadit aizsarggaismu baro§anas bloku gb. 2
12 uzstadit aizsarggaismu kontrolien gb. 2
13 gizsargaismu sistmenas saslégsana, lestéSana , konfigurésana obyj. 1
14 Nodoganas dokumentacijas sagatavo§ana kpl 1

Matenalu un 1zstrdddjumu markas specifikdcid uzraditas k& kvalitdtes ralksturojums. Tos iespéjams aizvietol ar
citiem Latvija vai ES serdificétiem matenialiem, kuru tehniskie parametr un ipasibas nav sliktakas par projekia
plenemtajiem.

Ja pretendents aizvieto tehniskajd specifikdcijd nordditos materidlus ar ekvivalentiem, vinam piedavajuma tamés
ja@norada Sie matendll un ar raZotdja dokumentaciju var kompefentas inshitiicijas izsniegtu apliecindjumu par
parbaudes rezultadtiem jpierdda, ka piedavajums ir ekvivalents un apmienna pasifitaja prasibas.

Bovdarbu veicgjam ievertét bivniecibas kalendaro laika periodu, un paredzé&tf papildus darbus, kas var rasties
bivniecibai nelabvéligu laika apstakly dél (sasaluma perods, virsddenu piepli&ana u.c.).



MATERIALU SPECIFIKACIJA
Zibensaizsardziba, ELT_ZA

(bivdarbu veids vai konstruktivd elementa nosaukums)
Apjomi sastadii, pamatojoties uz dalas rasgjumiem.

Nr. Darba nosaukums Merv. Daudz. Piezimes
1 Marjumu, savienojuma klemme @8-10 gb B
2 lzolgts zemé&juma izvads @10 L=2000 gb B
3 Pieslégumspaile pie zem. stiena 30x3,5/@20 gb 12
4 lokanais savienojums/klemme metalisko konstrukciju piesl&ganai
) gb 8

(multi klemme)
5 T krusta klemme gb 6
6 MEarjuma klemmes nummura plaksne gb B
7 Cinkota térauda plakandzelzs lenta 2300 30x3.5 m 140
8 Cinkota térauda savienojuma klemme lentam (50_gab) kpl 1
9 Koaksala kabela zemejuma kopne gb 2
10 Zeméjuma elektrods, tips A@20/1500 gb 24
1 Potenciali izidzino&3 kopne (18094 OBO) kabelu zem&ganai kpl 6

+DXE-UE-2p
12 Fideru zemé&ums Fimo KMT 14 P E 61 1540 89016 gb. 24
13 Fideru zemé&ums Fimo KMT 11 P E 61 1540 9014 gb. 12
14 Fideru zeméjums Fimo KMT 7/8" P E 61 1540 9078 gb. 72
15 Informativa rakstura pliksne ar stiprindjumiem gb 6

Projektad neieklautos papildarbus bivniecibas kompanijai veikt balstoties uz savu personigo pieredzi.

Projekta izmantotos materidlus un iekartas iesp&jams aizstat ar analogiem tadas paas kvalitates,
dizaina matenliem nemot ver3 iekartu un matenalu specifiskas Tpasibas;

Materidlu komplektaciju veikt atbilstodi izstradatajam projektam un raZotaju izdotajam instrukcijam.

MATERIALU SPECIFIKACIJA
Zibensaizsardziba, ELT_ZA

(bOvdarbu veids vai konstruktiva elementa nosaukums)
Apjomi sastaditi, pamatojoties uz dalas ras&jumiem.

Darba nosaukums . Daudz. Piezimes

1 Trases nosprausana m 140

2 TranZejas raksana, aizbériana ar blietéZanu m 140

4 Pieslégspailu montaZa gb 12

5 Lokano savienojumu mont3Za gb 8

3 Zemejuma kontdra izblve, ieskaitot visus nepieciefamos darbus m 140
un materialus

) |zbdvetd zibens kontlra pieslég3ana pie esosa kontlra obj. 1
Zeme&juma elektroda iedziZana zemé, ieskaitot visus

10 o - gb 12
nepiecieSamos darbus un materialus

" MEerjuma klemmes montiZa gb ]

12 Koaksala kabela zemejuma kopne gb 2
Poteincialu izidzind5anas kopnes montaZa, ieskaitot visus

13 S - gb 6
nepiecieSamos darbus un materialus

14 Kabelu zemEjuma montdZa gb 108

14 Informativas (bridindjuma) plksnes montaZa gb

16 Kaontrolmérijumu veikZana kpl 1
Zaliena, seguma atjaunoZana (h=200mm)}, ar apakskartas

7 - - : m2 70
bliet&5anu un materidla nomainu

18 Rak3anas atlaujas sanem%ana konkrétajam objektam obj. 1

Projektd neieklautos papildarbus blvniecibas kompanijai veikt balstoties uz sawu personigo pieredzi.

Projekta izmantotos materidlus un iekartas iespsjams aizstat ar analogiem tadas paZas kvalitites,
dizaina materidliem nemot vEra iekartu un materialu specifiskas Tpasibas;

Materidlu komplekticiju veikt atbilstofi izstrddatajam projektam un raZotiju izdotajdm instrukcijdm.



“EsosSa objekta RRC “Riga” modernizacija” r‘ I‘,
(Parraides radiocentrs, Babites pag., Babites nov., LV-2101) r1| l l

PNOJEHES

BUVPROJEKTA (APLIECINAJUMA KARTES) IZSTRADE
“EsoSa objekta RRC “Riga” modernizacija”

10. DARBU ORGANIZACIJAS PROJEKTS



SKAIDROJOSAIS APRAKSTS
1.VISPARIGIE DATI
1.1. Ievads

Darbu organizéSanas projekts objektam ,,EsoSa objekta RRC “Riga” modernizacija”
izstradats, pamatojoties uz Pasiititaja projektéSanas uzdevumu, Konstrukciju un inZeniersistemu
apsekoSanas slédzienu un saskana ar Babites pagasta Teritorijas izmantoSanas un apbiives
noteikumiem, skanojoSo institiiciju tehniskajiem noteikumiem, topografisko izpéti, normativo aktu
prasibam, spéka esoSajiem Latvijas btvnormativiem, Latvijas Valsts standartiem un vides
aizsardzibas prasibam.

Darbu organizéSanas projekts ir izstradats, balstoties AR dalu un topografisko planu.
Biivdarbu organizésanas projekts izstradats atbilstosi LR biivnormativu un citu normativo aktu
prasibam un BUVNIECIBAS LIKUMA, DARBA AIZSARDZIBAS LIKUMA, CELTNIECIBAS
NORMU UN NOTEIKUMU prasibam:

e MK noteikumi Nr.500 ,,Visparigie buivnoteikumi”;

e MK noteikumi Nr.92 ,,Darba aizsardzibas prasibas, veicot buvdarbus”;

e MK noteikumi Nr.238 ,,Ugunsdrosibas noteikumi”;

¢ MK noteikumi Nr.529 ,,Eku biivnoteikumi”;

e Visus buvdarbus javeic saskana ar Latvijas biivnormativu prasibam, t.sk.:
e LBN 305-15 "Geodeziskie darbi btivnieciba”,

e LBN 207-15 "Geotehniska projektesana",

e [BN 202-15 ““Biivprojekta saturs un noformésana”;

e Aizsargjoslu likums;

DOP sastava ieklauta DAP /darbu aizsardzibas plans/, ietverot pasakumus no projekta
izstrades sakuma lidz biivdarbu uzsakSanai: informacija par apgriitindjumiem, eso$as situacijas
raksturojums, ka ari aizsardzibas pasakumi darbu veikSanas laika un iekartojot buivlaukumu.
Darbu organizéSanas projekta skaidrojoSaja apraksta veérsta uzmaniba uz papildus riska faktoriem,
kas raksturigi konkrétiem apstakliem, ka art atgadinatas pamatprasibas galveno darbu veicgjiem.

1.2.Eso08$2a situacija

Projektéjama €ka atrodas Parraides radiocentra teritorija - MeZzares, Babites pag., Babites
nov., LV-2101. Zemesgabala kadastra Nr. 80480010061, platiba 12,2 ha.

Uz eso$a zemesgabala atrodas dazadas nozimes parraides radiocentra €kas un sakaru torni.
Projekt&jama teritorija atrodas zemesgabala dienvidu dala. Zemesgabala piebrauktuve organiz&jas
no teritorijas dienvidaustrumu dalas, teritorijas ziemelaustrumu dala atrodas tidenstilpne. Lielako

dalu terotorijas klaj kokaudze. Reljefs saméra lidzens.



1.3 Buvprojekta paredzéts:

Demontazas darbi

Paredz&ts demontét esoSu asfaltbetona segumu, esoSu brugakmeni un betona apmales ap
€ku. Paredzeta jumtas seguma un siltinagjuma demontaza (siltumizolacija un slipumu veidojosSais
slanis~200 mm), fasades dekorativas apdares (saidinga) un bojata siltumizolacijas slana
demontaza (stikla vates siltumizolacija ~100mm), aizmugurgjas fasades loga demontaza.

Atkritumu apsaimniekoSana tiek veikta saskana ar Atkritumu apsaimniekoSanas likumu un

no ta izrietoSajiem Ministru kabineta noteikumiem. Izvedot biivgruzus, nepiecieSamibas gadijuma,
tiek paredzeta izbraucamas tehnikas tiriSana, lai nepielautu arpus objekta un objekta braucamo ielu
piesarnojums.

Celi, laukumi un apstadijumi

Projekta ietvaros tiek saglabata esosa iebrauktuve un galvena ieeja teritorija. Projekta

risingjumos paredz&ta asfaltbetona seguma nomaina ar brugakmens segumu analogu pargja
zemesgabala teritorija un Skembu seguma uzstadiSana zem radio sakaru torpiem un teritorijas
nozogojuma. Paredzets ierikot brugakmens seguma €kas apmali uz iepriek$ sagatavotas virsmas
atbilstosi projekta risinajumam. Zalaja atjaunosana paredzeta darba skartajas zonas.

Eku fasades atjaunosanas projekta ietvaros paredzéts:

- Fasades siltumizolacijas slana nomaina, cokola dalas siltinaSana. Cokola siltinatas
dalasparedzétas apmest tonétu apmetumu Sakret SIP. Ekas fasades apdarei izvéleta
metala fasades kaseSu apdare uz aluminija karkasa apakskonstrukcijas.

- Atseviska esoSa loga nomaina ar aluminija konstrukcijas atveramu logu.

- Jumta seguma un esosa siltumizolacijas slana nomaina.

- Jumta lietus idens noteku sistémas atjaunosana.

- Zemgjuma kontiiras izveide €kai un blakus esoSajiem sakaru torniem.

Konstruktivo elementu apraksts:

- Konstruktivo element izmainas vai parbiive nav paredzéta.

Maksimalas montazas slodzes

Montazas slodzes un materialu novietoSanas pieptiles konstrukcijas nedrikst parsniegt
pieptles, kas attiecigajai konstrukcijai paredzetas ekspluatacijas laika.

Montazas darbu laika maksimala slodze no krajuma materialiem un tehnikas biis:

—  Pielaujamas slodzes pagaidu celam buivlaukuma Q/k = 15 kN/m?.(15MPa).

—  gridas — 140-150 kg/cm?

—  parsegumu montazas slodze nedrikst parsniegt - 100 kg/m?;

- uz pamatni no krajuma materialiem -150 kg/m?.



Darbu organizacijas apraksts

Darba tiek algoti prasibam atbilstoSas kategorijas darbinieki.

Celtniecibas darbus ieteicams organizet viena maina.

Darbus objekta uzrauga un kontrol€ sertificéts darba vaditajs, no kura darba dienas sakuma
darbinieki sanem darba uzdevumu. Biivmaterialu, konstrukciju un citu biivelementu kvalitati
parbauda darbu vaditaji, tehniskas uzraudzibas un autoru uzraudzibas dienesti. Parbauzu rezultatus
ieraksta darbu veikSanas zurnala, sastada aktus segtiem darbiem.

Darba mainas beigas stradnieku brigades vecakie atzimé paveiktos darbus un iepazistas ar
nakamas dienas planu.

Buvdarbu ilgums

Novertgjot projektetos biivapjomus, esoSos biivniecibas apstaklus un objekta svarigumu,
paredzamais darbu veikSanas ilgums ir ~4 ménesi.

2. BUVNIECIBAS SECIBA

Visus buivniecibas darbus planots veikt secigi pa etapiem:

Pirmais etaps — esoSo kabelu aizsardziba;

Otrais etaps — biivlaukuma sagatavosanas darbi;

TreSais etaps — demontazas darbi;

Ceturatais etaps — ¢kas cokola dalas siltinaSana;

Piektais etaps — Zem&juma kontiras izveide;

Sestais etaps — loga nomaina;

Septitais etaps — siltinasanas darbi;

Astotais etaps — fasazu atjaunoSanas darbi;

Desmitais etaps — teritorijas labiekartoSanas un sakopSanas darbi.

3. SAGATAVOSANAS DARBU APRAKSTS

Biivlaukuma sagatavoSana biivniecibai uzsakama tikai péc buvprojekta akceptéSanas un
biivdarbu uzsaksanas nosacijumu izpildes.

Pirms darbu uzsakSanas Biivuznéméjam ir pienakums izstradat Darbu veikSanas projektu.

3.1. Bavlaukuma sagatavosanas darbu apraksts

Pirms buvdarbu sakuma javeic $adi sagatavoSanas darbi:
1) Biivlaukuma norobeZoSanai paredzets izmantot esoSo teritorijas noZzogojumu ar vartiem saskana
ar DOP-2.
2) Pie galvenas ieejas biuivlaukuma izvietojama informacija par objektu (biivtafele), uzradot
biivfirmas simboliku un atbildigas amatpersonas, kontakttalrunu numuru. Uzstadamas ar1 bistamo
zonu apzimejosas zimes.
Piecu dienu laika no atlaujas speka stasanas dienas (“Eku biivnoteikumi”, 61.pants,5.dala) pie

biivlaukuma iebrauktuves ir jaizvieto buvtafeli ar informaciju par objektu. Buvtafeles izvietojumu



saskanot ar Biivvaldi. Drosibas zimes uzstadiSanu veikt saskana ar MK noteikumiem Nr.400
»Darba aizsardzibas prasibas droSibas zimju lietoSana”. Pie galvenas ieejas biivlaukuma uzstadit
plakatus “Uzmanibu notiek biivdarbi” un cela zimes 323. “Maksimala atruma ierobezojums”,
V=5km/st”.

3) Buvlaukuma uzstadit pagaidu sadzives telpas stradniekiem (gerbtuves, darbu vaditaja kantoris)
atbilsto$i pastavosam normam un noteikumiem, nodroSinot tads ar nepiecieSamajam
komunikacijam un aprikojumu. Tie japaredz katram apakSuzneémejam atseviski atkariba no
vienlaicigi stradajoSo skaita (skatit lapa DOP-2).

Biivlaukuma uzstadit sekojoSu celtniecibas moduli: 6m x 2,5m (ofisa konteineris), celtniecibas
moduli 6m x 2,5m (stradnieku telpas). Buivlaukums atrodas apsargajama teritorija — atsevisks
sarga konteiners netiek paredzets. Sadzives telpas janodroS$ina ar medikamentiem un atras
palidzibas lidzekliem. Paredzet pagaidu stavvietas darbinieku vieglajam automaSinam.

4) Bivlaukuma uzstadit pagaidu WC sanitaro konteineru un notekiidenu uzglabasanas tvertni —
4m3.

5) Biuvlaukuma uzstadit sadzives atkritumu un biivgruzu konteinerus.

6) Pagaidu celu buvlaukuma novietot uz esoSo celu vietam. EsoSos kokus buivlaukuma jaapsuj ar
deliem 2,5m augstuma.

7) Biivlaukuma sadzives telpas ar pagaidu elektroapgadi janodro$ina ar avarijas lukturiSiem uz
akumulatoru baterijam.

8) Biivlaukuma tidensapgade:

Objekta apgade ar iideni tehniskam vajadzibam tiek nodroSinata no esoSas €kas. Darbinieki
biivdarbu veikSanas laika izmanto individualo dzerama tidens piegadi, mainamos tdens traukos,
kurus uzstada biivlaukuma ofisa. Objekta tGidensvads tiek nodroSinats ar pieslégumu pie esosa
tdensvada.

9) Biivlaukuma elektroapgade:

Objekta elektroapgade tiek nodroSinata ar pieslégumu pie esosas elektrosadales. Biivlaukuma
elektroapgadi veikt péc pagaidu elektroapgades shémas. Elektroapgades pagaidu shémas
izstradasanu veic bilivniecibas generaluznémgjs. lebrauktuvei biivlaukuma un ieejam sadzives
telpas tumsaja diennakts laika jabut apgaismotam. Ierikot biivlaukuma apgaismojumu. Objekta
jauzstada LED prozektori (jauda atbilstosi prasibam).

10) Biivobjektu nodroSina ar ugunsdzesibas aparatiem un inventaru un ugunsdzesibas inventara
stendu, izpildot MK noteikumus Nr.238 “Ugunsdrosibas noteikumi”, p.53. dalas 3.3., (5.
pielikums). Biivlaukuma pie pagaidu telpas jauzstada ugunsdz€sibas stends ar smilSu kasti.
Ugunsdzgsibas stends janodroSina ar parn€sajamajiem ugunsdzesibas aparatiem.

3.2. Projekta istenos$anas laika izmantojama tehnika un iekartas

Objekta, nemt véra darba aizsardzibas prasibas, lietojot darba aprikojumu un stradajot


https://m.likumi.lv/doc.php?id=281646#piel5
https://m.likumi.lv/doc.php?id=281646#piel5

augstuma saskana ar Ministru kabineta noteikumiem Nr.526 “Darba aizsardzibas prasibas, lietojot
darba aprikojumu”. Precizas kravu stropéSanas shémas lielgabarita kravam nodroSina materialu
piegadatajs.

Ekas siltinaSanas darbi un apdares darbi veicami ar inventara sastatniem, jauzstada pa ckas
perimetru.

4. BUVYDARBU ORGANIZACIJAS APRAKSTS

4.1. Buvdarbu organizacijas visparéjie noteikumi

Pirms darbu uzsakSanas biivuznémégjam jaizstrada darbu veikSanas projekts (DVP), un
jasaskano likuma noteiktaja kartiba. Darbu veikSanas projekta uzradams paredzetais darbu ilgums,
buivdarbu tehnologiskie procesi un tehnologiskas shémas.

Biivdarbi japlano un javeic ta, lai trok$na Itmenis, kas nonak 1idz projekt&jamas un
apkartgjo €ku iemitniekiem un apkartn€ esosiem cilvékiem, ir tik zems, ka neapdraud veselibu un
lauj stradat un atpiisties normalos apstak]os.

4.2. Bavdarbu veikS§anas vietu norobezoSana

Pirms buvdarbus uzsaksanas esos$as apbuves apstaklos galvenais biivuznémejs iezimé un
norobezo bistamas zonas ar atbilstoS$am droSibas zim&m un uzrakstiem saskana ar ,,Darba
aizsardzibas likuma” 25. panta 7. punktu un MK noteikumiem Nr.400 ,,Darba aizsardzibas
prasibas drosibas zimju lietoSana”.

4.3. Biiveruzu transportésana un savaksanas organizé§ana

Atkritumu apsaimniekoSana tiek veikta saskana ar Atkritumu apsaimniekoSanas likumu un
no ta izrietosajiem Ministru kabineta noteikumiem.

Biivgruzu savakSanas un utilizéSana noteikumi janorada Darbuzne€mgju ligumos.

Izvedot biivgruzus, nepiecieSamibas gadijuma tiek paredzéta izbraucamas tehnikas tiriSana,
lai nepielautu arpus objekta braucamo ielu piesarnojumu.

4.4. Autotransporta kustiba buvlaukuma

Saskana ar buvlaukuma organizacijas planu, transporta iebraukSanai biivlaukuma paredzeta
iebrauktuve ar vartiem 3,5m platuma caur blakus esoSo stavlaukumu. Galvena iebrauktuve
“Paraides radiocentra” apsargajama teritorija no Slokas ielas puses pa teritorija esoSajiem celiem .

Transporta kustiba bivlaukuma un ta pievadcelos organiz&jama atbilstosi vispargjo celu
satiksmes noteikumu prasibam. Maksimalais pielaujamais transporta kustibas atrums biivlaukuma
teritorija - 5 km/h.

Biivuznemgjs ir atbildigs par satiksmes organizé$anu biivlaukuma un pievadcelos, ja tie

attiecas uz buivdarbiem, un biivdarbu vietas aprikosanu.



Pirms bivdarbu uzsakSanas biivuznéméjam jaizstrada un jasaskano satiksmes
organizéSanas shéma biivdarbu laika. Satiksmes organizéSanas shéma ir jasaskano ar €kas un
teritorijas Ipasnieku.

4.5.Tehnologiskais un montazas aprikojums

Objekta janem véra darba aizsardzibas prasibas, lietojot darba aprikojumu un stradajot
augstuma saskana ar MK noteikumiem Nr.526 "Darba aizsardzibas prasibas, lietojot darba
aprikojumu". Biivniecibas darbiem izmantojama tehnika un aprikojums saskana ar apakSuzneéméju

DVP.

4.6 Materialu piegazu organizéSana bivlaukuma

Konstrukciju piegades objekta tiek organizétas saskanojot to laikus ar atbildigo biivdarbu
vaditaju un Pasiititaju un nemot vera celtniecibas — montazas darbu grafiku. Materialu nokrausSanu
organizet saskana ar materialu nokrausanas shémam, ko izstrada biivuznémejs DVP.

Materialu krautne tiek veidota ne tuvak par 1 metru no zoga.

4.7. Buivdarbi buvobjekta

Biivdarbi objekta tiek uzsakti pec biuvprojekta akceptéSanas un buvdarbu uzsakSanas
nosacijumu izpildes. Pirms tam ar uzn€muma vaditaja rakstisku atlauju tiek norikots atbildigais
buvdarbu vaditajs, atbildigais darba aizsardzibas, ugunsdrosibas specialists un darba aizsardzibas
koordinators.

Biivdarbu kvalitates parbaude tiek veikta saskana ar Buvuznéméja izstradatajiem katra
dabu veida kvalitates kontroles planiem un MK noteikumiem Nr.500 “Visparigie biivnoteikumi”
2.14 pantu.

4.7.1. Darbu seciba:

Ieteicama sekojoSa darbu izpildes seciba biivdarbiem (DOP-2):
—  EsoSo kabelu aizsardziba;
- sagatavoSanas darbi;
- demontazas darbi;
—  @&kas cokola dalas siltinaSana;
—  zemgjuma kontiiras izveide;
- loga nomaina;
- ekas siltinaSanas un apdares darbi;
- €kas apmales un labiekartojuma atjaunosanas darbi.

4.7.2. Demontazas un cokola darbu apraksts

Cokola zemes darbu apraksts

Pirms zemes darbu uzsakSanas, veic esoSas apmales demontazu.
Veic derigas augsnes kartas norakSanu un uzglabasanu turpmakai izmantoSanai
biivlaukuma paredz&taja vieta.

Demontétos materialus, kas nav izmantojami biivnieciba, izvest un utilizét saskana ar



konkr&tam atkritumu veidam atbilstoSiem utiliz€Sanas noteikumiem.

Cokola atrakSanu veikt mehaniski vai atbilstosi situacijai daba izstrade veicama ar rokam.
TranSejas ar nogazém bez nostiprindjumiem drikst rakt virs gruntsiidens Iimena, ievérojot
normativos paredze€to nogazu slipumu, ja nogazes izmirkusas, to stavoklis pirms darbu veikSanas
janoverte.

TranSejas rakSanas darbiem jaizstrada Darbu veikSanas projekts /apstiprinata, saskanota
darba programma, kuru izstradajis darbu veicgjs/.

Katram stradajoSam:

¢ Neveikt rakSanas darbus, izmantojot parrakSanas panémienu;

¢ Nerakt transejas ar vertikalam sienam bez to nostiprinaSanas ar atbalstsienam dzilak par:
e Im - uzbertas smilts vai grants gruntis;
e 1,25m — malainas smiltTs;

Izrakto zemi atlauts novietot ne tuvak par 0,5 m no transejas malas;

TranSejas tiriSanu vienlaikus ar stradajosu ekskavatoru, veikt arpus bistamas zonas, kuras
lielums ir: ekskavatora stréles maksimalais grieSanas radiuss + 5Sm;

Nelekt tranSeja, vai - pari tai. NokapSanai transSejas vai buvbedrés izmanto kapnu laipas ar
margam vai pieslienamas kapnes, skérsojot tranSeju, jaizmanto gaj€ju tiltini.

Atklajot rakSanas gaita dokumentacija neuzraditas lietas /komunikacijas, municiju, vai
tml./, nekavéjoties jaatstaj bistama zona un jazino par to tieSajam darbu vaditajam.

Cokola pamatnes aizb&rSanu veikt pa slaniem, h=0.2m - 0.4m. ar blieteSanu.

Grunts noblivéSanu veikt ar pneimatisko blieti. 1zlidzinosas kartas un sakotn&ja apb&ruma
noblivéjuma pakapei jabiit 90% no maksimalas veértibas, kas iegiita laboratorija péc Proktora
metodes. Blivésanas kvalitate atkariga no blivéjama materiala granulometriska sastava, mitruma,
slana biezuma, izmantota mehanisma, blivéSanas ilguma un temperatiiras. BlivéSanas kvalitati
nosaka laboratorija p&c InZeniera pieprasijjuma. NepiederoSas personas nedrikst atrasties
ekskavatora stréles maksimala grieSanas radiusa (+5m) robezas. Stradnieki nedrikst atrasties zem
ekskavatora izlices un kausa. Transportlidzekli grunts jaiekrauj no saniem vai no aizmugures,
aizliegts virzit kausu pari vaditaja kabinei.

HidroizoléSanas un siltinaSanas darbi

HidroizoléSanas un siltumizolacijas plaksnes pie pamatu sienam pielilmé ar aukstas
bitumena mastikas palidzibu. P&c siltinaSanas darbu pabeigSanas veic grunts atpakal berSanas
darbus ar eskavatora (piem.New Holland 60) palidzibu. Izrakta grunts atpakal tiek sabérta ar

mazas mehanizacijas palidzibu. Grunts bérSanas process tiek veikts pa kartam blieteta.

5.DARBA AIZSARDZIBAS PLANS.

Stradajoso pienakumus un tiesibas darba aizsardzibas joma nosaka Darba aizsardzibas



likuma III. Dala.
Darbuznéméja pienakumus, veicot buvdarbus, nosaka MK noteikumi Nr.92 “Darba
aizsardzibas prasibas, veicot buivdarbus”, punkti Nr.21.2; 21.4.; 21.5.5.

5.1.StradajoSo obligata veselibas parbaude

Stradajoso obligato veselibas parbaudi veic saskana ar MK noteikumiem Nr.219 “Kartiba,
kada veicama obligata veselibas parbaude”.

5.2.Informésana un instrueésSana

Saskana ar MK noteikumiem Nr.749 “Apmacibas kartiba darba aizsardzibas jautajumos”
instruktazu darba aizsardziba veic sekojosa kartiba:
1) Ievadapmaciba — stajoties darba. To veic organizacijas darba aizsardzibas specialists vai
organizacijas vaditaja rakstiski norikota cita persona.
2) Instruktaza darba vieta:
— sakotng&ja — uzsakot darbu,
— atkartota — darba gaita.
Instruktazu darba vieta veic darba aizsardzibas specialists vai persona (darbu vaditajs vai
meistars), kurai ir atbilstoSa pieredze attiecigaja darba veida.
ApakSuznémeéju atbildigas personas instru€ un informé savus darbiniekus, piesaistitos
apakSuznéméjus atbilstosi veicamo darbu specifikai.

5.3. Darba droSibas prasibas biivdarbu veik$anas laika.

1) Darba ir izmantojamas metodes, kas maksimali saSaurina stradnieku atrasanos bistamajas
Zonas.

2) Darba iecirkniem, darbavietam, caurbrauktuvém un parg€jam buvobjekta zonam diennakts
tumsaja laika jabiit apgaismotam. Apgaismojumam jabut vienmérigam, lai netiktu apzilbinati
darba veicgji.

3) Materialus, izstradajumus un aprikojumu izvietot uz izlidzinatiem laukumiem, lai nenotiktu to
nejausa parvietosanas, lai noverstu sabruksSanas vai apgaSanas iespéju.

4) Lidz buvniecibas pamatdarbu uzsakSanai buvlaukums jaapriko ar ugunsdrosibas stendiem.

5) Buvniecibas laika nodroSinat darba vietas ar ugunsdz€Samajiem aparatiem pietickosa
daudzuma. UgunsdzeéSamo aparatu novietoSanas vietas janorada ar zimém, kuras izvieto
saskana ar normativajiem aktiem.

6) Buvlaukuma eso$as elektrosadales un instalacijas regulari japarbauda un jauztur darba kartiba,
pieverSot papildus uzmanibu instalacijam, kuras atrodas argjas vides ietekmé.

7) Lidz buvniecibas pamatdarbu uzsakSanai bivlaukums jaapriko ar stradnieku gérbtuvém, WC.
Gerbtuves jabiit pirmas palidzibas aptiecinai, lai nepiecieSamibas gadijuma var sniegt pirmo

palidzibu cietusajiem.



8) Iespgjama darbinieku kriSana janover§ ar piemérotu aprikojumu, uzstadot aizsargbarjeras, kas
sastav no margam un starp margam. Darbu augstuma drikst veikt tikai ar piemérotam iekartam,
izmantojot kolektivas aizsardzibas lidzeklus (piemeram: sastatnes, platformas, droSibas tiklus
u.c.). Ja atbilstoSa aprikojuma lietoSana nav iesp&ama darba rakstura del, nodarbinatajiem
nodro$ina drosu piekliisanu darba vietai ar individualajiem aizsardzibas Iidzekliem (drosibas
virvém, jostam vai citam nostiprino$ajam dros$ibas iericém).

9) Bistamas zonas daba apzime ar informativajam zimém, ja nepiecieSams, bistamo zonu nozogo,
lai taja nejausi neatrastos nepiederosas personas.

10) Visiem stradajoSajiem jabut nodrosSinatiem ar individualas aizsardzibas Iidzekliem: specialais
apgerbs, apavi, aizsargkivere u.c.; iepazistinatiem ar to lieto§anu un apguvusiem drosas darba
veikSanas metodes un panémienus. Visiem stradniekiem biuivlaukuma ir javalka atstarojosas
vestes.

11) Biivlaukuma ir jabiit nodroSinatiem telefona sakariem, lai nepiecieSamas gadijuma izsauktu
palidzibu (ugunsdzesgji, mediki, policija).

12) Biivlaukuma sméekét atlauts tikai tam paredzetas piemerotas un aprikotas vietas.

Ipasie apstakli un darba vides iespéjamie riska faktori, ierikojot biivlaukumu.

N.p.k. Faktors Risks un ieteicamais risinajums
1 PiebraukSana  objektam  un/Celu satiksmes negadijumi, kas var notikt bavobjekta -
parvietoSanas pa iekSkvartalatransporta kustibas shéma, satiksmes noteikumu
celiem ievéroSana.

Kaiminu pretenzijas, ietekme uz vidi, arodsaslimSanas
- leverot normativus attieciba uz pielaujamo
2 Troksnis, putekli, vibracijas trauc§jumu apjomu noteiktam diennakts stundam,
ieverot darba droSibas noteikumus, lietot individualos
aizsardzibas lidzeklus.

NepiecieSamiba parvietot, kad uzsakti darbi, griiti vai
3 neiesp&jami apkalpot vai demontét - nenovietot uz
Pagaideku izvietojums un droSaesosam komunikacijam, sekot, lai netraucé planoto
lietoSana visu darbibas laiku | darbu veikSanai, savlaicigi paredzet transporta kustibul

bivlaukuma,  planot  apakSuzpémgju  plismu,
konteineru izveSana, tualetes u.tml..

4 Paaugstinata vai pazeminataSpecapgerbs, darbu planosana arpus apkures sezonas,

gaisa temperatiira (darbs arpusitelpu apsildiSana.
telpam)

5 Stabilitate un noturiba Traumas, mehanismu nestabilitate - materialiem,
iekartam un jebkuram sastavdalam, kas, atrodoties
lkustiba, var radit traumas, ir jabiit stabilam un dros$am,
jaierobezo  pieklGsana, darbi javeic atbilstosa
aprikojuma. Montazas mehanismiem jabiit uz stabilal
pamata.

6 Esosas komunikacijas|Bojajumi - saglabasana, aizsardziba, darbu saskanoSana

btvlaukuma, augosi koki. to tuvuma.




5.3.1. Ugunsdrosibas pasakumi

Biivdarbu veikSanas laika jaievéro sadas prasibas:

Piebrauktuves un caurbrauktuves ugunsdzesibas automasinam organiz€t pa esoso celu.

Lai nodroSinatu ugunsdz€sibu, nepiecieSams izpildit MK noteikumus Nr.328
“Ugunsdrosibas noteikumi”, p.8,9, pielikums 9., tabulas 2 un 3.

Bivlaukuma pie pagaidu €kam un iebrauktuves jauzstada ugunsdzésibas stends smilSu
kasti. Ugunsdzésibas stends janodroSina ar parn€sdjamajiem ugunsdzEsibas aparatiem.
Ugunsdzesibas stendam jabiit apgaismotam ar prozektoru (skatit lapas DOP-2).

Ugunsdzésibas iekartas jauztur darba deriga un darbspgjiga stavokli. Pieejam pie
ugunsdzesibas iekartam vienmer jabiit brivam un apzimé&tam ar atbilstosam zimeém.

Bivlaukumam diennakts tumsaja laika jabut apgaismotam ta, lai butu iesp&ja atri atrast
ugunsdzesibas hidrantus un ugunsdzesibas inventara atrasanas vietas, ka ar1 piebrauktuves pie
€kam un buves ieejam.

Ugunsdrosibas lidzeklu atraSanas vietas un speciali smék&Sanai ierikotas vietas jaapzimeé ar
ugunsdroSibas zimém, ieskaitot ugunsdrosibas zimi “Neaizkraut”.

Piebraucama cela segumam jabiit piem&rotam ugunsdzesibas automasinu caurbraukSanai
jebkura gadalaika.

5.3.2. Higienas prasibas celtniecibas darbu veik§anas organizéSanai

Pirms objekta celtniecibas sakuma jabut izpilditiem celtniecibas organizéSanas projekta un
darbu veikSanas projekta paredzetajiem biivlaukuma organizeSanas un sagatavosanas darbiem.

Biivlaukumam japaredz kopigs vienmerigs apgaismojums.

Biivlaukuma apgaismojuma nodrosSinasanai tumsaja laika jaizpilda MK noteikumi Nr.359
“Darba aizsardzibas prasibas darba vieta”, pielikums 3.

Minimalais apgaismojuma ltmenis darba zonas (Ix — luksi) biis:

— celi (10km/st) -101x
— sadzives un atputas telpas - 2001x
— biroju telpas -300Ix
— buvlaukuma un biivbedres -501x

caurulvadu sagatavoSana un montaza

— metinasanas darbi -2001Ix

— karkasa montazas darbi -100Ix

Biivmasinam, transporta lidzekliem, razoSanas iekartam (mobilas un stacionaras masinas),
mehanizacijas lidzekliem, paligiericém, aprikojumam, manualajam masinam un instrumentiem

jaatbilst sanitaro noteikumu un higi€nas normativu prasibam, savukart to ekspluatacija javeic



saskana ar speka esoSo normativo dokumentu prasibam.

Personalu, kas veiks mehanizacijas lidzeklu, aprikojumu, paligiericu un manualo masSinu
ekspluataciju, pirms darbu saksanas, apmaca par drosam darba metodém un panémieniem, saskana
ar razotaja instrukcijam un sanitaro noteikumu prasibam.

Izmantojamajiem buivmaterialu tipiem (cements, betons, laku un krasu materiali u.c.) un
biivkonstrukcijam jabit ar sertifikatiem.

Laku un krasu, izolacijas, apdares un citus materialus, kas izdala kaitigas vielas, pielaujams
uzglabat darbu veikSanas vietas un ne vairak ka mainai nepiecieSamaja daudzuma, bet materialus,
kas satur kaitigas vielas, uzglaba hermétiski noslégta tara.

Biivmaterialus celtniecibas objekta japiegada jau gatavus izmantoSanai.

Sagatavojot tos darbiem buvlaukuma apstaklos (maisijumu un $kidumu sagatavoSana,
materialu un konstrukciju grieSana u.c.) ir japaredz telpas, kas apgadatas ar mehanizacijas
lidzekliem, specialam iekartam un viet€jas nosiices ventilacijas sistemam.

Darbavietam buivdarbu veikSanas laika jaatbilst sanitarhigiénas prasibam, ka ar1 $o sanitaro
noteikumu prasibam.

Celtniecibas darbu veikSanas laika kaitigo razoSanas faktoru papildu kontroli noteiktaja
kartiba organize sanitaro noteikumu ievéroSanas razoSanas kontrole.

Celtniecibas darbu organizéSanas laika tiek noteikti visi klatesoSie darba vides un procesa
nelabveligie faktori, kas var ietekmét stradniekus, un paredzéts veikt konkretus profilaktiskos
pasakumus to samazinasanai vai pilnigai novérsanai.

Darbi biivobjekta javeic tehnologiska seciba. Ja rodas nepiecieSsamiba darbus apvienot,
javeic papildus darba apstaklu nodroSinasanas pasakumi, kas atbilst sanitaro normativu prasibam.
Stradnieku darba un atpiitas reZimi japlano atbilsto$i speka esoSo normativo tiesibu aktu prasibam.
Individualas aizsardzibas lidzeklu higi€nas prasibas janosaka saskana ar sanitaro noteikumu
prasibam. Brivaja teritorija ieteikts paredzet vietas stradnieku atpiitai.

Dzerama udens apgade:

-visus stradniekus janodroSina ar kvalitativu dzeramo udeni, kas atbilst speka esoSo sanitaro
noteikumu un normativu prasibam,;
- dzerama tdens ierices janovieto ne talak ka 75m no darbavietas;
—celtnu, zemes racgju, celu automasinu u.c. vaditajiem, kas saskana ar razoSanas noteikumiem
nedrikst pamest darbavietu, dzeramais tidens janodroSina to darbavietas;
-vienam stradniekam aprékinatais dzerama tdens vidg€jais daudzums ziema - 1,0 lidz 1,5 1, bet
vasara - 3,0 lidz 3,5 l. Dzerama tidens temperatiirai jabiit ne zemakai par 8°C un ne augstakai par
20°C (ka dzeramos lidzeklus ieteicams izmantot: gaz&to tideni, t&ju un citus bezalkoholiskos
dz@rienus, nemot veéra vietgjo iedzivotaju Ipatnibas un ieradumus);

Edinagana

Edinasanas punkti janovieto atseviski no sadzives telpam, celtniecibas iecirkna tuvuma, ne



mazak ka 25 m attaluma no sanitarajiem mezgliem, izsmelamas bedres, atkritumu tvertném.

Veselibas aizsardzibas punktus novieto vai nu atseviska atkartoti izjaucama, vai
parvietojama telpa, vai ar1 sadzives telpu sastava ar atseviSku ieeju un &rtu piebraukSanu
sanitarajam masinam. Veselibas aizsardzibas punkta telpu sastavam un izmé&riem jaatbilst speka
esosas normativas dokumentacijas prasibam.

Lai laikus novérstu ar darba apstakliem saistitas slimibas, buvdarbos iesaistitajiem
stradniekiem iestajoties darba, jaiziet obligata un velak periodiska medicinas apskate
(izmekl€Sana).

Atpiitai starp mainam jabiit ne mazak ka 12 h.

Veicot iekrausanas-izkrauSanas darbus ar rokam, jaievéro likumdoSanas prasibas par
parnésajamo kravu pielaujamajam normam un par darbinieku pielaidi $adu darbu veikSanai.

Jauno iekartu pieslégSanas pie esoSajiem tikliem, mont€jamo iekartu atslégSanas,
komplekso iekartu parslégSanas darba rezZima darbus veic saskana ar uznémuma reglamentiem un
instrukcijam ekspluatacijas personals, montazas organizacijas atbildiga parstavja klatbatne.

leslégt iekartas pastavigaja ekspluatacijas rezima drikst tikai péc norikojuma atlaujas
sanemsSanas un aktu noformesanas.

Pastavigi esoSu bistamo razoSanas faktoru robezas jabiit wuzstaditiem aizsarg
norobezojumiem, bet potenciali bistamo faktoru zonam — signalnoZogojumiem un drosibas
zImeém.

5.3.3.Drosibas pasakumi zemes darbu veik§anas laika

Drosiba zemes darbu veiksanas laika janodroSina pamatojoties uz Sadiem organizatoriskas -
tehnologiskas dokumentacijas darba drosibas risinajumiem:

—  biuvbedrés (turpmak teksta — izrakumos) nenostiprinato nogazu dro$a stavuma
noteikSana, nemot véra masinu un grunts slodzi;

— grunts izstradei izmantojamo masinu veidu un to uzstadiSanas vietu izvéle.

Pirms zemes darbu sakSanas pazemes komunikaciju atraSanas vietds jaizstrada un
jasaskano ar organizacijam, kas ekspluaté $is komunikacijas, droSu darba apstaklu nodrosinasanas
pasakumi, ka ar1 jauzstada zimes, kas norada So komunikaciju atrasanas vietu.

Zemes darbi 1pasi uzmanigi javeic elektrokabelu tuvuma. Zemes darbi funkciongjosu
kabelu, kas atrodas zem sprieguma, vai funkciongjosa gazesvada aizsardzibas zonas javeic ar
rokam elektro vai gazes saimniecibas darbinieku uzraudziba.

Atklajot spradzienbistamus objektus, zemes darbi nekavéjoties japartrauc.

Lai izvairitos no grunts izskaloSanas, nogruvumiem, izrakumu sienu sagriiSanas zemes
darbu veikSanas vietas 1idz darbu sakSanai janodrosina virszemes un pazemes tidenu novadiSana.

Izrakumu vietas, kur iesp&jams atrodas cilvéki, janorobezo ar aizsarg norobeZojumiem,
nemot veéra valsts standartu prasibas. Uz noZogojuma jauzstada bridinadjuma zimes, bet tumsaja

diennakts laika jauzstada ar1 signalapgaismojums.



Lai nodrosinatu cilvéku parvietoSanos pari caurulvadiem, jauzstada tiltini.

Biivbedru rakSanu neakmenaina grunti ar nenostiprinatu nogazi (virs gruntsiidenu Iimena,
vai ari ja tas nosusinatas maksligi pazeminot tidens Itmeni) drikst veikt, ja tiek ieverots noteiktais
maksimalais pielaujamais nogazu stavuma lielums, kuru stavoklis (noturiba) japarbauda katru
ménesi. NepiecieSamibas gadijuma darbus apstadina un nogazes partaisit 1ézenakas.

Aizliegts veikt grunts izstradi ar mehanismiem tuvak par 0,5 m no pazemes
komunikacijam.

Stradajot ar ekskavatoru, aizliegts veikt citus darbus no kravuma puses un stradniekiem
uzturéties ekskavatora darbibas radiusa +5 m.

Biivtehnika, izkraujot uzb&rumos un aizberot izrakumus, jauzstada ne tuvak par 1 m no
dabigas nogazes Krotes. Aizliegts izkraut materialus no estakadém kam nav aizsargbrusas.
Autotransporta izkrauSanas vietas nosaka regulétajs.

Ja sasalusi grunts kliist irdena, ar mehaniskas siSanas panémienu janosaka grunts gabalu
izkais1Sanas bistamas zonas izmeri, jaizved no $1s zonas cilvéki un masinai jauzstada aizsargierice.

Lai nolaistu stradniekus biivbedres, ka arT izceltu no tam, jaizmanto virvju kapnes un
trepes.

5.3.4. Drosibas pasakumi stradajot augstuma

Visi darbi, kuros stradajoSais atrodas 1,5m un augstak no droSas atbalsta plaknes, veicami
saskana ar LR MK 2002. gada 13.12. noteikumu Nr. 526 "Darba aizsardzibas prasibas, lietojot
darba aprikojumu" un LR MK 2014.gada 18.03. noteikumu Nr. 143 "Darba aizsardzibas prasibas,
stradajot augstuma" prasibam.

Darba devéjs nodroSina, lai nodarbinatie, kas strada augstuma (1,5 m un augstak), darbu
veic uz stabilas un droSas virsmas, neradot risku savai un citu drosibai un veselibai, ka ari
ieverojot ergonomikas prasibas un principus. Stradajot augstuma, kapnes par darba vietu izmanto
vienigi tad, ja risks nodarbinato droSibai un veselibai ir samazinats 11dz minimumam un ja darba
aprikojumu lieto neilgu laiku vai darba laukumam ir specifiski apstakli, kurus darba devejs nevar
mainit (parveidot).

Pirms uzsakt darbu augstuma, darba devejs noverte attiecigas darba vides riskus atbilstosi
normativajiem aktiem par darba vides ieks€jas uzraudzibu un nosaka pasakumus darba vides riska
samazinasanai vai ta noveérsanai.

Ja darbs veicams augstuma, jo ipasi, ja darba virsma ir no neizturigiem materialiem, darba
virsmu nozogo un nostiprina, lai ta biitu stabila, nekustiga un neraditu risku nodarbinato un citu
cilvéku drosibai un veselibai, ka ar1 nodroSina, lai tiktu iev€rotas ergonomikas prasibas un
principi.

Darbu augstuma atlauts veikt tikai ar piemérotu un normativajiem aktiem par darba
aizsardzibas prasibam atbilstoSu darba aprikojumu, ka ari izmantojot kolektivos aizsardzibas

lidzeklus, kas novers kritiena risku. Ja §ada aprikojuma lietoSana nav iesp&jama darba rakstura del,



darba devgjs nodarbinatajiem nodroSina droSu piekliSanu darba vietai un apgada ar
individualajiem aizsardzibas lidzekliem, kuri projektéti kritiena ierobezoSanai un apturéSanai.
Darba devéjs nodrosSina darba aprikojuma un aizsardzibas lidzeklu lietoSanu saskana ar razotaja
instrukciju un tehnisko dokumentaciju, ka ari darba aizsardzibas instrukcijas noteiktajam
prasibam.

Ja rodas avarijas situacija, stradajoSiem nekav€joties japartrauc darbs, jaizslédz visas
darbojosas iekartas un javeic nepiecieSamie droSibas pasakumi, bet ja tas nav iesp&jams, darbs
japartrauc, lidz bistamiba ir noversta.

Darbus augstuma atlauts veikt vienigi tad, ja laikapstakli nerada risku nodarbinato drosibai
un veselibai.

Sastatnu montazu un pienemsSanu veikt saskana ar MK noteikumiem Nr. 143 , Darba
aizsardzibas prasibas, stradajot augstuma”. Biivuznémeéjs noriko darba aizsardzibas specialistu vai
citu kompetentu un atbilstosi apmacitu nodarbinato, kas ir atbildigs par sastatném (turpmak - par
sastatném atbildigais specialists). Sastatnes mont€, demont€ vai bitiski parveido tikai par
sastatn€m atbildiga specialista uzraudziba, un to dara tikai tadi nodarbinatie, kas ir apmaciti
saskana ar "Darba aizsardzibas prasibas, stradajot augstuma" 90. punkta noteiktajam prasibam.

Par sastatném atbildigais specialists, izvéloties piem&rotakas sastatnes nem veéra:

paredzamo darbu apjomu un raksturu;

darbu veikSanas vietu un apstaklus, tai skaita laikapstaklus;

darba vietas izvietojumu, augstumu, platumu un nepiecieSamo sastatnu slodzes izturibu,
paredzamo sastatnu stiprinajumu skaitu un tipu;

personu skaitu, kas vienlaikus veiks darbus uz sastatném, ka arT to svaru un auguma
parametrus;

darbam nepiecieSamo aprikojumu un materialu daudzumu, svaru un citus parametrus.

Par sastatném atbildigais specialists noverté sastatnu stipribu un stabilitati, veicot
aprékinus, ja dati par sastatnu stipribu un stabilitati nav pieejami vai neattiecas uz paredzeto
sastatnu konstrukciju. Sadi aprékini nav nepiecie$ami, ja sastatnes tiek montétas saskana ar
standarta konfiguraciju (tipveida risinajumu), kas atbilst Latvijas standartu LVS EN 1280-1:2004
»Fasazu sastatnes no riipnieciski raZotiem komponentiem — 1. dala: Izstradajumu specifikacija”,
LVS EN 12810-2:2004 "Fasazu sastatnes no riipnieciski raZzotiem komponentiem — 2.dala: Ipasas
metodes konstrukciju projektésanai”, LVS EN 12811-1:2004 "Pagaidu darba iekartas — 1.dala:
Sastatnes — konstrukcijas prasibas un visparigais dizains" un LVS EN 12811-3:2003 "Pagaidu
darba iekartas — 3.dala: Slodzes parbaude" prasibam. Atbildigais specialists par sastatném sastada
sastatnu montazas, demontazas un lietoSanas planu. Piepemot sastatném ir jabut pilniba
nokomplektetam, atbilstosi augstak minétajiem standartiem (ja sastatnu risinajums ir tipveida) vai
atbildigas personas aprékinam (nestandarta sastatnu risinajuma gadijuma). Sastatn€m ir jaatrodas

uz stabilas pamatnes, tam ir jabiit noenkurotam pie €kas fasades, jabut uzstaditam visam droSibas



barjeram un kapném. Sastatnu virsmam jabiit neslidigam.

5.3.5 Drosibas prasibas darbu beidzot

Aizliegts atstat darba vieta uzliesmojoSus materialus un viegli uzliesmojosu Skidrumu tukSo
taru. TukSo taru janoliek tas glabasanas vietas.

Mainas beigas un beidzot darbu, jasavac materiala atgriezumi un atkritumi.

Nodot instrumentus, materialus un inventaru noliktava vai nolikt paredz&ta vieta. Pazinot darbu
vaditajam par bojajumiem vai traucgjumiem, kas radusies darbu laika.

5.4.Gajéju kustibas nodroS§inasana.

(G3j&ju drosas parvietoSanas nodroSinasanai biivdarbu laika, ierikot pagaidu gajeju celinus.
Nepielaut gaj&ju kustibu bistamu zonu robezas mehanismu darbibas laika.
Biivgruzu transportéSana no platformas Iidz kravas masinai, biivmaterialu piegade darba

vieta ir javeic ar iekravéja palidzibu.

6.ESOSO PAZEMES INZENIERKOMUNIKACIJU AIZSARDZIBA

Zemes darbu veicgjiem janodro$ina aizsardziba, lai nerastos risks ar pazemes komunikaciju
netiSu bojajumu, kas var apdraudét cilveku dzivibas. Esosas komunikacijas jaapzimé ar noradém,
atbilstosi normativajos aktos noteiktajam prasibam.

Pirms grunts rakSanas, shéma apzimétajas zonas javeic esoSo pazemes tiklu komunikaciju
SurféSana. 2 metru attaluma no inzeniertikliem rakSanu veikt bez mehanismiem.

OrientgjoSais Skérsojamo pazemes komunikaciju dzilums:

- tdensvads -1,80m,

- elektrokabeli - 1,00m,

Ja atrakto inZenierkomunikaciju izvietojums, péc to ekspluatacijas iestazu slédziena,
neatlauj droSu turpmako tranSeju mehanizetas rakSanas veikSanu, attieciga tranSejas posma grunts
izstrade veicama ar rokam.

Lidz raksanas darbu uzsakSanai ar kontroles atrakumiem atsegt projekta robezas esoSos
inzeniertiklus vietas, kur tie krustojas ar buiv€jamiem inzeniertikliem un novietoti augstak par
rokama ierakuma dibenu, ka arT paraléli, tras€m tuvu esoSos inzeniertiklus. Vietas, kur caurulvadi
jaiebuivé zem Skeérsojosam komunikacijam, javeic komunikaciju atSurféSana, rakSanas darbus
veicot bez tehnikas pielietoSanas un nepielietojot asas lapstas vai lauzna triecienus.

Atraktas komunikacijas janostiprina atbilsto$i raksSanas darbus uzraugoSo specialistu

noradijjumiem.

7.VIDES AIZSARDZIBAS PASAKUMI
Pirms zemes darbu uzsakSanas, ka ar1 veicot planéSanas darbus btivlaukuma, nonemama
deriga augsnes karta un izmantoSanai deriga uzglabajama talakai izmantoSanai.

Biivniecibas laika raduSos biivgruzus, jasavac un jatransporté slégtos konteineros uz



celtniecibas atkritumu izgaztuvém. Visus buvgruzus, kas klasificEjami ka bistamie atkritumi,
utiliz€ atbilsto$i bistamo atkritumu apglabasanas noteiktajam prasibam.

Blakus kokiem rakSanas darbus, izmantojot tehniku, var veikt tikai tad, ja attalums no
kokiem lidz transSejas malai ir lielaks par 1,5 m.

Kokus, kas atrodas biivdarbu veikSanas zona, ir jaapsien ar 2m augstiem d€lu vairogiem.

8.BUVDARBU NODOSANA
P&c biivdarbu pabeigSanas tiek novakti visi mehanismi, lieka grunts un bivgruzi, kas

radusies celtniecibas laika. Izpilde dokumentacijas komplekts janodod Pasiititajam.

9. BUVDARBU TERMINS

Dotaja biivprojekta ietilpstoSo darbu veikSanas ilgums 4 ménesi.

Biivvalde vai birojs péc saskanoSanas ar pasiititaju un visu noteikto dokumentu sanemsanas
nosaka €kas vai tas dalas pienemsSanas terminu, kas nav ilgaks par 14 dienam no dokumentu
iesniegSanas dienas biivvaldé vai biroja (skatit MK noteikumus Nr.529 “Eku biivnoteikumi”

171.punktu).
Sastadija: Lasma Dilba

Parbaudija: Elita Stepanova
Sertifikata Nr. 1-00440



PIELIKUMI

1.PIELIKUMS
DARBA AIZSARDZIBA LIETOJAMAS ZIMES

>

>

4.1. degosa viela 4.2, eksploziva viela 4.3. toksiska viela 4.4. kodiga viela
vai ugunsbistama vai spradzienbistama
telpa telpa

>
>
>
>

4.5. radioaktiva 4.6. uzmanibu, 4.7. iekSejais 4.8. bistami,
viela vai jonizgjoSs pacelta krava transports elektriba
starojums

>
>
>
>

4.9. vispareja 4.10. lazera stars 4.11. oksidejosa 4.12. nejonizejosa
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4.14. uzmanibu, .15. uzmani 4.16. biologiskais
magneétiskais lauks Skersli nelidzens risks

[>
>
>

4.17. zema 4.18. Kkaitiga vai 4.19. eksploziva 4.20. sastatnes
temperatira kairinosa viela* vide



4.21. uzmanibu, 4.22, uzmanibu,
pakapiens slidens

>

4.25. uzmanibu, 4.26. augsta 4.27. uzmanibu, 4.28. uzmanibu,
kritosi objekti temperatiira karsta virsma karsts tvaiks

—

oo
6.9. jalieto 6.10. jalieto 6.11. jalieto 6.12. jalieto
aizsargjosta respirators antistatiski apavi sejas maska

6.13. gajeju cels 6.14. vispariga
(marsruts) rikojuma zime (lieto
kopa ar citam zimem)

6.1. jalieto 6.2. jalieto 6.3. jalieto dzirdes 6.4. jalieto
aizsargbrilles aizsargkivere aizsardzibas lidzekli gazmaska,
respirators

6.5, jalieto 6.6. jalieto 6.7. jalieto 6.8. jalieto sejas
darba apavi aizsargcimdi aizsargkostims aizsardzibas
lidzekli



8.1. pirmas 8.2, nestuves 8.3. sanitara
palidzibas punkts apstrade

8.5. elposanas 8.6. parsiesanas 8.7. drosa 8.8. atdzivinasanas
lidzekli lIidzekli pulcésanas vieta lidzekli

I +

N\

8.9. talrunis neatlickamas
mediciniskas palidzibas

M|

9.1. papildizeja, cel$, marSruts

Jaepo




I El 0 8

Ugunsdzesibas Ugunsdzesibas un Ugunsdzesibas Talrunis
krans glabsanas kapnes aparats ugunsdzésibas un
glabsanas dienesta
izsauk$anai

Virzieni uz ugunsdzesibas iekartu un lidzeklu atraSanas vietu

2.1. nesmekeét 2.2. smekeSana un  2.3. gijeju kustiba 2.4. nedzest ar
atklata liesma aizliegta iideni
aizliegta
2.5. nav dzerams  2.6. nepiederosam 2.7. iekSeja 2.8. nepieskarties
personam transporta

kustiba aizliegta kustiba aizliegta

O® &



2.PIELIKUMS

KRAVU PARVIETOSANA LIETOJAMIE SIGNALI

Nr.p.k.| Signals Nozime Apraksts Ilustracija
1 2 3 4 5
1. Sakt! | Uzmanibu | Abas rokas izstieptas

Sakt darbibu | horizontali ar delnam uz
prieksu
7 Stop! | Partraukt Laba roka pacelta augsa ar
kustibu delnu uz prickSu
3. Beigt! | Izbeigt Abas rokas savienotas
darbibu kruoSu augstuma
4. Celt! | Pacelt kravu | Laba roka pacelta augsa
ar delnu uz priekSu un lénas
izdara aplveida Kustibas
5. | Zemak! | Nolaist Laba roka nolaista leja ar
kravu delnu uz iekSu un izdara
Ienas aplveida kustibas
6. | Vertikdla | Samazinat | Ar rokdm norada butisko
distance | vai palielinat | distanci
vertikalo
distanci
7. | Virzituz | Kravu Abas rokas saliektas ar ; 1\
prickSu! | parvietot delnam uz augSu un izdara D \ﬂ
uz prickSu | lénas kustibas uz kermena S
pusi
8. Virzit | Kravu Abas rokas saliektas ar
atpakal! | parvietot delnam uz leju un izdara

Ienas kustibas prom no
kermena atpakal




9. |Palabino | Kravu Laba roka izstiepta horizon- =
. . _ . - i . |+ I
signalizé- | parvietot tali ar delnu uz leju un 18ni | <
(aja pa labi izdara sikas kustibas pa labi
10. | Pa kreisi | Kravu Kreisa roka izstiepta S
no signa- | parvietot horizontali ar delnu uz =
lizétaja | pa kreisi leju un leni izdara sikas
kustibas pa kreisi
11. | Horizon- | Samazinat Ar rokam norada butisko
tala vai palielinat | distanci
distance | horizontalo
distanci
12. | Bistami! | Noveérst Abas rokas paceltas augsa 0,
avarijas ar delnam uz prieksu 5
situaciju
13. Atrak! | Paatrinat Visas kustibas izdara atrak
kustibu
14. Lénak! | Paléninat Visas kustibas izdara lenak

kustibu




ZEMES GABALA IZVIETOJUMA SHEMA

Bisulejas

Spilve

"EsoSa objekta RRC "Riga" modernizacija
"Parraides radiocentrs”, Mezares, Babites
nov., kad. apz. 80480010061

UZMANIBU

Stokas jeiz

https./www.balticmaps.eu/

. Bldvuznéméjam pirms jebkura darba uzsakSanas japarliecinds par raséjumos sniegtajiem
izmériem. Neatbilstibas vai pretrunu gadijuma pirms darbu uzsakSanas griezties pie

blvprojekta autora neskaidribu novérsanai;

. Raksturigie izméri nevar tikt nolasiti péc méroga raséjuma. Saubu gadijuma griezties pie
biavprojekta autora;

. Jebkuras projekta izmainas bdvniecibas gaita saskanojamas ar buvprojekta autoru un
pasutitaju;

. Sis iepriek$ minétas norades attiecinamas uz visam $aja s&juma ievietotajam raséjuma lapam.

VISPARIGIE NORADIJUMI:

e Bivprojekts "Babites vidusskolas teritorijas labiekartojums un €kas cokola siltinasana"
Jurmalas ielad 17, Pinkos, Babites pagasta, Babites novada izstradats pamatojoties uz 1paSuma
dokumentiem, projektéSanas uzdevumu, tehniskajiem noteikumiem, ka art saskana ar blvnormativu

prastbam:

LBN 003 - 15 "Bavklimatalogija";

LBN 002 - 15 "Eku norobeZojo$o konstrukciju siltumtehnika";
LBN 208 - 15 "Publiskas blves";

LBN 201 - 15 "Bavju ugunsdrosiba";

Ministru kabineta noteikumi Nr.500 "Visparigie bavnoteikumi";
Ministru kabineta noteikumi Nr. 529 "Eku bavnoteikumi";

Ministru kabineta noteikumi Nr.238 "Ugunsdros$ibas noteikumi".

PIENEMTIE DOP DALAS APZIMEJUMI

APZIMEJUMI

NOSAUKUMS

P

Bavtafele

Zime "bistama zona"

Celtniecibas modulis

Biotualete
Notekidenu uzglabasanas tvertnes,4m3

Ugunsdzésibas stends

EsoSs teritorijas nozogojums

Bavtehnikas kustibas virziens

Konteineris bavgruZiem

R RINREE

Apgaismojuma prozektors

Atklata bavmaterialu nokrautne

A Drosibas zimju stends
Pagaidu elektribas kabelis
(piesléguma vietu precizét DVP)
=] Elektrosadales panelis

Demontéjamie elementi

BUVPROJEKTA DOP DAILAS RASEJUMU SARAKSTS

Marka/ ~

Ras.Nr Nosaukums Mérogs

DOP-1 | DOP dalas visparigie raditaji b/m

DOP-2 | Buvdarbu generalplans 1:250
PIEZIMES:
1. Projekta DOP dalas raséjumi izstradati saskana ar MK noteikumiem Nr. 529 "Eku

10.

bdvnoteikumi", saskana ar izdotajiem tehniskajiem noteikumiem un
ProjektéSanas uzdevumu.

Raséjumi ir neatliekama paskaidrojuma raksta sastavdala.

Projekts izstradats viena karta, un to iesp&jams Tstenot atbilstoSi izstradatajai
apliecingjuma kartei.

Pirms bivdarbu uzsakSanas blvuznpéméjam japarbauda visi esoSie un
projektétie izmeri.

Pirms zemes darbu uzsakSanas precizét esoSo inzenierkomunikaciju izvietojumu
daba un iebuves dzilumu.

Bdvdarbus veikt saskana ar pazemes komunikaciju un gaisvadu aizsardzibas
prastbam.

Visas atsauces uz iekartu, materidlu un izstradataju firmam, kuras noraditas
projekta, liecina tikai par So izstradajumu un iekartu kvalitates un apkalpoSanas
[Tmeni.

Izpildot blvdarbus ievérot LBN 201-15 "Bavju ugunsdrosiba”, Ministru kabineta
Noteikumus Nr. 92 "Darba aizsardzibas prasibas veicot bivdarbus", kd art MK
noteikumiem Nr. 529 "Eku bavnoteikumi", MK noteikumiem Nr.526 "Darba
aizsardzibas prasibas, lietojot darba aprikojumu®”.

Blvuznéméjs pirms darbu uzsak3anas ar pavéli nozimé bdvprojekta vaditaju,
skatit MK noteikumi Nr. 92 "Darba aizsardzibas prasibas, veicot blvdarbus"
sad.ll. ST persona, vienlaicigi var pildit darbu vaditaja, atbildiga par ugunsdro$ibu
un darba aizsardzibas koordinatora funkcijas, ka to nosaka LR normativie akti.
Piedavatajam materialu nokrautnu un sadzives telpu izvietojumam ir informativa
nozime.

Raséjumu skaits daja:

Bavniecibas ierosinatajs:
VAS "Latvijas gaisa satiksme"

Red.Nr.40003038621

Muzeju iela 3, Lidosta "Riga", Marupes nov. LV-1053

Objekts: Bavprojekta izstradatajs:

"EsosSa objekta RRC "Riga"
modernizacija

SIA "BM Projekts"
Upesgrivas iela 16,
Riga, LV-1002,

Paraksts

Datums | Adrese:

"Parraides radiocentrs", Mezares,

Bavproj. vad.| Elita Stepanova

04.07.2019]  Babites nov., kad. apz. 80480010061

DOP dal. vad.| Elita Stepanova

04.07.2019] Lapas nosaukums: Liguma Nr.: 02/19/58/

Izstradaja Lasma Dilba

04.07.2019 Arhiva Nr.: 02/19/58-2

. Mérogs: 1:250
DOP DALAS VISPARIGIE

Buvk.reg.Nr.7008-RA2
Talr.: +371 29762257

RADITAJI Stadija

Marka Ras. Nr.

BP(AK) DOP 1




9 10 11 12 13 14 15 | 16

BUVDARBU GENERALPLANS
M 1:250

- a / a o
TERITORIJAS NOVIETOJUMA SHEMA i __ -gqoswzn //\\V\l L sgouwzn

— /. / Sl’( NS
e : ; \ % / < // R A
WO\Biulgas: 7 NA N y 4 o o
P Z RN @l oG S PIENEMTIE DOP DALAS APZIMEJUMI PIENEMTIE APZIMEJUMI M 1:250
Q\\ NG f‘”v Mezares /}’(\ N APZIMEJUMI NOSAUKUMS Apziméjums Nosaukums
' N ; Qoo = mmmmm === Projekt&jama labiekartojuma robeza
) : / Yoo p:\@ Bavtafele J _J. . - :
8 Y 1 f i Proj. zaliena atjauno$ana
=,
NI / . f. N S istam ] Proj. betona brugakmens segums
e N lebardl ime “bistama zona < “| Proj. 8kembu segums
b &\ . 4 :
. i Proj. betona apmale 100.20.8
\\. IR Y >7 . .
. ,/\ Q,V@ 1 m Celtniecibas modulis Proj. betona apmale 100.22.15
5 ‘ p ;
ML \,\\ ) st . / Biotualete B >< Demonté&jams apjoms
N\ Ve S i Notekddenu uzglabasanas tvertnes,4m3 . = ~ - -
g ; Brugakmens seguma sakartoSana péc proj. seguma izblves
Ugunsdzésibas stends
3 7 gunsczesi EsoSas akas vaka limenoSana, izmantojot 40t "peldosa” tipa vaku
‘ EsoSs teritorijas noZogojums Esosas akas vaka Iimeno3ana, izmantojot 12,5t "peldoa" tipa vaku

Bavtehnikas kustibas virziens

'

Konteineris bavgruZiem

s .
EKSPLIKACIJA

e

g Apgaismojuma prozektors Apzimé&jumi Nosaukums
- = o N
PRINCIPIALA MONTAZAS 3 A3 bovateral nokraut ) Radioraidijumu &ka
= \/ ata bavmaterialu nokrautne
SLODZES SHEMA M1:250 2 Sakaru konteiners
kab.a.5.21 \ =
N Vol #575 5 L . o Y AR Dro8ibas zimju stends @ Transformators
I - e ;"Ji Sy T S **”"'—/@Q\GS @ Radio tornis
I 8- 0, Pagaidu elektribas kabelis
] ~_ (piesléguma vietu precizét DVP)
] ™~ /
I” - = Elektrosadales panelis PIEZIMES:
N - - 1. Par nosacito atzimi +0,000 pienemta 1. stava tiras gridas atzime, kura atbilst absoldtajai augstuma

! . — > Demontejarie element atzimei +6.43 LAS-2000,5.

I b.br. \\\ . 40 2. Visi izméri doti metros un augstuma atzimes metros.

] N e 3. Visus izmérus precizét daba!

I b.br A\ ( 4. Buvprojekta augstumi precizéjami bavniecibas laika, nemot véra esosSo situaciju daba.
IIII Nepieciedamibas gadijuma o) 5. Izbavéjot pieslegumus, japieslédzas pie esoSajam augstuma atzimém, ja projektd nav noradits
I sakartot darba zonu 0 savadak. . s . . - ,

L 6. Visas atkapes no projekta risinajumiem, ka arT bavniecibas gaita nepiecieSamos papildus
risindjumus, savlaicigi, pirms darbu uzsak$anas un pasutijumu veik$anas, saskanot ar bavprojekta

PAGAIDU EKAS UN BOVES (BUVDARBU APJOMI) Btort

- — 804800140

600 Z;\\ e - 8 ‘ ®® W 7. \_/isgs at_sa_uces }Jz_iekértu,_materiélg un izstréd_r;xjumu izgatavotéjvu firmam, kl_Jras norédi@as projekta,
-’d N, Nosaukums Marvieniba | Daudzums I|e0|na_1_t|ka| par $o |_zs_tradrfu_umu un |§Ifartu kvglltgtes un ?pkalposar_wa§ Ilmen_l. I:loradlto |eka_1ftg un
1 =5 materialu nomaina ir iespé&jama ar citam tehniski analogam vai labakam iekartam un materialiem.
4 X g 7 il i K - X X 8. Darbu vaditaja un stradnieku sadzives telpas iertkotas parvietojamajos konteineros.
I Ty e e N ) 1 |Ofisa modulis 6mx2,5m gab 1 9. Tualetei izmantojama teritorija novietotas parvietojamas biotualetes.
C PO e, B e 2 |Celtniecibas modulis 6mx2,5m gab. 1 10. Eggﬁnf;e"é'“ novietnes un atb@rtnes izvietojamas uz pagaidu Skembu vai esosa asfaltbetona
- Eo R 3| Noliktavas konteiners 4,5mx 2.2 m gab. 1 11. Bavniecibas perioda, teritorja esosajiem, saglabajamajiem kokiem, pie kuriem tuvak par 5 m
L e B B s e i planota transporta kustiba un bavniecibas darbi, ap stumbriem uzstadami d&|u vairogi 2.50 m
Boems s 4_| Elodrosadaies panels | augstuma
i / e e e A e\ S o B A ) 5 Bavtafele gab 1 12. Ieblrau.ktuve buvlaull<uma organiz&jama caur "Parraides radiocentrs" galveno iebrauktuvi caur
T T e e e e teritoriju no Slokas ielas puses.
....... ﬁ' : 6 | Ugunsdzesibas stends gab. 1 13. P&c blvdarbu veikSanas jasakopj un jaatjauno piebraucama cela bojatas vietas.
AT ANRE AN . 14. Péc buvdarbu veikSanas jasakopj un jaatjauno visa blvdarbu laika skarta teritorija.
o T Sy e ku}wwwfu 4 7 |Tualetes konteiners WC gab-. 1 15. Blvgruzus savakt noslégios konetjeinejros Jun transportésanas laika tos parklat. J
8 | Esosais teritorijas noZogojums m 136 16. Zaliens atjaunojams vietas, kur tiek veikti bavniecibas darbi. Zaliena izséjas norma 3 kg/100m>.
ENGIVEAINGRLY (o ERERR R fnn indBRMARELRR Ry (LRRIBERONY Y - - 17.Pirms zemes darbu uzsak$anas inZeniertiklu montazai precizét eso$o tiklu un kabelu izvietojumu
AL T LTI IIETTIITITITIITIT T g RT H\W\r‘ H‘:‘“:‘:’:““““H“‘m\‘Hm‘w'w‘luuwmm”k‘” = 9 Kontelnersbﬂvgruilem,SmS gab 1 un ieguIdTéanasdzilumu!!!
o e L INARR : ~ 10 | LED apgaismojuma prozektors gab. 7 18.Buvdarbu laika ievérot pazemes un virszemes komunikaciju aizsardzibas noteikumus un, ja
et R T S e U S S A T A S e — nepiecieS8ams, paredzét to papildus aizsardzibu.
e e A e e e R 11 | Pagaidu kabelis m EE?/ﬁlzgiké 19. Ja bavniecibas rezultata tiek traucéta inzenierkomunikaciju darbiba, tad bavdarbu veicgjam
O e e e e e A e e ) - — - japaredz bojato posmu nomaina turpmakai pilnvértigai inzeniersistému darbibai.
s s T S ) 12 | DroSibas zimju stends gab. 1 20.Elekiribas padevi bivdarbu laika idu 8k baviu lauk drosint izveidoiot piesla
’ . padevi bavdarbu laikad pagaidu €ku un bavju laukumam nodrosinat izveidojot pieslégumu
3 13 Notekddenu uzglabasanas tvertnes -4m? gab. 1 pie esoSajiem elektrotikliem. Buvlaukuma uzstadit kontrolskaititaju. Izveidojot pagaidu pieslegumus
T Z _ un uzstadot skaititajus to ieprieks jasaskano ar attiecigo komunikaciju turétajiem un japieaicina
14 | Pagaidu ddensvads m Eﬁﬁﬁ'zﬁﬁka attiecigo komunikaciju turétaju parstavis.
- 21.Uz bivniecibas laiku bavobjekta janodrosina tidens bivniecibas vajadzibam. Udeni paredzéts
15 | Demontgjanas bavgruzu apjoms m? 450 nemt no eso$a Gidensvada, ieprieks saskanojot ar pasititaju un tiklu uzturétaju.
22.Buvdarbu generalplans izstradats uz topografiska plana un tam ir informativa nozime.
a0 23.Pagaidu éku un bivju izvietojumam ir informativa nozime.
24.Bavuznéméjam izstradajot DVP jasaskano pagaidu piesléguma vietas ar Pasutitaju un
= inzenierkomunikaciju turétajiem.
. 25.Biavuznémeéjs ir atbildigs par droSibu bavlaukuma teritorija un art arpus norobezotas teritorijas,
PIRMS BUVDARBU SAKUMA JAVEIC SADI UZMANIBU: vietas kur tiek izbavéti inzeniertikli.
Baldones novads, Baldone, Dzirmavu iela 5, LV-2125 | e D SAGATAVOSANAS DARBI: o Blvuzpéméjam  pirms jebkura  darba  uzsakSanas 26. Veicot buvdarbus, ievérot darba drosibas prasibas darbam augstuma, un pasargat tresas personas
' info@amernieks.lv n 1 W b japarliecinas ~ par rasgjumos  sniegtajiem  izmériem. no traumu gasanas bavdarbu laika. i o o
. 603 ! , . 1)Bavlaukuma norobeZo$anai paredzats izmantot esoo teritorijas N?atpnsﬁbu _vai_rgretrunu_ gedijumg .pitms dal’_bLf UZSInganaS 27.Planu skatit kopa ar InZenierrisinajumu dalam, skaidrojoSu aprakstu un pielikumiem.
. _ . ‘ D = e o o noiggojumu arvé.rtie‘m_ o griezties r_)rgje}(tes_apas blrora\, neskal_d.rlby novérsanai.
A rin ka Mern Ieks 4 Sl ——— — 432 7 2)Pie galvenas ieejas bivlaukuma jaizvieto buvtafele. Baviaukuma * Raksturigie izméri nevar tikt nolasiti pgc meroga rasejuma.
. S \/ Orient. B uzstadit celtniecibas modulus: ofisa konteiners, celtniectbas modulis Saubu gadijuma griezties projektéSanas biroja.
o P— 55 stradniekiem, pagaidu WC sanitarais konteiners, ugunsdzésibas stends e Jebkuras  projekta  izmainas  bivnieclbas  gaita
Mérniecibas pakalpojumi R N 40103681842 o ——dkah 4 AN un sadzives atkritumu un bivgruzu konteineri. (Blvlaukums atrodas saskanojamas ar projektéSanas biroju.
o A ' =i / \ apsargajama teritorija - atsevisk$ apsardzes konteiners netiek paredzéts) e |zvéleétos un minétos materidlus iespéjams aizstat ar
3)Transporta parvietoSanai izmantot esoSus celus. ekvivalentiem citu raZotaju piedavatiem materidliem, kas péc
ors 4)Bivlaukuma sadzives telpas ar pagaidu elektroapgadi nodrosSinat ar savam TpaSibam un kvalitates ir ekvivalenti vai labaki.
L 2 . avarijam lukturi§iem uz akumulatoru baterijam. Objekta apgade ar Gdeni e Buavniecibas laika izmantot sertificétus, ar CE zimi markétus
L \\\\z tehniskam vajadzibam tiek nodrosinata no esoSas ékas. Darbinieki un deklarétus bavmaterialus. BUvniecibas ierosinatars: Obiekts: BG oK@ izstradatars:
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